UTAH OIL AND GAS CONSERVATION COMMISSION
REMARKS Wl LOG SUB. REPORT/abd._ 1
"\ﬂ\ "ﬁl\m‘\'ﬁ\
DATE FILED . DECEMBER 20, 1994
LAND: FEE & PATENTED STATE LEASE NO. PUBLIC LEASENO. | J_L L4142 6, INDIAN
DRILLING APPROVED: MAR CH 7, 1995
SPUDDED IN: s
COMPLETED: ) ‘\ﬂ QB G\  Pur To PRODUCING:
INITIAL PRODUCTION:
GRAVITY AP,
GOR: L . ~
PRODUCING ZONES: W\ - N Al o
TOTAL DEPTH: N4 .
weeevation: — FNANA (SR
DATE ABANDONED:
FIELD: MONUMENT BUTTE FIELD
unIT: JONAH UNIT
COUNTY: DUCHESNE
_WELL No. MONUMENT BUTTE FEDERAL $#11-7J API NO. 43-013-~31492
- LOCATION 681" FNL  FT.FROM (N) (S) LINE, Liu7' FWL FT.FROM (E) WILINE.  NW NW 1/4 — 1/4SEC. 7

TWP. RGE. SEC. OPERATOR

OPERATOR

9S i1/E 7 [EQUIT RES ENERGY" CO

S -




SUBMIT LICATE* ' Form approved.

?onn3160-3 ‘llt, Forn
November 1983) (Other ctlons on udget Bureau No. 1004~-0136
(formerly 9-331C) : NITED STATES . reverse slde) Expires August 31, 1985

DE T F " 0. LXASK DESIGNATION AND BERIAL NO
ureay or Lavo wansseuent BUNFIDENTTHAL e '

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | ® ' ™°!4" ALLoTzim oa Taisk Nixs
la. TYPE OF WORK _ n/a ¥ _
. DRILL m DEEPEN D PLUG BACK D 7. UNIT AGREEMENT NAMB
b. TYPE OF WELL Jonah Unit
“?v’:“ oS oTHER ) SoLE ;‘O"N‘f'”" 8. FAEM OB LEASE NaMB
2. NAME OF OPERATOR L Balcron Monument Federal
Equitable Resources Energy Company, Balcron 0il Division 9. WILL No.
3. ADDBESS OF OPCRATOR ) #11-74
P.0. Box 21017; Billings, MT 59104 10."FIELD AND POOL, OR WILDCAT
4. 20:::?& eol' WELL (Beport locatlon clearly and in accordance with any State requirements.®) Monument Butte/Green River
Nw NH S 11, 2:%., :ﬁ'u 5;1"3 OR BLE.
! R AREA
N mpmdepgy on, 7, T9S, R17E 681" FNL, 447" FWL
Sec. 7, T9S, R17E
14. DISTANCE IN MILES AND DIRECTION FEOM NKAELAT TOWN OR POST OFFICK® 12, COUNTY OR PARISH| 138. BTATE
| Approximately 13 miles southwest of Myton, Utah Duchesne UTAH
‘ 10. DISTANCE FROM PROPUSED® 16. NO. OF ACREB IN LEABK 17. NO, OF ACRES ASSIGNED
LOCATION TO NEAREST TO THIS WELL
PROPEETY OR LEASE LINE, :
(Also to nearest drig. unlt llne. if any)
18. DISTANCE FROM TI'ROT'OSED LOCATION® 19. rrOPOSELD DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, '
OR APPLIED FOR, ON THIS LEASE, FT. 5,700 Rotary
21, eLxvATIONS (Show whether DF, RT, GR, ete.) 22. APPROX. DATE WORK WILL BTART*
GL 5343.2' 3/1/95
2. o _PROPOSED CASING AND CEMENTING PROGRAM
812 OF HOLE 81ZK OF CABING WEIGHT I'ER FOOT BETTING DEPTH QUANTITY OF CEMENT

See FXHIBIT "D" Drilling|Program/Casing|Design

" Operator intends to drill this well in accordance with the attached perm1t A 1isting'
of EXHIBITS is also attached i

SELF 'CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
-operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Company as principal and Safeco Insurance Company of America as
surety under BLM Bond No. MT 0576 (Natiorwide 0i1 & Gas Bond #5547188) who will be responsible for conpliance
with all of the terms and conditions of that portion of the lease associated with this application.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations und measured and true vertical depths. Give blowout
preventer program, if any.

24, T .
.0 ' N Regulatory and
BIGNED é’ LS TITLE i iali DATE _ZZI '/ 7’ 75/

Rnohhi n
(This space for Federal or State office use)

Y3-013~- 3/492A

PERMIT NO.

APPROVED B
CONDITIONS OF APPROVAL, IF A

BY..

WELL SPACING:
*See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States anv false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.




FOAM 3 . STATE OF UTAH ‘

DIVISION OF OIL, GAS AND MINING

CONFIDEOTIAL

6, Loass Deslgnation and Serlal Number:

Federal #U-44426

8. if Indian, Alloties or Tribe Name:

APPLICATION FOR PERMIT TO DRILL OR DEEPEN n/a
1A Type of Work DRILL [X DEEPEN [J J.Unk Agroamert Name:
BTweatWel:  OIL[K GAS[] OTHER: SINGLE ZONE[[] MULTIPLE ZONE[[] | & Farm of Lease Nama:

Balcron Monument Federal

2. Name of Operalor: ) L
Equitable Resources Energy Company, Balcron 0i1 Division

9. Well Number:

#11-74

3. Address and Telephone Number:

P.0. Box 21017; Billings, MT 59104 (406) 259-7860

10, Fleld and Pool, or W)id!

Monument Butte/Green River

4. Locatlon of Well (Footages)
Msufecs:  NW NW Section 7, T9S, RI7E 681" FNL, 447" FWL

At Proposed Producing Zone:

11, Qu/Qtr, Section, T hip, Range, Meridi

NW NW 7, T9S, RI7E

14, Distance in miles and direction from nearest town or post office: 12, County: 1J. Stats:
Approximately 13 miles southwest of Myton, Utah Duchesne UTAr

15, Distance to nearest 18. Number of acres In lease: 17. Number of acres assigned to this well:
property or lease line {feet):

18, Distance to nearest well, drilting, 10. Proposed Deopth: 20, Rotary of cable tools:
completed, of applied for, on this lease (leet): 5,700' Rotary

21, Elevations (show whether DF, RT, GR, etc.): 22, Approximate date work will start:

GL 5343.2 3/1/95
2. PROPOSED CASING AND CEMENTING PROGRAM

SI1ZE OF HOLE GRADE, BIZE OF CASING WEIGHT PER FOOT ' BETTING DEPTH

QUANTITY OF CEMENT

See EXHIBIT ['D" Drilling Program/Casing Design

DESCRIBE PHOPOSED PROGRAM: | proposal is to deepen, give dala on present productive zone and proposed new productive zone. If proposal Is to drill or deepen directionally, give pertinent data on

bsurt and d and true vertical depths, Glve blowout proventer program, tf any.

Operator intends to drill this well in accordance with the attached Federal

App11cat1on for Permit to Drill.

s space for Shu-uu only)

2‘ E g - Regulatory and
Name & Signature: /L- . ronge Special
““Bobbie schuman ; A
: ERUYACES
. /7

1/3‘0/0‘3///7,2 Approvd

APl Number Assigned:

(M93) (See Instructions on Reverse Side)




T9S, RI7E, S.L.B.&M.

NB9'S5'E — 78.50 (G.L.0.) (G.L.0.)

(%)
8 —r
5 % WELL LOCATION:
q BALCRON MONUMENT
53 FEDERAL #11-7J
23 7 ELEV. UNGRADED GROUND = 5343.2°
it
D
Q.
~ ity
€3
T A
L8
4
TOA
g 7

N89'52'E — 78.50 (G.L.0.)

= SECTION CORNERS LOCATED
BASIS OF BEARINGS; G.L.O. DATED 1909

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SE)

NO'03'W (G.L.0.)

FQUITABLE RESOURCES ENERGY CO

WELL LOCATION, BALCRON MONUMENT FEDERAL
#11—7, LOCATED AS SHOWN IN THE NW 1/4
NW 1/4 OF SECTION 7, T89S, R17E,

S.L.B.&M. DUCHESNE COUNTY, UTAH.

THIS IS TO CERTIFY THAT XE P RAS
PREPARED FROM FIELD NETERWF AC ORVEYS

38 EAST 100 NORTH, VERNAL, UTAH 84078
(801) 781—2501

SCALE: 1" = 1000’ SURVEYED BY: S.S. J.S.
DATE: 11—8-94 WEATHER: COLD
NOTES: FILE #1-7J

oMy LIGIHX3



) EQUITABLE RESOURCES
7 ENERGY COMPANY

BALCRON OIL DIVISION

1601 Lewis Avenue Office: (406) 259-7860
P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 3

December 19, 1994

-—~ VIA FEDERAL EXPRESS --
Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Enclosed are Applications for Permit to Drill the wells on the
enclosed list.

As operator, we hereby request that the status of this well be
held tight for the maximum period allowed by Federal and State
regulations.

Archeology and palentology surveys have been ordered and reports
will be sent to you as soon as they are complete.

Sincerely,

Bobbie Schuman o
Regulatory and Environmental Specialist g 1994

/hs i
Enclosures & MINING i

cc: Utah Division of 0il, Gas and Mining



FORAM 3 ' STATE OF UTAH .

DIVISION OF OIL, GAS AND MINING
CONFIDEOTIAL |Federai™io-aaaze ™

APPLICATION FOR PERMIT TO DRILL OR DEEPEN S e o Tibe ame
1A Type of Work: DRILL [§ DEEPEN ] Joma perepest tame:
B.TypectWeli o) GAS OTHER: SINGLE ZONE MULTIPLE ZONE 8. Famm or Lease Name
B = L] = Balcron Monument Federal
2. Name of Operator: ... 9. Well Number:
Equitable Resources Energy Company, Balcron 0il1 Division #11-7J
3. Address and Telephone Number: 10. Fiekd and Pool, or Wjidcat: .
P.0. Box 21017; Billings, MT 59104 (406) 259-7860 Monument. Butte/Creen River
4. Location of Well (Footages) ’ 11, Qtr/Qtr, Section, Township, Range, Meridi
MSutscs:  NW NW Section 7, T9S, R17E 681" FNL, 447" FuL NW NW 7, T9S, R17E
At Proposed Producing Zone:
14.thneohmllesmddlmcﬁonhmnnwmtownorpodomco: 12. County: 13. State;
Approximately 13 miles southwest of Myton, Utah Duchesne uTan
15. Distance to nearest 16. Number of acres in lease: 17. Number of acres assigned to this well:
property or lease line (feet):
186, Distance to nessest well, drilling, 18. Proposed Depth: 20. Rotary or cable tools:
completed, or applied for, on this lease (feet): 5 ’700 ! . Rotar\y
ZI.W(MM)?(DF.RT.GRW:.): 22, Approximate date work wlll start;
GL 5343.2 3/1/95
2. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT ’ SETTING DEPTH QUANTITY OF CEMENT

See EXHIBIT |'D" Drilling Propram/Casing Desifin

DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or deepen directionally, give pertinent data 6n
bsurf th and d and true vertical depths. Give blowout preventer program, if any.

Operator intends to drill this well in accordance with the attached Federal

Application for Permit to Drill.

DEC 2 0 1994

DIVISION OF
Oll.. GAS & MININT

2 : - Regulatory and 7
Name & Signature: A mwe: _ ENVirommental SDeC1 alist Date: / Z -/ 9 ‘5 ? |
obbie schuman ‘

s space for State use only)

APl Number Assigned: Approval;

(1\93) {See Instructions on Reverse Side)



SUBMIT LIGATE®
{Other ctions on Budget Bureau No. 10040136

DEPAnglglgEDFS;AEE&TER R i e
\ 0 H lO i 0. LEASE DESIGNATION AND BERIAL NO.
BUREAU OF LAND MANAGEMENT ED”FBE“?&H&. U-44426

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | & ™ vi™ ALCoTTES ox maies Naws

Form 3160~3 "' Form approved.

(November 1983)
(formerly 9-=331C)

1a. TYPE OF WORK n/a - _
' DRILL [X] DEEPEN [] PLUG BACK [ [ ow omseess waue
b. TYPE OF WELL Jonah Um’t
WeLL WeLL oTHER _ PO E POITIPLE 5. TAEM OR LEABE NAME

2. NAME OF OPERATOR

Balcron Monument Federal

Equitable Resources Energy Company, Balcron 0i1 Division

3. ADDRESS OF OPERATOR .

P.0. Box 21017; Billings, MT 59104

9. WELL NO.

#11-7J

4, xc;rlox OF WELL (Report locatlon clearly and in accordance with any State requirements.®)
suriace

NW NW Sect10n 7, T9S, R17E

At proposed prod. x

681" FNL, 447' FWL

10. FICLD AND POOL, OR WILDCAT

Monument Butte/Green River

11. sxc,, T, R., M., OR BLK.
AND SURVEY OR AREA

Sec. 7, T9S, RI17E

14. DISTANCE IN MILEB AND DIBRECTION FROM NEARKET TOWN OR POST OFFICK®

Approximately 13 miles southwest of Myton, Utah

12, COUNTY OR PARISH| 13. BTATE

Duchesne UTAH

13. DISTANCE FEOM PROPUSLD® 16. NO. OF ACRES IN LEASK
LOCATION TO NEAREST
PROFEETY OR LEABE LINE,
(Also to nearest drlg, unlt Hne if any)

17. NO. OF ACRES ABSIGNED
TO THIS WELL

18. DISTANCE FROM PROI'OSED LOCATION® 19. rROPOSLD DEPTH

TO NEAREST WELL, DRILLING, COMPLETED,

20. ROTARY OR CABLK TOOLS

OR APPLIED FOR, ON THIS LEASE, IT. 5,700' Rotary
21, zLXvATIONS (Show whether DF, RT, GR, etc.) 22, APPROX. DATE WORK WILL BTART®
GL 5343.2"' 3/1/95
23. o ,PROPOSED CASING AND CEMENTING PROGRAM

8IZE OF HOLE 8IZK OF CABING WEIGHT I'ER FOOT BETTING DEPTH

QUANTITY OF CEMEINT

See EXHIBIT "D" Drilling|Program/Casing|Design

Operator intends to 'drill this well in accordance with the attached perm1t

of EXHIBITS is also attached.

A 1istingb

SELF ‘CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
-operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is

being provided by Equitable Resources Energy

Campany as principal and Safeco Insurance Company of America as

surety under BLM Bond No. MT 0576 (Nationwide 0i1 & Gas Bond #5547188) who will be responsible for compliance
‘with all of the terms and conditions of that portion of the lease associated with this application.

IN ABOVE BPACE DISCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive
zone, If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertieal depths. Give blowout

preventer program, if any.

Regulatory and

RBahhi

nme__Environmental Specialist oare Zie -/9-94

(This space for Federal or State office use)

APPROVAL DATE

PERUIT NO.

DATE

APPROYED BY TITLE
CONDITIONS OF APPROVAL, IF ANY {

*See Instructions On Reverse Side

Title 18 U.S.C, Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, hcutxous or fraudulent statements or representations a2s to any matter within its jurisdiction.



T9S, RI7E, S.L.B.&M.

NB9'SS'E — 78.50 (G.L.0.) (G.L.O.)

<<

447

WELL LOCATION:

BALCRON MONUMENT
FEDERAL #11—7J
ELEV. UNGRADED GROUND

681’

=_5343.2’

NORTH (G.L.0.) Basis of Bearings
2642.82° — Meaosured

>

NORTH (G.L.0.)

N89'52'E — 78.50 (G.L.0.)

= SECTION CORNERS LOCATED
BASIS OF BEARINGS; G.L.O. DATED 1909

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SE)

NO'03'W (G.L.0.)

FQUITABLE RESOURCES ENERGY CO

WELL LOCATION, BALCRON MONUMENT FEDERAL
#11—7, LOCATED AS SHOWN IN THE NW 1/4
NW 1/4 OF SECTION 7, T9S, R17E,

S.L.B.&M. DUCHESNE COUNTY, UTAH.

THIS IS TO CERTIFY THAT T4
PREPARED FROM FIELD Néf

REGISTERER) L.
REGISTRATIY

38 EAST 100 NORTH, VERNAL, UTAH 84078
(801) 781—2501

SCALE: 1" = 1000’ SURVEYED BY: S.S. J.S.

DATE: 11-8--94 WEATHER: COLD

NOTES: FILE #1-7J

WMy LTGIHX3



Balcron Monument Federal #41-12J
NE NE Section 12, T9S, R16E
Duchesne County, Utah
395’ FNL, 476’ FEL
Field: Monument Butte (Jonah Unit)
FLS #U-44426

PTD: 5,750/ (Green River formation)

GL: 5457.6'

Balcron Monument Federal #42-12J
SE NE Section 12, T9S, R16E
Duchesne County, Utah
2550’ FNL, 391’ FEL
Field: Monument Butte (Jonah Unit)
FLS #U-035521

PTD: 5,700/ (Green River formation)

GL: 5474.4'

Balcron Monument Federal #12-14J
SW NW Section 14, T9S, R16E
Duchesne County, Utah
2004’ FNL, 658’ FWL
Field: Monument Butte (Jonah Unit)
FLS #U-096547

PTD: 5,600’ (Green River formation)

GL: 5605.2'

Balcron Monument Federal #22-14J
SE NW Section 14, T9S, R16E
Duchesne County, Utah
2134’ FNL, 2198’ FWL
Field: Monument Butte (Jonah Unit)
FLS #U-096547

PTD: 5,600’ (Green River formation)

GL: 5594.3'

Balcron Monument Federal #32-14J
SW NE Section 14, T9S, R16E
Duchesne County, Utah
1980’ FNL, 1980’ FEL
Field: Monument Butte (Jonah Unit)
FLS #U-096547

PTD: 5,600’ (Green River formation)

GL: 5572’

Balcron Monument Federal #42-14J
SE NE Section 14, T9S, R16E
Duchesne County, Utah
1882’ FNL, 773’ FEL
Field: Monument Butte (Jonah Unit)
FLS #U-096550

PTD: 5,650’ (Green River formation)

GL: 5604.9'



Balcron Monument Federal #11-7J
NW NW Section 7, T9S, R17E
Duchesne County, Utah
681’ FNL, 447’ FWL
Field: Monument Butte (Jonah Unit)
FLS #U-44426
PTD: 5,700/ (Green River formation)
GL: 5343.27

Balcron Monument Federal #12-7J
SW NW Section 7, T9S, R1l7E
Duchesne County, Utah
1965’ FNL, 620’ FWL
Field: Monument Butte (Jonah Unit)
FLS #U-44426
PTD: 5,600’ (Green River formation)
GL: 5338.2/
NOTE: This location has already been built. It was formerly
the Alta #7E location, built but not drilled.



o | @
EXHIBITS

PROPOSED DRILLING PROGRAM

PROPOSED SURFACE USE PROGRAM

GEOLOGIC PROGNOSIS

DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM
HAZﬁAT DECLARATION

EXISTING & PLANNED ACCESS ROADS (MAPS A & B)
WELLSITE LAYOUT

BOPE SCHEMATIC

EXISTING ROADS (MAP C)

PROPOSED PRODUCTION FACILITY DIAGRAM

SURVEY PLAT

H ®" 4 H & Q@ ™M =3 o o w ¥

LAYOUT/CUT & FILL DIAGRAM

11/2/94



@ @
CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Balcron 0il Division
P.0O. Box 21017
Billings, MT 59104
(406) 259-7860



EXHQT nAn

Proposed Drilling Program
Page 1

EQUITABLE RESOURCES ENERGY COMPANY
Balcron 0il Division
Jonah Unit
Balcron Monument Federal #11-7J
NW NW Section 7, T9S, R17E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

ESTIMATED IMPORTANT GEOLOGTCAI, MARKERS:

See Geologic Prognosis (EXHIBIT "C")

ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C")

OPERATOR’S MINTMUM SPECTIFICATIONS FOR PRESSURE CONTROL:

a.

£.

EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260’. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

An accumulator of sufficient <capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above precharge
on the closing manifold without the use of the closing unit
pumps will be installed during the drilling of this well.

An upper kelly cock will be used during the drilling of this

well.

Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

PROPOSED CASING AND CEMENTING PROGRAM:

.

b'

Surface casing will be set in the Uinta formation to
approximately 260/’ and cemented to surface.

All potentially productive hydrocarbon zones will be isolated.



sl wao

Proposed Drilling Program
Page 2

Casing designs are based on factors of burst: 1.25, collapse:
1.125, and joint strength: 1.8.

All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

For details of casing, cement program, drilling f£luid progran,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

HAZARDOUS PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED:

a.

b.

Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

The drilling operations for this well will begin as soon after

a.

APD approval as possible.

b. These drilling opefations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

OTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an

automatic ignitor or continuous pilot light on the blooie line.



} a.

d.

®

EXHIBIT "B"
Surface Use Program
Page 1

SURFACE USE PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron 0Oil Division
Jonah Unit
Balcron Monument Federal #11-7J
NW NW Section 7, T9S, R17E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162.3-1 (d):

1. EXISTING ROADS:

From Myton, Utah, take Highway #40 west out of town 1.6 miles
to the Sand Wash road. Go south on the Sand Wash road for
approximately 9.8 miles to an intersection with the Monument
Butte Gas Plant/Jonah Unit road. Turn right and continue 1.7
miles to road intersection. Turn left and proceed 0.5 miles to
a dry hole marker. Follow flags 0.3 mile to location..

Existing roadways need no improvements for these drilling
operations.

All existing roads used by these drilling operations will be
maintained in the same or better condition as were existing
prior to entry.

See EXHIBIT "F" Maps A and B for access route.

2. PLANNED ACCESS ROADS: See EXHIBIT "F" Maps A & B

a.

b.

Length: Approximately 0.3 miles of new access road will be
required.

Width: Maximum 30’ overall right-of-way with an 18’ running
surface.

Maximum grade: < 8%

Turnouts: None

Drainage design: Low water crossing if necessary.
No culverts or bridges are necessary.

Surface materials: Any surface materials which are required
will be native materials from the location and/or access site.

No gates, cattlegquards, or fence cuts and/or modifications to
existing facilities will be required.




® ®

EXHIBIT "B"
Surface Use Program
Page 2

i. All travel will be confined to location and access routes.

j. All access roads and surface disturbing activities will conform
to the standards outlined in the Bureau of Land Management and
Forest Service publication: Surface Operating Standards for 0il
and Gas Exploration and Development, (1989).

The road shall be constructed/upgraded to meet the standards of
the anticipated traffic flow and all-weather road requirements.
This shall include ditching, draining, graveling, crowning, and
capping the roadbed as necessary to provide a well-constructed
safe road. If necessary prior to upgrading, the road shall be
cleared of any snow cover and allowed to dry completely. Road
drainage crossings will be of the typical dry creek draining
crossing type. Crossings, if necessary, will be designed so
they will not cause siltation or accumulation of debris in the
drainage crossing nor shall the drainages be blocked by the
roadbed. Erosion of drainage ditches by runoff water shall be
prevented by diverting water off at frequent intervals by means
of cutouts. Upgrading will not be done during muddy
conditions. Should mud holes develop, they will be filled in
and detours around them will be avoided.

k. If a right-of-way is needed for access, please consider this
Application for Permit to Drill as the application for right-
of-way.

LOCATION OF EXISTING WELLS:

See EXHIBIT "I" Map C.

LOCATION OF EXISTING AND/OR PROPOSED PRODUCTION FACILITIES:

a. Upon completion, a sundry notice and plat showing exact
production facilities will be submitted.

b. All above-ground facilities will be painted earthtone color
Desert Brown #10Y/R in accordance with the Munsell Soil Color
chart within six months of the well completion unless prior
written approval to proceed with another alternative has been
granted via Sundry Notice.

c. See EXHIBIT "J" for the Proposed Production Facility Diagram.
LOCATION AND TYPE OF WATER SUPPLY:

a. The drilling water source will be obtained from a private
source owned by Joe Shields.

b. The drilling water will be hauled by truck to the 1location
site.
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CONSTRUCTION ROAD/LOCATION MATERIALS:

a.

b.

C.

Any construction materials which are required will be native
materials from the location and/or access site.

All construction materials for this location site and access
road shall be borrowed material accumulated during the
construction of the site and road. No additional construction
material from other sources is anticipated at this time. If
additional construction material is needed, it will be from an
approved source.

Reasonable precautions will be taken to protect all lands.

METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL:

a.

g.

Garbage will be stored in a dumpster and disposed of according
to 1local and state regulations, at an approved facility.
Disposal will not be allowed on location. No trash will be
disposed of in the reserve pit.

Fluids produced during the completion operation will be
collected in test tanks. Any spills of oil, gas, salt water or
other noxious fluids will be cleaned up and hauled to an
approved disposal site. Burning will not be allowed.

The reserve pit will be lined. If a plastic nylon reinforced
liner is wused, it will be torn and perforated before
backfilling of the reserve pit.

Saltwater or testing tanks will be located and/or diked so that
any spilled fluids will flow into the reserve pit. Saltwater
tanks will not be placed on topsoil stockpiles.

Any produced water will be contained on site for a period not
to exceed 90 days.

Sewage will be disposed of according to county and state
requirements. Sealed chemical portable toilets will be on
location during these drilling operations. Waste and chemicals
will not be disposed of on location.

Cuttings will be deposited in the reserve pit.

ANCILLARY FACILITIES:

None anticipated.

LOCATION SITE LAYOUT:

a.

The proposed location site and elevation plat is shown on
EXHIBIT "“K".
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The drill pad layout, showing elevations, orientation, and
access to the pad is shown on EXHIBIT "L".

The drilling rig facilities layout is shown on EXHIBIT "G". No
permanent living facilities are planned. There will be two or
three trailers on location during drilling operations.

The reserve pit and the blooie pit will be constructed as a
combination pit capable of holding 12,000 bbls of fluid. The
size of the pit will be approximately equivalent to four times
the TD hole volume. The blooie pit might be used for testing,
but only after the drilling is completed and the drilling
equipment and personnel are off the location.

The reserve pit will be 1located on the West side of the
location.

If needed, flare pit will be located downwind of the prevailing
wind directions a minimum of 100’ from the wellhead and 30’
from the reserve pit fence. ’

Stockpiled topsoil (first 6 inches) will be stored on the North
side between corners 7 and 8.

Access to the wellpad will be from the North near corner 6.

The east corner (#2) of the pad will be rounded off to avoid
the drainage.

The reserve pit will be constructed long and narrow for
topographic reasons.

All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire will be used with at least one strand of
barbed wire on top of the net wire unless pipe or some type
of reinforcement rod is attached to the top of the entire
fence.

b. The net wire shall be no more than 2 inches above the
ground. If barbed wire it shall be 3 inches above the net
wire. Total height of fence will be at least 42 inches.

c. Corner posts will be cemented and/or braced in such a
manner to keep the fence tight at all times. Standard
steel, wood, or pipe posts will be used between the
cornerbraces. Maximum distance between any two posts will
be no greater than 167,

d. All wire will be stretched before it is attached to the
corner posts.
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The reserve pit will be fenced on three smides during drilling
operations and on the fourth side when the rig moves off
locations. Pits will be fenced and maintained until clean-up.

l. The east side of the location will be pulled in as much asa
possible when constructing the location to avoid a drainage.

PLANS FOR RECLAMATION OF LOCATION SITE:

The BLM will be contacted prior to commencement of any reclamation
operations.

Producing location:

a. Immediately upon well completion, the locatlion and surrounding
areas will be cleared of all unused tubing, equipment, debris,
materials, trash, and junk not required for production.

b. Immediately upon well completion, any hydrocarbons in the pit
will be removed in accordance with 43 CFR 3162.7-1.

c. If a plastic nylon reinforced liner is used, it will be torn
and perforated before backfilling of the reserve pit.

d. The reserve pit and that portion of the location not needed for
production facilities or operations will be recontoured to the
approximate natural contours. The reserve pit will be
reclaimed within 120 days from the date of well completion.
Before any dirt work takes place, the reserve pit will have all
fluids and hydrocarbons removed and all trash will be removed.

Dry hole/abandoned location:

At such time as the well is plugged and abandoned, operator will
submit a subsequent report of abandonment and BLM will attach the
appropriate surface rehabilitation conditions of approval.

SURFACE OWNERSHIP:

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

OTHER INFORMATION:

a. An Archeology Survey will be provided as soon as it is
completed.

b. If unexpected cultural resources are observed during
construction or reclamation operations, Equitable Resources
Energy Company’s Balcron 0il division will suspend operations
in the vicinity of the discovery and immediately report the
finding to the BLM District Office.
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c. Operator will have on site a copy of the Surface Use Program
and a copy of the supplemental conditions.

d. Drilling operations will be conducted in accordance with the
Bureau of Land Management conditions of approval when received.

e. If needed, instructions regarding a silt catchment dam being
constructed will be provided for in the Conditions of Approval.

OPERATOR’S REPRESENTATIVES:

Equitable Resources Energy Company, Balcron 0il Division
1601 Lewis Avenue

P.O. Box 21017

Billings, Montana 59104

(8:00 a.m, to 5:00 p.m.)

(406) 259-7860

FAX: (406) 245-1361

Dave McCoskery, Operations Manager Home: (406) 248-3864
Mobile: (406) 698-3732

Dale Griffin, Operations Supervisor Mobile: (801) 828-7291
Home: (801) 781-1018

CERTIFICATION:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge, true
and correct; and that the work associated with the operations
proposed herein will be performed by Equitable Resources Energy
Company’s Balcron ©0il Division and its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject
to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

(hosmpen) 19, 1994 | Wt& M:\,

Date Bobble Schuman
Regulatory and Environmental
Specialist
Equitable Resources Energy

Company, Balcron 0Oil Division



@lcron Oil Well Progn.s

EXHIBIT "C"

Well Name BALCRON MONUMENT FEDERAL #11-7] Exploratory Control Well BMF #44-1]
Location NW NW SECTION 7-T9S-R17E, 681' FNL, 447’ FWL _ Development X Operator EREC
County DUCHESNE Field JONAH UNIT KB 5382
State UTAH Section_ NW NW 7 Section SESE1
Total Depth 5700 Township 98 Township 98
GL (Ung)__ 53432 EST. KB 5352 Range 17E Range 16E
Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum  Prog Cntl Deviation
UINTAH
GREEN RIVER
HORSEBENCH SS
2ND GARDEN GULCH
YELLOW MARKER
DOUGLAS CREEK
R-1 SAND (PAY)
R-5 SAND (PAY)
2ND DOUGLAS CREEK
G-1SAND (PAY)
GREEN MARKER
G-4 SAND (PAY)
CARBONATE MARKER
B-1SAND (PAY)
D
Samples DST,s Wellsite Geologist
50' FROM 1400' TO 3900’ DST #1 NONE Name:
30' FROM 3900' TO TD DST #2 From: to:
5 THROUGH EXPECTED PAYS DST #3 Address:
5 THROUGH DRILLING BREAKS DST #4
Phone # wk.
Logs Cores hm.
DLL FROM SURF CSG TO TD Core #1 NONE Fax #
LDT/CNL FROM 3500' TO TD Core #2
Core #3 Mud Logger/Hot Wire
Core #4 Company:
Required: (Yes/No) YES
Type: TWO MAN
Comments: Logger:
Phone #
Fax #
Report To: . 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. 245-2261 hm.
2nd Name: KEVEN REINSCHMIDT Phone # " wk. 248-7026 hm.
Prepared By: K.K. REINSCHMIDT 12/13/94 Phone # wk. hm.




WELL NAME: Ba

1." ‘l’ EXHIBIT "D"

Equitable Resources Energy Company Page 1 of 2
Balcron 0il Division

DRILLING PROGRAM

lcron Monument Fed. 11-7J PROSPECT/FIELD: Jonah Unit

LOCATION: NW NW Sec.7 Twn.98 Rge.l7E

COUNTY: Duchesne STATE: Utah
TOTAL DEPTH: 5700
HOLE SIZE INTERVAL
12 1/4" 0 to 260’ - T T
7 7/8" 260 to T.D.
CASING | INTERVAL CASING
" STRING TYPE " FROM TO  SIZE  WEIGHT  GRADE
surface casing “o 260 8 5/8" 24 g/t g-s5
Production Casing 0 T.D. 5 1/2" 15.50#/Ft K=-55

(All casing will be new, ST&C)

CEMENT PROGRAM

—— — - o ——— —

Surface

Production

PRELIMINARY

150 sacks 75% Class "G" 25% Poz with 2% caCl and
1/4 #/Sk Flocele.
( Cement will be circulated to surface.)

180 sacks Western Super G consisting of 47 #/sk
G, 20 #/sk Poz A, 17 #/sk CSE, 3% salt, 2% gel,
and 2 #/sk Hi-Seal. (Yield=2.76 Cu.Ft./Sk
Weight=11.08 PPG) Tailed with 300 sacks 50-50
Poz with 2% gel, 1/4 #/sk Cello-seal and 2 #/sk
Hi-seal.Yield=1.24 Cu.Ft./Sk Weight=14.30 PPG)
a.) Actual cement volume will be determined from
caliper log.
b.) Actual cement top will be specified in
conditions of approval.

DRILLING FLUID PROGRAM

PLAS. YIELD

TYPE FROM TO WEIGHT VIS POINT
Air and air mist 0 260 N.A. N.A. N.A.
Air/Air Mist/KCl Water 260 T.D. 8.7-8.9 N.A. N.A.

Depending on the drilling contractor either:
a.) Drilling will be with air and air mist from surface to as deep as
hole conditions allow. 2% KC1l fluid will be used for the remainder of

the hole.

b.) Drilling will be done using 2% KCl water and gel.

COMMENTS
1.) No core

s or DST'’s are planned.
DMM/12/16/94



BALCRON OIL CO.

EXninT v
Page 2 of 2

Operator: BALCRON OIL

| Well Name: Monument Fed.11-7J

Project ID:

| Location: Duchesne/Utah

R
Desian Parameters: Deslan I'actors:
Mud weight ( 8.80 ppg) : 0.457 psi/ft Collapse : 1.125
Shut in surface pressure 2036 psi Burst t 1.00
Internal gradient (burst) : 0.100 psi/ft 8 Round :1.80 (V)
Annular gradient (burat) : 0.000 psi/ft Buttress :1.60 ()
Tensile load s determined using air weight Body Yield : 1.50 (B)
Service rating is "Sweet" Overpull H 0 lba.
Length Size Welght Grade Joint Depth  Drift Cost
(feet)  (in.) (1lb/ft) (feet)  (in.)
1 5,700 5-1/2" 15.50 K-55 ST&C 5,700 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 2606 4040 1.550 2606 4810 1.85 88.35 222 2.51 J
Prepared by : McCoskery, Billings, MT
Date ¢ 12-16-1994

Remarks :
Minimum segment length for the 5,700 foot well is 1,500 feet.
The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and
2,606 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-
line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version 1.0G)



EXHIBIT E

Hazardous chemicals 10,000 pounds of which will most likely be
used, ' produced, stored, transported, or disposed of in
association with the proposed action of drilling, completing

and-producing this well:

‘We anticipate that none of the hazardous chemicals in
" quantities of 10,000 pounds or more will be associated
with these operations.

Extremely hazardous substances threshold guantities (per
Howard Cleavinger 11/30/93) of which will be used, produced,
stored, transported, or disposed of in association with the

broposed action of drilling, completing and producing this
well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.

12/1/93
Revised 12/7/93

/xrs
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E ble Resources Energy Cgmpany
cron Monument Fegerd'N

EXHIBIT "g"

Poposed Production Facllity Diagram

4" load line

VALVE DESCRIPTION

DURING
PROD.

DURING
SALES

VAME #1
VALME #2
VALME #3
VALME #4
VALMVE #5
VALE #6
VALVE #7
VALVE #8

CLOSED
OPEN
CLOSED
OPEN
CLOSED
CLOSED
CLOSED
CLOSED

OPEN
CLOSED
OPEN
CLOSED
CLOSED
CLOSED
OPEN
CLOSED

WELL HEAD

Balcron Monument Federal 11-7J
NWNW Sec. 7, T9S, R17E
Duchesne County, Utah

Federal Lease #U-44426
681°FNL, 447’ FWL

#7
—

2" STEEL GAS UNE

Q-

#T suy uoonpeld
£ £
L P

NN NOLONAOM 1331S .€ -

PUMPING UNIT

ENGINE

INM Svo1331S .C

Ad
Resernve
Fit

DIAGRAM NOT TO SCALE

, EQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DMSION

1601 Lewis Avenue

RO. Box 21017

Bilings, MTI 59104-1017
406) 259-7860
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/20/94

API NO. ASSIGNED:

43-013-31492

WELL NAME: BALCRON MONUMENT FED 11-7J
OPERATOR: EQUITABLE RESOURCES (N9890)
PROPOSED LOCATION: \|7¥ INSPECT LOCATION BY: /] /
NWNW 07 - T09S - RME
SURFACE: 0681-FNL-0447-FWL TECH REVIEW|Initials Date
BOTTOM: 0681-FNL-0447-FWL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)
Geology
LEASE TYPE: FED
LEASE NUMBER: U-44426 Surface

PROPOSED PRODUCING FORMATION:

GRRV

RECEIVED AND/OR REVIEWED:

Y

Y
(Number

Plat

Bond: Federal[¥ State[] Fee[]

LOCATION AND SITING:

R649-3-2. General.

5547188
_N_ Ppotash (Y7N)
_N_0il shale (Y/N)
Water permit

R649-3-3. Exception.

__L/R649-2-3. Unit: _yyy 720864

(Number 7T,E sSHIEDS ) Drilling Unit.
H{ RDCC Review (Y/N) Board Cause no:
(Date: ) Date:
COMMENTS: —
NC
03¢ %3
LIS b=
WA
NS
STIPULATIONS:
CONFIDENTIAL
PERIOD
E%P‘T%Dn

01\ o 9 Bl 1.




STATE OF UTAH

Operator: EQUITABLE RESOURCES | Well Name: MONUMENT BUTTE FED.
Project ID: 43-013-31492 | Location: S8EC. 7 -~ T098 - R17E
Design Parameters: Design Factors:
Mud weight ( 8.90 ppg) : 0.462 psi/ft Collapse : 1.125
shut in surface pressure : 2317 psi Burst : 1.00
Internal gradient (burst) : 0.056 psi/ft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 ()
Tensile load is determined using buoyed weight Other : 1.50 (J)
Service rating is "Sweet" Body Yield : 1.50 (B)
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)
1 5,700 5.500 15.50 K-55 ST&C 5,700 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 2635 4040 1.533 2635 4810 1.83 76.33 222 2.91 J
Prepared by : KMH, Salt Lake City, UT
Date : 03-07-1995
Remarks H

Minimum segment length for the 5,700 foot well is 1,000 feet.
SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas
temperature of 102°F (Surface 74°F , BHT 131°F & temp. gradient 1.000°/100 ft.)
The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and
2,635 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-
line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model. (Version 1.06)
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DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 Waest North Tempie
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203
Executive Director f 801-538-5340
James W. Carter 801-359-3340 (Fax)
Division Director 801-538-5319 (TDD)

@-\ State of Utah

Michael O. Leavitt
Governor

Ted Stewart

March 7, 1995

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Re: Balcron Monument Federal #11-7J Well, 681° FNL, 447 FWL, NW NW, Sec. 7,
T. 9 S.. R. 17 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Admin. R. 649-3-1 et seq., and the attached Conditions of Approval, approval to
drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31492.

Sincerely,

. J. Farth {7t/
Associate Director

Idc
Enclosures
cc:  Duchesne County Assessor
Bureau of Land Management, Vernal District Office

WAPD



Operator: Equitable Resources Energy Company

Well Name & Number: Balcron M onument Federal #11-7

API Number: 43-013-31492

Lease: Federal #U-44426

Location: NW NW__ Sec. 7 T. 98., R. 17 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and

Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,

including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational actions.



Fo‘n; 3160—3 ‘ ﬁ o & su w7 ’GATE‘ - Fa‘orm approved.
. (Nevember 1983) ( fnstr. on udget Bureau No. 1004—-0136
) U ED ST ATES everse sl Expires August 31, 1985

. (formerly 9—331C)

TERIOR, '
D REAL oF Lo waacenent  LONIFIDEN TRk

0. LEASE DEBIGNATION AND BERIAL NO.

- U-44426

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK & ’;;’:“"' ALLOTTER OR TRIBE NAME
1a. TYPE OF WORK ¥ _
DR“.L m DEEPEN D ' PLUG BACK D 7. ONIT AGREEMENT NAMB
b. TYPE OF WELL Jonah Unit
:”:LL, gv"l'LL OTHER - ::’P;‘a:'g ;‘OUNL:"’L‘ 8. FABM OR LEASE Naum
Balcron Monument Federal

2, NAME OF OPERATOR

Equitable Resources Energy Company, Balcron 0il Division

8. WELL NoO,

3. ADDRESS OF OPERATOR

~ P.0. Box 21017; Billings, MT 59104

#11-7J

10. FIELD AND POOL, O WILDCAT

4. ncung or weLL (Report location clearly and in accordance with any State requirements.®)
suriace

M‘pﬂ,‘;ﬂ.éep%?%e7’ T9S, R17E 681" FNL, 447' FWL
J7.0/7.7/492

Monument Butte/Green River

11, sec., T., B., M., OB BLK.
AND BURVEY OR ARKA

Sec. 7, T9S, R17E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE®

12. COUNTY OR PARISH | 13. S8TATE

Approximately 13 miles southwest of Myton, Utah Duchesne UTAH
13. DIBTANCE FROM PROPUSED® 16. NO. OF ACRES INX LEASE 17. gg.rtl)!l;;svxl:blsswﬂlb
E

LOCATION TO NEARESBT
PROPERTY OR LEASE LINE, FT.

(Also to nearest drig. unit l'lne. if any)
18. DISTANCE FROM PROrOSED LOCATION® 19. rropoOSED DEPTH 20, ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, . 1
OR APPLIED FOR, ON THIS LEASE, FT, 5,700 Ro’tar‘y
22. APPROX. DATE WORK WILL START?®

21. ELEVATIONS (Sbow whether DF, RT, GR, etc.)

GL 5343.2'

3/1/95

23. - 'PROPOSED CASING AND CEMENTING PROGRAM

8IZE OF HOLE 81ZE OF CABING WEIGHT PER FOOT BETTING DEFTH

QUANTITY OF CEMENT

—See EXHIBIT "D" Drilling]Program/Casing|Design

Operator intends to drill this wéH in accordance with the attached 'permit. A Tisting

of EXHIBITS is also attached.

SELF ‘CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for Tlease activities is
being provided by Equitable Resources Energy Company as principal and Safeco Insurance Company of America as
surety under BUM Bond No. MT 0576 (Nationwide 0i1 & Gas Bond #5547188) who will.be.responsible for carpliance

‘with all of the terms and conditions of that portion of the lease associated wi

IN ABOVE SPACE DESCRIBZ PROPOSED PROGEAN : If proposal 1s to deepen or plug back, give d,n't.,“nf.'on»pu

is épp]ication.

zope. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

Preventer program, if any.

24,
' - Regulatory and
SIGNED é’ X nmee ___Environmental Special ist mn_l&'/?’ Zy

n
(This space for Federal or State office use)
PERMIT NO. s / /')/\/7/ S APPROVAL DATE
4 7 - : . 5 e
' r NAR  § 10¢5
APPROVED B % y / p. 3 iés'ﬁyfrwsm'cr DATS
CONDITIONS OF APPROVAL, IF ANY?S N JEARINN SN AN vt e s et o
» | - CON\»'H-T ’\’:‘ " -
~vray TO QFariA v e U s )

_ NOTIGE OF APPRIVAL
:{—J /0 &¥ *See Instructions On Reverse Side
B

Cli-Z M 7=

itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States anv false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: _Equitable Resources Energy Company
Well Name & Number: _Balcron Federal 11-7J

API Number: 43-013-31492

Lease Number: U-44426

Location: _NWNW _Sec. 7 T.9S R._17E

NOTIFICATION REQUIREMENTS

-

at least forty-eight (48) hours prior to construction of location and
access roads.

Location Construction

Location Completion prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related
Equipment Tests

at least twenty-four (24) hours prior to initiating pressure tests.

First Production within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)
days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use Program.
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A.

1.

DRILLING PROGRAM

Estimated Depth at Which Qil, Gas, Water, or Other Mineral Bearing Zones are Expected to

be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure
tests, in order to have a BLM representative on location during pressure testing.
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Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

The surface casing will need to be cemented with neat cement.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the Usable
Water zone identified at + 408 ft. or by extending the surface casing to + 458 ft. and having
a cement top for the production casing at least 200 ft. above the top of The Mahogany Oil
Shale Zone identified at + 2730 ft.. If gilsonite is encountered while drilling, it shall be
isolated and/or protected via the cementing program.

The Vernal District Office shall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow
is stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility
and vaporproof for safe operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to + 2530 ft. if the
surface casing is set at + 458 ft. or to the surface if the surface casing is set at + 260 ft..
The CBL shall be utilized to determine the bond quality for the production casing. Submit a
field copy of the CBL to this office.
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Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when requested by the AO.

Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will
be obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

-

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect will be filed, for prior approval of the AO, and all conditions of this
approved plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on
which liquid hydrocarbons are first produced into a permanent storage facility, whichever first
occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated or, the date on which gas is first measured through permanent
metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.
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Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCEF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).

No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfaction of the AO or his representative, or the appropriate Surface Managing Agency.

Other Information
All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowline will be buried or anchored down from the wellhead to the meter and within 500 feet
downstream of the meter run or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.
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There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AQ. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-
1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which such production has begun or
resumed. "

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000 per violation for each day such violation continues,
not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-

L(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine  (801) 781-4410
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EPA’S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids
- Gas plant cooling tower cleaning wastes
- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers
- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous solids.
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SURFACE USE PLAN OF OPERATION
Conditions of Approval (COAs)

Methods for Handling Waste Disposal

The reserve pit will be lined with a plastic liner 12 mil in thickness or greater. The reserve pit will
have sufficient bedding of straw or dirt to prevent the liner from being punctured. No trash or loose
equipment shall enter the reserve pit.

Plans for Reclamation of Location

The reserve pit and that portion of the location not needed for production facilities or operations in
addition to being recontoured to approximate natural contours will also be reseeded to the
specifications of the Authorized Officer of the BLM.

At time of abandonment the intent of reclamation will be to return the disturbed area to near natural
conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms, and
borrow ditches to be natural in appearance with the surrounding terrain. Stockpiled topsoil will be
spread over the surface, and the area revegetated to the satisfaction of the Authorized Officer of the

BLM. -

Additional Surface Conditions of Approval

The operator or his/her contractor shall contact the BLM Office at (801) 789-1362, forty-eight (48)
hours prior to construction activities, including installation of the pit liner.

The BLM Office shall be notified upon site completion prior to moving on the drilling rig.

A silt catchment basin shall be constructed due north of the northwest section corner to section 7 to
mitigate soil erosion caused by the surface disturbance to develop this location.
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DIVISION OF OIL, GAS AND MINING
SPUDDING INFORMATION

Name of Company: EQUITABLE RESOURCES ENERGY

Well Name:_ BALCRON MONUMENT FEDERAL 11-7J

Api No.__43-013-31492

County_DUCHESNE

Section___ 7 Township__9S Range__ 17E
Drilling Contractor UNION
Rig # 17

SPUDDED: Date__ 5/24/95

Time 7:00_PM

How__ ROTARY

Drilling will commence

Reported by_ AL PLUNKETT

Telephone #

Date: 5/24/95 Signed: JLT
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B\ FQUTABLE RESOURCES
ENERGY COMPANY

FAX: (406) 245-1365 g/
FAX: (406) 245-1361

~ 1601 Lewis Avenue
- Bilings, MT 59102

May 24, 1995 —— |
’ '1DIV. OF OIL, Gag & MINING

‘ Bureau of Land Management e i

Vernal District Office
170 South 500 East w W e Vi “JLB‘ B e
Vernal, UT 84078-2799

Gentlemen:
RE: Balcron Monument Federal #11-7J 47.017- -?/¢9L

NW NW Section 7, T9S, R17E
Duchesne County, Utah

This letter is notice that the subject well was spud on 5-23-95 at
7:00 p.m.

Please feel free to contact me if you have any questions.
Sincerely,

Molly Conrad
Operations Secretary

/mec

cc:  State of Utah, Division of Oil, Gas & Mining - also enclosed is. \/
our Entity Action Form 6 ,
Bobbie Schuman
Dawn Schindler
Lou Ann Carlson




STATE Of UfAI Fquitable Fesources Fnergy Camparny

DIVISION OF 1L, GAS AND MINING orenaron Balcron Oil Division operator acct. no. M 9890
ENTITY ACYION FORM - roRH 6 aonress 1601 Tewis Averie '\‘ »
Billines, M 59102 L |
, (406) 259-7860 ‘ o
ACTION | CURRENT NEW APL HUMOER HELL NAHE o ' HELL {OCATION SPUOD EFFECTIVE ‘
COOE |ENTITY NO. [ENTITY NO. : ) SC i RG | COUNTY .| . OATE _ DATE
B | 11492 —> 43-013-314%2 | Belcron Monment Federal #1173 W N 95 |I7E |Duchesne | 32395 | 5239

WELL ) COMMENTS:

-
| Endidy &m//m/ 575 Ié

Spd of a new well, p]ease‘ad'd to current Jorsh Entity.
%ELL 2 COMMENTS:

WELL 3 COMMENTS:

|
WELL 4 COMMENTS:
|

WELL 5 COMMENTS:

ACTION CONES (See Instructions on back of form) T '

A~ Establish new antily for new well {single wel) on]r) Y\(\O&b\\ w

% - add aew wel_\\iofu‘(sllng c?llt!‘.y (grtt‘:;: 6{ unitt;‘ul ) et E @ E ﬂ W E STonatura G

- Reassiyn well from one axist{ng entily Lo .another existing eqt )

0 - Re=assign: well from one oxlstln? entity to a new antity : Operations Secretary . 5-24-95

€ - Other (expiain in convients section) - ‘ ' Title o Dave
NHOTE: Use COMMENT section to explain why each Action Code was selected MAY 26 1995 - Phone No. (406 ) - 259-7.
{3/789Y

DIV. OF OlL, GAS & MINING




GEOLOGICAL WELLSITE REPORT

Balcron 0il Company

Monument Federal No. 11-7J
NWNW Sec. 7-T9S-R17E
Duchesne County, Utah

Durwood Johnson
Petroleum Geologist
3118 Avenue F
Billings, MT 58102
(408) 656-4872
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S.L.B.&M. DUCHESNE COUNTY, UTAH.
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OO0

A/
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DATE: 11—8-—94 WEATHER: COLD
NOTES: FILE #11-7J
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OPERATOR:

WELL NAME:

LOCATION:

AREA:

ELEVATION:

SPUDDED:

DRILLED OUT:

REACHED T.D.:

RIG RELEASE:

STATUS:

HOLE SIZE:

DRILLING FLUID:

SURFACE CSG.:

PRODUCTION CSG.:

DSTs

LOGGING:

MUD LOGGER:

CONTRACTOR:

SUPERVISION:

GEOLOGIST:

DATA SHEET
Balcron 0il1 Company
Monument Federal No. 11-7J

NWNW (681'Fnl1-447' fwl) Section 7, Township 9
South, Range 17 East, Duchesne County, Utah

Jonah Unit

Ground Graded 5345° KB 5355"

May 23, 1995 @ 7:00 PM

May 24, 1995 @ 3:00 PM

May 31, 1995 @ 4:00 PM

June 1, 1995 B 6:00 PM

0il Well

12%" Surface-294'; 7 7/8" 284-5700"

Air and foam Surface-294'; Kcl water 294'-7.D.
Ran 6 jts (264.4') 8 5/8", 24 lb, J-55 to 274"
KB. Cemented w/160 sxs Class G, 2% CaCl,, %
1b/sx Cello Seal. Plug down May 24, 1895 @ 3:00
AM,

Ran 131 jts (s6s59.72') 5%", 15% lb, J-55 to
5669.72 KB. Cemented w/383 sxs Super G, 47
lbs/sx G, 20 lbs/sx Poz, 17 lbs/sx CFE, 3% salt,
2% gel, 2 1lbs/sx HiSeal 2; % 1lb/sx Cello Seal.
Tailed w/232 sxs 50/50 Poz, 2% gel, % lb/sx Cello

Seal, 2 lbs/sx Hi Seal. Plug down June 1, 19S5 @
2:00 PM,

None. CORES: None.

Schlumberger Engineer: White Vernal, UT
1. DOual Laterolog w/Gr § Cal BSC-T.D.
2. FDC-CNL w/Gr § Cal 3900-T.0.

Northwest Well Logging Service Vodahl, Schmoldt
Union Drilling Co. Rig 17 Pusher: 0Oave Gray
Al Plunkett Gillette, WY

Durwood Johnson Billings, MT



FORMATION TOPS

Formation Depth Datum ¥ Reference Well
TERTIARY
Uintah Surface
Green River 1452 +3903 21' High
Horsebench Sand 2154 +3201 17' High
2nd Garden Gulch 3986 +1559 25' High
Y-2 Sand 4076 +1279
Y-4 Sand 4344 +1011
Yellow Marker 4426 + 923 23' High
Douglas Creek 4591 + 784 16' High
R-5 Sand 4784 + 571
2nd Douglas Creek 4835 + 520 19' High
Green Marker 4877 + 378 26' High
G-4 Sand 5074 + 281
BSF 5288 + 87 g+ High
Carbonate Marker 5436 - 81 24' High
B-1 Sand 5448 - 93
B-3 Sand 5656 - 301

TOTAL DEPTH:
Driller 5700
Schlumberger 5687!

% Reference Well:

BFM No. 44-1J

SESE Sec. 1-TSS-R16E
Duchesne County, Utah

-3~
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Day

Date

WELL HISTORY

Daily Activity (Prev. 24 hrs.G6AM-6AM)

10

1895
5/24

5/25

5/26

5/27

5/28

5/29

5/30

5/31

6/1

8/2

Depth Operation

294

905

2160

3250

4090

4493

4897

5516

5700

5700

WoC

Drilling

Drilling

Drilling

Tripping

ODrilling

Orilling

Drilling

LLay Down

Move in 8§ rig up. Drill 17%" con-
ductor hole § set conductor. Nipple
up fFlow line § air bowel. Spud 12%"
surface 5/23/95 @ 7:00 PM. Drill to
294', Made 294' in S% hrs.
Circulste. Trip out. BRun 8 5/8" csg
to 274' KB § cement w/160 sxs. WOC.

WOC. Cut off casing § weld on head.
Nipple up BOPs & pressure test - held
0.K. Trip in Bit 1 & pick up OCs.
Drill cement plug, baffle & shoe - 2
hrs. Drill out from under surface
5/24/85 @ 3:00 PM. DOrill from

294 to 566'. Survey. Trip to recover
survey tool € line - % hr. Drill to
805'. Made 611' in 13% hrs.

Orill € survey from 805 to 2160°'.
Made 1255' in 22 3/4 hrs.

Drill & survey from 2160 to 3250'.
Made 2080' in 22 hrs.

Drill 8 survey from 3250 to 4090'.
Made 840' in 21 hrs. Load hole
w/water. Circulate. Trip out for
Bit 2.

Complete trip - 4 hrs. Drill &
survey from 4090 to 4483'. Made 403"
in 18 3/4 hrs.

Drill 8 survey from 4483 to 49397°'.
Made 503' in 23% hrs.

Drill 8 survey from 4997 to 5516'.
Made 519' in 22% hrs.

Drill 8 survey from 5516 to 5700'.
Made 184' in 9 3/4 hrs. Reach T.0.
5/31/95 B 4:00 PM. Circulaste. Trip
out. Logging - B% hrs. Trip in.
Lay down pipe § drill collars.

Complete laying down. BRun 131 jts,
5%" production csg. Cemented w/615
sxs. Plug down 6/1/95 @ 2:00 PM.
Rig released 6/1/95 @ 6:00 PM.
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1400-1450

1450-1500

1500-1550

1550-1650

1650-1750

1750-1800

1800-1900

1800-1950

1950-2000

2000-2050

Balcron 0il Company
Monument Butte Federal No. 11-7J
NWNW Sec. 7-T9S-R17E
Duchesne County, Utah

SAMPLE DESCRIPTION
Sandstone, very fine-fine grained, light gray, white
and clear quart grains, sub-angular to sub-rounded,

falr-good sorting, no show,.

GREEN RIVER 1452 (+3903)

Shale, gray, gray-tan, sub-platy, chunky, calcareous;
streaks Shale, tan, light red-tan, platy, calcareous,
occasional limey streaks - 0il Shale.

Sandstone, very fine grained, light gray, well sorted,
sub-rounded, loose quartz grains; streaks Shale,
brown, reddish brown, tan, chunky, dolomitic - 0il
Shale.

Shale, bright reddish tan, light brown, blocky,
chunky, trace disseminated pyrite, calcareous to limey
- 0il Shale; @ 1600 increased Shale, brown, gray-

tan, chunky, pyritic, calcareous and dolomitic - 0il
Shale.

Shale, bright red, reddish tan, chunky, moderately
calcareous and dolomitic - 0il Shale; @ 1700 Shale, as
above; streaks Shale, pale tan, light gray-tan,
dolomitic; occasionally grades to shaley Limestone -
0il Shale; trace calcite crystals; trace Limestone,
cryptocrystalline, cream-tan, argillaceous, dense.

Shale, as above - 0il Shale; streaks Limestone,
crypto-microcrystalline, tan, cream-tan, argillaceous
to shaley, siliceocus in part; trace chert, tan.

Shale, brown, reddish brown, gray-tan, tan, chunky,
dolomitic and calcareous; grades to Marl - 0il Shale;
@ 1850 increased Shale, gray, gray-tan, chunky,
moderately calcareous to limey; grading to shaley
Limestone.

Shale, bright reddish tan, brown, gray-brown, blocky,
chunky, silty, calecareous; grades to a Marl - 0il ‘
Shale. |

Shale, as above; increased shaley Limestone - 0il
Shale.

Shale, brown, reddish brown, gray-brown, chunky,

-10-



2050-2150

2150-2200

2200-2250

2250-2300

2300-2350

2350-2450
2450-2500

2500-2550

2550-2600

2600-2650

2650-2700

2700-2750

dolomitic, streaks moderately calcareous; grades to
Marl - 0il Shale.

Shale, reddish tan, tan, chunky, moderately
calcareous; grades to shaley Limestone; streaks Shale,
gray, gray-brown, chunky, dolomitic - 0il Shale.

Shale, gray, gray-green, chunky, silty, non-cal-
careous streaks Sandstone, very fine grained, white,
sub-rounded, silty, well sorted, scattered black
accessory grains, moderately calcareous to limey;
trace bright yellow fluorescence - mineral fluor-

escence in part - scattered chips with good light

vellow cut.

Shale, reddish brown, brown, chunky, calcareous - 0il
Shale; streaks Siltstone-very fine grained Sandstone,
as above, moderately calcareous to limey, no show.,

Shale, reddish brown, sub-platy, dolomitic; occasional
calcareous streaks - 0il Shale.

Shale, as above; streaks Shale, brown, gray-brown,
chunky, lumpy, dolomitic, calcareous streaks - 0il

Shale.

Shale, brown, gray-brown, chunky, silty in part,
moderately calcareous - 0il Shale.

Shale, as above; influx Shale, reddish tan, chunky,
moderately calcareous - 0il Shale.

Shale, gray-tan, tan-light brown, chunky, silty,
dolomitic in part - 0il Shale; streaks moderately
calcareous; .grades to shaley Limestone, crypto-
crystalline, tan, light brown, dense.

Shale, gray-brown, reddish brown, sub-platy, limey
streaks - 0il Shale,.

Sandstone, very fine-fine grained, occasionally medium
grained, white, tan, sub-rounded, fair-good sorting,
appears fairly tight, possible fair porosity;
scattered pale tan stain, scattered dull yellow and
yellow fluorescence, fair-good light yellow cutj
streaks Shale, dark brown, reddish brown, as above -
0il Shale.

Siltstone-very fine grained Sandstone, gray-brown,
light gray, argillaceous to shaley, calcareous; grades
to sandy Shale, brown, gray-brown, chunky.

Sandstone, very fine grained, light gray, tan, silty,

-141-



2750-2800

2800-2850

2850-2900

2900-2950

2950-3000

3000-3050

3050-3100

3100-3150

3150-3200

3200-3250

3250-3350

well sorted, sub-angular, no show; streaks Shale,
reddish tan, brown, chunky, calcareous - 0il Shale.

Shale, reddish brown, brown, gray-brown, dolomitic,
calcareous streaks - 0il Shale; occasional streaks
Sandstone, light gray-tan, fair-good sorting, slightly
calcareous, tight.

Shale, as above, moderately calcareous to limey - 0il
Shale; occasional streaks Limestone, cryptocrystal-
line, brown, tan, argillaceous, silty in part.

Shale, dark gray-green, chunky, pyritic, very silty
and sandy in part, waxy in part; Sandstone, very fine-
fine grained, occasionally medium grained, white, tan,
fair to good sorting, sub-angular, slightly
calcareous, loose quartz gralns, no fluorescence, no
cut.

Shale, medium-dark gray, gray-green, chunky, pyritic,
very silty and sandy in part; occasional streaks
Sandstone, as above.

Shale, tan, tan-cream, reddish brown, chunky,
sub-platy, slightly calcarecus to limey - 0il Shale;
scattered light yellow fluorescence, poor-fair light
yellow cut.

Shale, tan, cream, moderately calcareous; grades to
Limestone, earthy, microcrystalline, argillaceous;
streaks Sandstone, very fine grained, white, light
gray, slilty, good sorting, calcareous to limey, tight.

Shale, light to medium gray, sub-platy, chunky, very
silty in part; interbedded Sandstone, very fine
grained, light gray, silty, good sorting,
argillaceous, slightly calcareous, appears tight, no
show.

Shale, gray, gray-tan, brown, platy, chunky, silty in
part.

Shale, tan, light brown, platy, moderately calcareous
to limey; streaks Limestone, cryptocrystalline, tan,
earthy, argillaceous.

Limestone, earthy, cryptocrystalline, bright tan,
reddish tan, argillaceous; streaks Shale, gray-green,
chunky, waxy.

Limestone, micro-cryptocrystalline, fragmental, tan,

argillaceous, earthy in part; streaks Shale; light
gray-gray, gray-tan, chunky, sub-waxy, silty; streaks
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3350-3400

3400-3450

3450-3500

3500-3550

3550-3600

3600-3650

3650-3750

3750-3800

3800-3850

3850-~-3900

Sandstone, very fine grained, light grayish white,
well sorted, sub-angular, primarily loose quartz
grains; @ 3300 occasional streaks Shale, gray-tan,
gray-brown, chunky, calcareous and dolemitic - 0il
Shale.

Limestone, as above; increased Shale, dark gray,
gray-brown, brown, waxy, silty in part - 0il Shale.

Shale, light-medium gray, sub-waxy, silty in part;
influx Sandstone, very fine grained, light gray,
silty, sub-angular, fair-good sorting, appears tight;
streaks Limestone, as above.

Shale, bright green, light gray, pale gray-green,
waxy, silty streaks; abundant Sandstone, very
fine-fine grained, light grayish white, clear, fair
sorting, sub-angular, primarily loose quartz grains;
occasional streaks Limestone, as above.

Shale, gray, gray-tan, brown, chunky, very silty in
part; grades to argillaceous Siltstone - 0il Shale;
occasional streaks Sandstone, as above; occasional

streasks Limestone, as above.

Shale, light gray-gray, gray-tan, very silty in part;
streaks Shale, tan, light brown, reddish brown, sub-
platy, slightly dolomitic - 0il1 Shale.

Limestone, micro-cryptocrystalline, tan, earthy,
argillaceous; streaks Shale, brown, reddish brown,
gray-brown, calcareous and dolomitic - 0il Shale.

Shale, gray, gray-green, waxy, silty in part; abundant
Limestone, as abovey streaks Sandstone, very fine-fine
grained. light gray, sub-angular, fair sorting,
primarily loose quartz grains, cavings? At 3700
increased Sandstone, as above.

Shale, pale gray-green, light gray, chunky, waxy,
silty in part; stresks Sandstone, very fine grained,
light grayish white, well sorted, sub-angular to sub-
rounded, moderately calcareous, tight.

2nd GARDEN GULCH 3796 (+1559)

Sandstone, very fine grained, tan, light gray-tan,
sub-rounded, well sorted, primarily loose quartz
grains, possible poor porosity, gquestionable pale tan
stain, scattered dull yellow fluorescence, slow cloudy
cut;) streaks Shale, as above.

Shale, gray-green, waxy, chunky, silty in part;
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3300-3950

3950-4050

4050-40390

4090-4130

4130-4160

4160-41380

4180-4220

4220-4250

4250-4280

4280-4310

abundant loose quartz grajins, very fine-fine grained,
light gray, white, clear, sub-angular (cavings?].

Shale, reddish brown, brown, tan, gray-tan, chunky,
dolomitic - 0il1 Shale; Shale, as above; abundant loose
quartz grains, as above,.

Shale, pale gray, gray-tan, chunky, waxy, dolomitic in
part, silty and sandy; abundant loose quartz grains,
as above, no show.

Shale, pale gray-green, chunky, silty in part; streaks
Sandstone, very fine-fine grained, light graylsh
white, fair-good sorting, sub-angular, slightly
calcareous, no show.

Sandstone, very fine-fine grined, light brown,
fair-good sorting, sub-angular, rare dark brown
accessory grains, slightly calcareous, silica cement,
appears primarily tight, possible poor porosity; light
brown-brown stain, faint dull yellow fluorescence,

fairly weak light yellow persistent cut; Shale,

reddish brown, tan, sub-platy, dolomitic and
calcareous - 0il Shale;; streaks Shale, light-medium
gray, pale gray-green, chunky, platy, silty, waxy in
part, few streaks very silty. Poor sample from bit
trip.

Shale, light-medium gray, chunky, sub-platy, waxy,
very silty in part; occasional streaks Shale, reddish
brown, chunky, blocky, dolomitic - 0il Shale.

Shale, gray, gray-brown, chunky, silty; rare streaks
Siltstone, light gray-tan, good sorting, tight;
streaks Shale, reddish brown, as sbove -~ 0il Shale.

Siltstone-very fine grained Sandstone, light gry,
white, well sorted, argillaceous in part, sub-rounded,
calcareous, tight, no show; Shale, as above, very
silty in part.

Shale, dark brown, blocky, dolomitic, sharp; Shale,
gray, light gray-green, chunky, waxy, silty in part;
streaks Siltstone, as above.

Shale, dark brown, chunky, sub-platy, dolomitic, silty
in part, carbonaceous; Shale, as above; streaks Shale,
tan, platy, calcareous to limey; Shale, reddish tan,
chunky, dolomitic - 0il Shale.

Shale, dark gray, gray-brown, blocky, brittle,

carbonaceous; rare streaks Siltstone-very fine grained
Sandstone, gray, white, well sorted, sub-angular to
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4310-4340

4340-4370

4370-4400

4400-4430

4430-4460

4460-4490

430-4520

4520-4550

4550-4580

sub-rounded, argillaceous, slightly calcereous, tight.

Shale, dark brown, dark gray-brown, platy, blocky,
carbonaceous; streaks Shale, reddish brown, light
brown, platy, blocky, moderately calcareous, limey in
part; streaks Siltstone-very fine grained Sandstone,
light gray, white, well sorted, calcareous,
argillaceous in part, tight.

Sandstone, very fine-fine grained, tan, pale brown,
well sorted, sub-angular to sub-rounded, contact
silica cement, streaks of poor to fair porosity; tan
to light brown stain, few brownish black specks,
bright yellow-yellow fluorescence, instant strong
whitish yellow cut; streaks Shale, as above.

Shale, gray, sub-platy, smooth, waxy in part,
occasionally silty.

Shale, as above; streaks Siltstone, light gray,
argillaceous, slightly calcareous; Influx Shale,
reddish bown, reddish tan, blocky, platy, dolomitic
and calcareous - 0il Shale cavings.

YELLOW MARKER 4426 (+9239)

Shale, pale gray-gray, greenish cast, waxy, silty in
part; abundant Shale, reddish brown, as above - 0il
Shale cavings; occasional streaks Siltstone, as above;
trace Limestone, earthy, tan, soft.

Limestone, ostracods in microcrystalline to lime mud
matrix, fragmental in part, tan, earthy in part, loose
ostracods common in sample; scattered even to spotty
brown stain, light yellow-yellow fluorescence with
greenish cast, falr-good whitish yellow streaming cut,
becomes cloudy; streaks Shale, bright tan, chunky,
moderately calcareous to limey, very silty in part.

Shale, pale green, pale gray, gray, waxy, silty;
influx Siltstone-very fine graimed Sandstone, white,
sub-rounded, calcareous, tight; streaks Shale,
red-brown, chunky, sub-blocky, calcareous to limey in
part.

Siltstone-very fine grained Sandstone, as above,
tight, no show; Shale, pale gray, gray, gray-green,
waxy, smooth, silty in part; abundant Shale, reddish
brown, reddish tan, chunky, dolomitic and calcareous -
0il Shale.

Shale, light gray, platy, waxy and silty in part;
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4580-4610

4610-4640

4640-4670

4670-4700

4700-4760

4760-4730

4790-4820

4820-4880

streaks Siltstone, light gray, grsy, argillaceous,
slightly calcareous, tight; streaks Siltstone-very
fine grainmed Sandstone, as above, tight, no show;
Shale, reddish brown, blocky, chunky, dolomitic and
calcareous streaks - 0il Shale.

DOUGLAS CREEK 4591 (+7854)

Shale, brown, reddish brown, chunky, blocky, dolomitic
and calcareous; Shale, gray, gray-tan, platy, chunky,
smooth.

Shale, pale gray, pale green, platy, silty in part;
streaks interbedded Siltstone, light gray, very
argillaceous, slightly calcareous; Shale, reddish
brown, blocky, platy, dolomitic.

Shale, brown, dark brown, gray-tan, sub-platy, chunky,
calcareous in part; streaks Shale, as above.

Shale, light gray, pale gray-green, sub-waxy,
occasionally silty; streaks Siltstone-very fine
grained Sandstone, white, slightly calcareous, tight;
Shale, reddish brown, chunky, platy, dolomitic in part,
calcareous to limey in part - 0il Shale.

Shale, light gray-gray, sub-platy, waxy, silty
streaks; occasional streaks Siltstone-very fine
grained Sandstone, light gray, white, well sorted,
calcareous, appears tight; streaks Shale, reddish
brown, as above - 0il Shale; @ 4730 increased
Siltstone-very finme grained Sandstone, as above,
tight, no show.

Shale, medium gray, platy, chunky, sub-waxy, smooth;
Shale, reddish tan, blocky, platy, moderately
calcareous to limey.

R-5 SAND 4784 (+571)

Sandstone, very fine grained, light gray-white, pale
tan, occasionally becomes fFine grained, fair sorting,
sub-angular, slightly dolomitic, streaks poor
porosity; pale tan stain, bright light yellow to
whitish yellow fluorescence, slow faint light whitish
vellow cut; streaks Shale and Siltstone, as above.

Shale, light-medium gray, sub-platy, smooth, pyritic;
streaks Siltstone, light gray-tan, argillaceous, ,
moderately calcareous to limey; streaks Shale, reddish
brown, chunky, blocky, dolomitic - 0il Shale.
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4880-4S10

4910-4940

43940-4970

4970-5000
5000-5030

5030-5080

5090-5120

5120-5150

5150-~-5180

5180-5210

Shale, as above; increased Siltstone, as above.

Shale, light-medium gray, platy, waxy in part,
occasionally silty; trace Siltstone, light gray-tan;
occasionally grades to very fine grained Sandstone,
fFair-good sorting, calcareous, appears tight; spotty
tan to light brown stain, no fluorescence to faint

dull yellow, occasional very Faint pale whitish yellow

cut.

Shale, dark gray-brown, platy, calcareous, limey
streaks; trace Limestone, cryptocrystalline, tan,
light brown, argillaceous.

GREEN MARKER 4977 (+378)

Shale, light gray, occasionally medium gray, platy,
silty streaks, calcareous, few limey streaks; Silt-
stone, light gray, argillaceous to shaley, calcareous.

Shale, as asbove; influx Shale, reddish brown and tan,
blocky, sub-platy, moderately calcareous in part,
limey streaks.

Shale, pale gray, chunky, waxy in part, calcareous
streaks, very silty in part; streaks Siltstone, light
gray, very argillaceous, calcareous; @ 5060 increased
Siltetone-very fine grained Sandstone, light
gray-gray, argillaceous, calcareous; streaks Shale,
reddish brown and tan, blocky, dolomitic and
calcareous.

Siltstone-very fine grained Sandstone, light gray,

tan, well sorted, slightly calcareous, appears tight,
scattered light brown, brown stain, few clusters with
Faint dull yellow fluorescence, slight greenish cast,

slow whitish vellow cloudy cut; Shale, reddish brown

and tan, platy, blocky, chunky, moderately calcareous
to limey.

Shale, pale gray, platy, smooth, waxy, silty in part;
occasional streaks Siltstone-very fine grained
Sandstone, as above; trace stain, fluorescence and
cut, as above; Shale, reddish tan, blocky, moderately

calcareous to limey.

Shale, light-medium gray, sub-platy, waxy in part,
silty streaks; Shale, reddish brown, occasionally
reddish tan, blocky, dolomitic - 0il Shale.

Shale, medium to dark gray, chunky, occasionally
silty.
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5210-5240

5240-5270

5270-5300

£300-5360

5360-5390

5390-5420

5420-5450

5450-5510

5510-5540

5540-5570

5570-5600

Shale, dark gray, gray-brown, blocky, chunky, firm

Shale, brown, gray-brown, chunky, sub-platy,
occasionally silty, soft.

Shale, gray-tan, gray, chunky, sub-blocky, slightly
calcareous, very silty in part; grades to shaley
Siltstone.

BSF 5288 (+67)

Shale, black, dark gray, dark gray-brown, sub-platy,
carbonaceous, few chips with petroliferous appearance,
Firm.

Shale, dark gray-brown, brown, chunky, sub-platy,
carbonaceous, slightly calcareous.

Shale, dark brown, blocky, platy, carbonaceous,
calcareous in part, limey streaks.

CARBONATE MARKER 5435 (-81)

Shale, brown, gray-brown, moderately calcareous;
streaks Limetone, cryptocrystalline, brown, dark
brown, argillaceous, dense; streaks Sandstone, very
Fine grained, grayish brown, fair sorting, sub-
angular, calcareous, silty, appears tight, possible
poor porosity; scattered spotty to even black stain,
Faint dull yellow fluorescence, slight greenish cast,
very slow whitish yellow cut.

Shale, pale gray, tan, smooth; occasional streaks
Sandstone, very fine grained, as above; scattered
spotty dark brown and black stain, fluorescence and
cut, as above; streaks Shale, pale gray, smooth;
Shale, reddish tan, chunky, sub-blocky, dolomitic and
calcareous, abundant cavings? At 5480 slight
increased Shale, pale gray, platy, chunky, waxy.

Shale, medium gray, occasionally dark gray, sub-platy,
chunky, smooth; streaks Siltstone, light gray,
gray-brown, argillaceous, tight.

Shale, as above; influx Siltstone, light gray,
gray-tan, argillaceous, calcareous; occasionally
grades to very fine grained Sandstone, appears tight;
trace spotty light brown stain, dull yellow,
yellow-white fluorescence, slow faint light yellow
cut; abundant Shale, reddish brown, cavings?

Shale, as above; streaks Siltstone-very fine grained
Sandstone, as above; streaks Shale, dark gray, blocky,
carbonaceous, abundant cavings.

-18-



5600-5630 Sandstone, very fimne grained, occasionally fine
grained, white, light gray, falr sorting, rounded to
sub-rounded, moderately calcareous; no show; Shale,
pale gray, platy, smooth; abundant Shale, reddish tan,
reddish brown, blocky, platy, moderately calcareocus -
cavings?

5630-5660 Sandstone, as above, no show; streaks Shale, pale
gray, platy, smooth; abundant Shale, reddish tan,
moderately calcareous, limey in part.

5660-5690 Shale, light-medium gray, gray-tan, chunky, very
silty; streaks Siltstone-very fine grained Sandstone,
well sorted, moderately calcareaus to limey, appears
tight, possible poor porosity; scattered grayish tan
stain, faint dull yellow fluorescence, slow weak
whitish yvyellow cut.

5690-5700 Shale, gray, gray-tan, platy, chunky, silty in part;
occasional streaks Siltstone, as above; trace stain,
fluorescence and cut, as above.

-19-
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STATE OF UTAH
DIVISION OF OQOIL, GAS AND MIKNING
DRILILIKG INSPECTICHN FORM

QFERATOR : EQUITARLE REACURCOED COMPANY REPR: AL, PLUNKETT

WELL MAME: RALCRON MON FED 1177 APT HWNOQ: 4R-012-2149%
QTR/7ATR : _NY /MW SECTICQN:: 7 TWEP (= ] RANGE L7
CONTRACTOR @ UNTON DEICELING COMPANY RIG MUMBER: #17
ITHSPECTOR: _DENMNIS L. TINGRAM TIME: 2:43 [adv DATE TAROQ DD

SEPUD DATE : DEY:G/21 /.90 ROTARY ¢ /23 290 PREQIECTED T, Iv. jalnd sl

CGPERATIOQNS AT TINME OQF VISIT: CHRIRT T gt vISITY DRILLING AHEAD,

WELL STGH: Y MUy WEITGHT &, A LRS-/ Gal ROPE - by

BRLOQIE LINE: Y FLARE PXT: X Ha2s PQTENTIAL : NGO

ENVIRQHNMERNTAL
RESERYE PIT: K4 FENCED v LIRED K4 PLAZTIC: i'd

RUBRER : BEMTQNITE ; BANITATIOQN: ke

2OPE TEST RECQRDED IN THE RIG DAILY TOUR ROQQK: YES

BEMARNST

DRILLING WITH KCL WATER AHD SHOULD T,D. O THUEISDAY MOBRNING.

LAST SURVEY WaAeS O WIRE LINE RAN AT G073 AND wWAS 1t 174 DECREES,

UNTON #17 WILEL DRILL QHE MORE HOLE AND THEM GG TO SHAKE VALLEY

- —_—
r

IN UTAH QN THE MNEVADA LIHNE.

T




3118 AVENUEF
BILLINGS, MONTANA §9102
(406) 656-4872

Durwood Johnson
Petroleum Geologist

June 28, 1995

State of Utah JUN 30 1908
Division of 0il, Gas, & Mining T

355 West North Temple B :
3 Triad Center, Suite 350 DIV.OFDIL. AL & MINING ¢
Salt Lake City, UT 84180 f

Reference:
Balcron 0il Company Balcron 0il Company Balcron 0il Company
Federal No. 41-10Y Federal No. 32-19Y Monument Federal No. 11-7J
CNENE Sec. 10-T9S-R1BE CSWNE Sec. 19-T8N-R17E NWNW Sec. 7-T9S-R17E
DuchesneCounty, Utah Uintah County, Utah Duchesne County, Utah
43 01/3 3472 PA 43 047 32615 DR y3-0/3~3i¥92 DRC
Gentlemen:

063l SOL 0ad7 SW L

Enclosed are two copies of the Geological Wellsite Report for each
of the subject wells for your files.

If you have any dquestions, please contact me.

Sincerely,

. CONFIDENTIAL

DJ/ jb
Enclosures




° ¢

STATE OF UTAH o
DIVISION OF OIL, GAS AND MINING RN

RS
[T

REPORT OF WATER ENCOUNTERED DURING DRILLING |

AU 1471995

Ralcron Monument Federal #11-7J

1. Well name and number:

43-013-31492

APl number:

2 Well Location: QQ M M Section 7 Township __ 95 Range __17E County _ Dichesne

3. Well operator: _ Equitable Resources Fnergy Company, Balcron Oil Division

Address: 1601 Iewis Averne

Billings, MI' 59102 Phone: __ (406) 259-7860

4. Drilling contractor: ___nion Drilling
Address: Drawer 40

Buckharmon, W 26201 Phone: __ (304 4724610

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FROM TO ' (FLOW RATE OR HEAD)} (FRESH OR SALTY)

No measurable water encanterdd
during drilling cperations

Please see the back side of the camrletion report.

6. Formation tops:

{f an analysis has been made of the water encountered, please attach a copy of the report to this form.

{ hereby certify that this report is true and csmplete to the best of my knowledge. Date: 8-10-95
) / \ ] Regulatory and
Name & Signature: Bobbie Schumen, \Z)ﬂ//'ﬂ L \x%/ Let/ vt~ Title: Frviramental Specialist

@y



(Junc 1990)
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‘UNITED STATES
DEPARTMENT OF THE INTERIOR
‘BUREAU OF LAND MANAGEMENT

Form 3160-5

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to driil or to deepen or reentry to a different reservoir.

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993
5. Lease Designation and Serial No.

U-44426

6. If Indian, Allotice or Tribe Name
n/a

Use “APPLICATION FOR PERMIT—" for such proposals

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation

Jonah Unit

1. Type of Well
oil Gas
Well D Weil

8. Well Name and No.

D Other
2. Name of Operator

Balcron Monuent Fed. #11-7J
9. APl Well No.

Equitable ResdurceS'Energy Company, Balcron 0il Division
3. Address and Telephone No. o

1601 Lewis Avenue; Billings, MT 59102

(406) 259-7860

43-013-31492

10. Field and Pool, or Exploratory Arca.

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

NW NW Section 7, T9S, R17E
681’ FNL, 447" FWL

Monument Butte/Green River

11, County or Parish, State

Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

’

D Abandonment

Recompletion

E] Notice of Intent

D Subsequent Report Plugging Back
. Casing Repair
D Final Abandonment Notice Altering Casing
) Other "

D Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection

Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.}

13. Describe Proposed or Completed Operations (Clearly state all pertinent detils, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pentinent lo this work.)*

Operator hereby requests permission to convert this well to a water injection

well.

This will be hooked up to the existing Jonah Unit water injection system

and will inject approximately 150 STBWPD into the sands of the Douglas Creek Member

of the Green River formation.
injection wellbore diagram.

ORIGINAL:

Bureau of Land Management (Vernal, UT)
CoPY:

Utah Division of 0il, Gas and Mining

3

See attached well data sheet and proposed water

- AUG 14 1935

Regulatory and
Envi ta

14, [ hereby certify that the foregqging is true and correct B
Sighed Z z
(This x@ EE ﬁeﬁ of Stte Vifice use)

Approved by Title

of Uiah Dﬁvisgm of
ate. .

te-

Conditions of appraval, if any:

Dotor o

O, Gas7— 1 T«

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or nfcncy of the United States any false, fictitious or fraudulent statements
e e . PR—

or representations as to any matter within s jurisdiction. o L

*See Instructlon on Reverse Side




Jonah Unit Waterflood
Attachment To Sundry Notice

Equitable Resources Energy Company, Balcron Qil Division is requesting permission to convert
the Balcron Monument Federal #11-7J well to a water injection well. The well is located in the
NW NW Section 7, T9S, R17E (Jonah Unit Waterflood), Duchesne County, Utah. The well will
be hooked up to the existing Jonah Unit water injection system and will inject approximately
150 STBWPD into the sands of the Douglas Creek Member of the Green River Formation.
Refer to the attached welldata sheet and proposed water injection wellbore diagram.

Page 1



WELL NAME:

FIELD:

FEDERAL LEASE NO.:
LOCATION:

COUNTY/STATE:
WORKING INTEREST:
PRODUCING FORMATION:
COMPLETION DATE:
INITIAL PRODUCTION:
PRESENT PROD STATUS:

WATER INJECTION RATE:
ELEVATIONS - GROUND:
TOTAL DEPTH:

SURFACE CASING

QJLL’ EQUITABLE Rr;Qou RC‘ES

ENERGY- COMPANY

BALCRON OIL DIVISION

Balcron Monument Federal #11-7J
Monument Butte

U-44426

NWNW Sec.7, T8S, R17E
681' FNL & 447" FWL

Duchesne County, Utah
0.805079506

Green River

6-14-95

Not Tested

Waiting Conversion To Injection.

5345'
5697' KB

SIZE:

GRADE:
WEIGHT:
LENGTH:
DEPTH LANDED:
HOLE SIZE:
CEMENT DATA:

TUBING RECORD

8-6/8"

J-65

24#

265' (6 jts)

275'KB

12-1/4"

160 sxs class "G" + 2% CCl +
1/4#/sk celloflake

149 jnts 2 7/8", J-65, 6.5# Tubing
2 7/8" Seating Nipple

2 3/8'x 2 7/8" Cross Over

Arrow Set-1 Packer

Total String Length:
Packer Landed:

Length Setting Depth
w/ 10' KB

4668.3%' 4678.33'
1.10' 4679.43'
0.758 4680.18'
6.20' 4686.38'

4676.38'

4686.38' KB

Arrow Set-1 Packer set w/13" tension on 6-14-95,

Packer Fluid ; 55 gals Champion Cortron-2383 mixed w/ 75 STB 2 % KCl water.

SN@27/8"x2.25"ID

Logs: Dual Laterolog, Compensated Neutron Litho-Density,

Cement Bond Log.

DATE:

APINO.:

NET REVENUE INTEREST:

OIL GRAVITY:
SPUD DATE:

KB:
PLUG BACK TD:

PRODUCTION CASING

8-8-95 JZ

43-013-31492

0.73831617 Oil
0.66359285 Gas
34 deg

§-24-95

5355' (10' KB)
5671' KB

SIZE:

GRADE:
WEIGHT:
LENGTH:
DEPTH LANDED:
HOLE SIZE:
CEMENT DATA:

CEMENT TOP AT:

PERFORATION RECORD

5-1/2"

J-55

15.54

5660.72 (143 ts)

5671' KB

7-718"

383 sxs super class "G" + (47#G + 20#Poz A +
17# CSE)/sk +3%salt + 2%gel +1/4 #/sk celloseal,
tail w/ 232 sk 50-50 POZ + 2%gel + 1/4 #isk
celloseal + 2 #/sk HiSeal 2

110' KB from CBL.

6-12-95  Schlumberger
6-8-95

Schiumberger

ACID JOB / BREAKDOWN JOB

4784-87° 2 SPF(.38") 3ft 6 holes

4790-96' 2 SPF (.38") 6ft 12 holes

4926-28' 2 SPF(.38") 2ft 4 holes
S

5075'- 79" 4 SPF (.38") 4t 16 holes

5089- 94' 4 SPF (.38") 5t 20 holes

5112-14' 4 SPF (.38") 2t 8 holes

6-8-95

BJ/Western

6-12-95 BJ/Westemn

6-12-95 BJ/Westemn

FRAC JOB

5075'- 5114' : 2982 gals 2% KCI wir w/ 100 balls,
ATR 4.0 bpm, ATP 2600 psig, ISIP 1850 psig.

4784'- 4796' : 2058 gals 2% KCI wir w/ 2 balls/bbl,
ATR 4.5 bpn ATP 2200 psig, ISIP 1350 psig.

4926'- 4928': 1596 gals 2% KCl wir w/ 2 balls/bbl,
ATR 3.1 bpm, ATP 4000 psig, ISIP 1950 psig.

6-8-95 BJ/Western

6-12-95 BJ/Western

5075'- 5114’ : 12,684 gals 2% KCl wir w/ 27,660 ibs
16-30 mesh sand, ATR 34.5 bpm, ATP 2400 psig,
ISIP 2300 psig, 15 min 2060 psig.

4784' - 4928' ; 15,162 gals 2% KCiwir w/ 22,200 lbs
16-30 mesh sand, ATR 35.1 bpm, ATP 3400 psig,
ISIP 2150 psig, 15 min 1660 psig.



L
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EQUITABLE RESOURCES
ENERGY COMPANY

Balcron Monument Federal #11-7J
681' FNL & 447' FWL

NW NW Sec.7, T9S, R17E
Lease No. U-44426

Monument Butte Field
BALCRON OIL DIVISION Duchesne County, Utah
Elov. - 5345' GL
Elev. - 5355' KB WELLBORE DIAGRAM
DATE: 8-8-95JZ
SURFACE CASING ACID JOB / BREAKDOWN JOB
SIZE: 8-5/8" 6-8-95 BJ/Western 5075"- 5114' : 2982 gals 2% KCl wir w/ 100 balls,
GRADE: J-55 ATR 4.0 bpm, ATP 2600 psig, ISIP 1850 psig.
WEIGHT: 24# N
LENGTH: 265' (6 jts) 6-12-95 BJ/Western 4784'- 4796' : 2058-gals 2% KC! wir w/ 2 balls/bbl,
DEPTH LANDED: 275' KB ATR 4.5 bpm, ATP 2200 psig, ISIP 1350 psig.
HOLE SIZE: 12-1/4"
CEMENT DATA: 160 sxs class "G" + 2% CCl + 6-12-95 BJ/MWestern 4926'- 4928' : 1596 gals 2% KCI wir w/ 2 balls/bbl,
1/4#isk celloflake ATR 3.1 bpm, ATP 4000 psig, iSIP 1950 psig.
275' KB
FRAC JOB
PRODUCTION CASING
6-8-95 BJ/Western 5075' - 5114’ : 12,684 gals 2% KClwir w/ 27,660 Ibs
SIZE: &-1/2" 16-30 mesh sand, ATR 34.5 bpm, ATP 2400 psig,
GRADE: J-55 ISIP 2300 psig, 15 min 2060 psig.
WEIGHT: 15.5#
LENGTH: 5660.72 (143 jts) 6-12-85 BJ/MWestern 4784' - 4928' : 15,162 gals 2% KCI wir w/ 22,200 |bs
DEPTH LANDED: 5671 KB . 16-30 mesh sand, ATR 35.1 bpm, ATP 3400 psig,
HOLE SIZE; 7-7/8" ISIP 2150 psig, 15 min 1660 psig.
CEMENT DATA: 383 sxs super class "G" + (47#G + 20#Poz A +
17# CSE)/sk +3%salt + 2%gel +1/4 #/sk celloseal,
tail w/ 232 sk 50-50 POZ + 2%gsel + 1/4 #/sk
celloseal + 2 #/sk HiSeal 2 PERFORATION RECORD
CEMENT TOP AT: 110' KB from CBL.
6-12-95 Schlumberger 4784'-87' 2 SPF(.38") 3ft 6 holes
4790'-96' 2 SPF (.38") 6ft 12 holes
TUBING RECORD 4926'-28' 2 SPF (.38") 2ft 4 holes
Length Setting Depth
wl/ 10'KB 6-8-95  Schlumberger 5075"-79' 4 SPF (.38") 41t 16 holes
149 jnts 2 7/8", J-55, 6.5# Tbg 4668.33' 4678.33' 5089'-94' 4 SPF (.38") 5t 20 holes
2 7/8" Seating Nipple 1.40' 4679.43 5112'-14' 4 SPF (.38") 2ft 8 holes
2 3/8'x 2 7/8" Cross Over 0.758 4680.18'
Arrow Set-1 Packer 6.20' 4686.38'
Total String Length: 4676.38'
Packer Landed: 4666.38' KB
Arrow Set-1 Packer set w/13" tension on 6-14-85. - ' Retrievable Casing Packer @ 4686' KB
Packer Fluid : 55 gals Champion Cortron-2383 mixed
w/ 75 STB 2 % KCl water, 4784'- 4928' KB
SN@27i8"x225"1D
& i 5076 5114' KB
Logs: Dual Laterolog, Compensated Neutron Litho-Density,
Cement Bond Log.
PBTD @ 56734'KB

TD @ 5600'KB




o ’JL’EQUITABLERES%URCES ®
o ENERGY COMPANY

BALCRON OIL DIVISION

PROPOSED INJECTION WELL COMPLETION DIAGRAM

Elev. - 56345' GL
Elev. - 5355' KB (10' KB)

Balcron Monument Federal #11-7J
NW NW Sec.7, T9S, R17E
681" FNL & 447' FWL

Lease No. U-44426
Monument Butte Field
Duchesne County, Utah

DATE: 8-8-95JZ

SURFACE CASING
SIZE: 8-5/8" PERFORATION RECORD
GRADE: J-55
WEIGHT: 24# 6-12-95  Schlumberger

LENGTH: 265’ (6 jts)
DEPTH LANDED: 275' KB
HOLE SIZE: 12-1/4"
CEMENT DATA: 160 sxs class "G" + 2% CCI + 6-8-95  Schiumberger
1/4#1sk celloflake
275'K8

- Uinta Formation @ Surface lo 1400

PRODUCTION CASING

SIZE: 5-1/2"
" GRADE: J-65
WEIGHT: 15.5#

LENGTH: 5660.72 (143 jts) - Green River Formation @ 1400'- 4100'

DEPTH LANDED: 5671' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 383 sxs super class "G" + (47#G + 20#Poz A +
17# CSE)/sk +3%salt + 2%ge! +1/4 #/sk celloseal,
tail wf 232 sk 50-50 POZ + 2%gel + 1/4 #isk
colloseal + 2 #/sk HiSeal 2

CEMENT TOP AT: 110' KB from CBL.

TUBING RECORD

SIZE / GRADE / WEIGHT ; 2-7/8", J-56 , 6.5# "
SEAT NIPPLE : 2-7/18" X 1.1 B
SN LANDED @ 4679' KB
RETRIEVABLE CSG PACKER
MODEL : Arrow Set-1 !
PACKER LANDED @ 4686' KB [ “H 5075 -5114'KB

4784" - 4928' KB

e
R

PBTD @ §671'KB
TD@ 5697 KB

- Wasatch Formation @ 6000

- Douglas Creek Member @ 4100'- 5350

- Wasatch Formation Transition @ 5350'- 6000

4784'-87' 2SPF (.38") 3ft 6holes
4790'-96' 2 SPF (.38") 6ft 12 holes
4926-28' 2SPF(.38") 2ft 4 holes

§075'-79' 4 SPF (.38") 4ft 16 holes
5089'-94' 4 SPF (,38") 5t 20 holes
5112-14' 4SPF (.38") 2ft B holes

h RETRIEVABLBE CASING PACKER @ 4686’ KB



UNITED STATES
DEPARTMENT OF THE INTERIOR
‘BUREAU OF LAND MANAGEMENT

Form-3160-5
(June 1990)

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use “"APPLICATION FOR PERMIT—" for such proposals

FORM APPROVED
Budget Burcau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

U-44426

6. If Indian, Allottce or Tribc Name
n/a

SUBMIT IN TRIPLICATE

1. Type of Well
Oil Gas
Well D Well D Other

7. If Unit or CA, Agrecment Designation

Jonah Unit

2. Name of Operator ]

8. Well Name and Na. i ] )
Balcron kan:nent Fed. #11-73

Equitable Resources Energy Company, Balcron 07l Division
3. Address and Teiephone No. . o

1601 Lewis Avenue; Billings, MT 59102 (406) 259-7860

9. APl Well No.

43-013-31492

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

NW NW Section 7, T9S, R17E
681" FAL, 447" FUWL

10, Ficld and Poal, or Exploratory Area.

Monument Butte/Green River

1. County or Parish, State

Duchesne County, UT

’

D Change of Plans

New Construction

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION ’ : TYPE OF ACTION
[Zl Notice of Intent ! D Abandonment
Recompietion

D Subsequent Report Plugging Back
Casing Repair
Altering

Other

D Final Abandonment Nolicé

Gﬁfﬁy injection line

Non-Routine Fracturing

Water Shut-Off

Conversion to Injection
D Dispose Water

{Note: Report results of multiple compietion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is dircctionally drilled,

give subsurface locations and measurcd and true ventical depths for all markers and zones peninent to this work.)®

Operator proposes to lay a water injection line in accordance with the

attached procedure. A map is also attached.

ORIGINAL: Bureau of Land Managemént (Vernal, UT)
COPY: Utah Division of 0il Gas and Mining

£

(T s7E TOP P deri? 5% SEAE Slfee e)

Approved by
Conditions of spproval, if any:

14. | heceby c:m'glhll the foregoingis true and correct Regu-l ator‘y and
Signed 24€JLMM”£4&%f riee _Environmental Speciali

Title

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency B bl Uk
or tepresentations as o any marter within fts jurisdiction.

Utah Division of
Oll, Gas and Minifig

AIDES__£3

*See Instructlon on Reverse Slde



Jonah Unit Waterflood
Attachment To Sundry Notice

Equitable Resources Energy Company, Balcron Oil Division is requesting permission to install a
high pressure water injection line from the Balcron Monument Federal #11-7J well to the existing
Jonah Unit water injection system. The water injection line will be constructed as follows:

1)

2)

3)

4)

5)

6)

7

8)

A two inch steel high pressure water injection line will be laid from the Balcron Monument
Federal #11-7J to the existing Jonah Unit water injection system. The high pressure line
will be tied to the main Jonah Unit injection line in the NW NE Section 12, T9S, R17E,
Duchesne County, Utah.

The water injection line will be laid by constructing a 60 foot right-of-way and digging a trench
with a trackhoe approximately five feet deep and three feet wide. Due to the topography it is
not possible to estimate the amount of the ditch line that will require blasting, however it is
reasonable to conclude that some blasting will be required.

The water injection line will be two inch high pressure steel linepipe that will be welded together,
primed, taped, outer rock guarded, and laid in the bedded trench. The water injection line will
then be shaded for protection from rocks. All bedding and shading material will be purchased
and brought in from sources off BLM leases.

A two inch SDR-7 poly line will be installed in the same trench as the water injection line from
the Balcron Monument Federal #41-12J oil production well to the tie in point in the NW SE

of Section 12. This will allow the gathering of produced water at a later date without additional
disturbance to the environment.

This proposed water injection line will supply a maximum of 300 STBWPD at an estimated line
pressure of 2300 psig to the Balcron Monument Federal #11-7J.

All right-of-ways will be recontoured, shaped, and seeded as per the specific instructions
set forth by the Vernal Buearu Of Land Management.

All right-of-way will be kept to a minimum and the requested 60 foot ROW will be reduced

whenever possible.

See the attached topographic map for the exact route proposed for the Balcron Monument
Federal #11-7J water injection line and how it ties in to the existing Jonah Unit facilities.

Page 1
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, ® ¢
EQUITARLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 %/
Billings, MT 59102 : FAX: (406) 245-1361

August 10, 1995

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

Gentlemen:
RE: Baleron Monument Federal #11-7J

NW NW Section 7, T9S, R17E
Duchesne County, Utah

Enclosed for your records on the subject well is the Completion
Report.

Please feel free to contact me if you need any further information.
Sincerely,
ﬂ’bu% Cornod”™

Molly Conrad
Operations Secretary

/mc s
Enclosures

cc: State of Utah, Division of Oil, Gas, & Mining: also enclosed is
our Report of Water Encountered
Bobbie Schuman
Lou,Ann Carlson .
Valeri Kaae



Form 3160—4 : V\ g

| i

(Ncvember 1983) . ARL] :
(formerly 9—330) UN‘D STAT;ES Lo

Form approved.
Budget Bureau No. 1004—0137
Expires August 31, 1985

ool b sl
. ' DEPARTMENT OF THE INTERIOR siridigh)
BUREAU OF LAND MANAGEMENTUG 14 1995 1™

WELL COMPLETION OR RECOMPLETION REPORT AND-+OG *
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NW NW Section 7, T9S, R17E

Duchesne County, Utah
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4790'-96’ :
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4784’-4928’ Frac with 22,200+# 16/30 mesh sand with15,162

gallons 2% KCL gelled water.
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ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Oil Company
of ten proposed well locations and access routes (Balcron Monument Federal wells #42-12J, 11-
73, 41-12J, 42-14J, 32-14], 22-14], 24-25, 34-25, 43-26 and 14-26). These evaluated locations
are situated on federally administered lands located in the Monument Buttes and Pleasant Valley
localities of Duchesne and Uintah Counties, Utah. This evaluation involved a total of 135.15
acres, of which 100 acres are associated with the well pads and an additional 35.15 acres are
associated with access road rights-of-way. One additional well included in this report,
(Monument Federal 12-7J) was previously inventoried in a forty acre intensive zone (inventory
#013-163, Vernal BLM). The well pad and access road for that location have already been
constructed. These evaluations were conducted by F.R. Hauck and Glade Hadden of AERC on
December 15 and 20, 1994.

No previously recorded significant or National Register eligible cultural resources will
be adversely affected by the proposed developments.

No newly identified cultural resource activity loci of either historic or prehistoric origin
were discovered and recorded during the examinations.

Two isolated artifacts were noted during the investigations. An isolated Rose Spring style
projectile point (Isolate 1461G/X1, see Figure 1) was recovered from the disturbance zone of
well # 43-26 (see Map 3). A non-diagnostic biface chopping tool was discovered but not
collected near the well pad for well # 42-12J. This tool is similar in appearance to others found
in the area (Hauck and Hadden 1994d).

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this report.
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GENERAL INFORMATION

On December 15 and 20, 1994, AERC archaeologists F.R. Hauck and Glade Hadden
conducted an intensive cultural resource evaluation for Balcron Oil Company of Billings,
Montana. This examination involved ten proposed well locations and associated access roads
(Balcron Monument Federal Units 42-12J, 11-7J, 41-12J, 42-14J, 32-14J, 22-14J, 24-25, 14-26,
34-25, 43-26 and 14-26), and an additional well (Balcron Monument Federal 12-7J which has
been constructed and previously inventoried in a forty acre intensive survey zone (inventory 013-
163, Vernal BLM). The project area is in the Monument Buttes and Pleasant Valley localities
south east of Myton, Utah (see Map 1). Some 135.15 acres were examined which include 100
acres associated with the well pads and some 35.15 acres associated with the access routes, all
of which are situated on federal lands administered by the Vernal District of the Bureau of Land
Management, Diamond Mountain Resource Area, Vernal, Utah.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations and associated access
routes requires an archaeological evaluation in compliance with U.C.A. 9-8-404, the Federal
Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section
106 of the National Historic Preservation Act of 1966-as amended, the National Environmental
Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the Archaeological
Resources Protection Act of 1979, the Native American Religious Freedom Act of 1978, the
Historic Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Project location

The project location is in the Monument Buttes locality of Duchesne County, and the
Pleasant Valley locality of Uintah County. All of the evaluated wells and access routes are
situated on the Myton SE and Pariette Draw SW 7.5 minute topographic quads (see Maps).

Balcron Monument Federal #11-7J is situated in the NW quarter of the NW quarter of
Section 7, Township 9 South, Range 17 East SLBM, together with ca. 0.3 miles of access route
(see Map 2).

Balcron Monument Federal #12-77F is situated in the SW quarter of the NW quarter of
Section 7, Township 9 South, Range 17 East SLBM (see Map 2).

Balcron Monument Federal #41-12J is situated in the NE quarter of the NE quarter of
Section 12, Township 9 South, Range 16 East SLBM, together with ca. 0.4 miles of access route
(see Map 2).
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Balcron Monument Federal #42-12]J is situated in the SE quarter of the NE quarter of
Section 12, Township 9 South, Range 16 East SLBM, together with ca. 0.3 miles of access route
(see Map 2).

Balcron Monument Federal #22-14]J is situated in the SE quarter of the NW quarter of
Section 14, Township 9 South, Range 16 East SLBM, together with ca. 0.1 miles of access route
(see Map 2).

Balcron Monument Federal #32-147 is situated in the SW quarter of the NE quarter of
Section 14, Township 9 South, Range 16 East SLBM, together with ca. .03 miles of access route
(see Map 2).

Balcron Monument Federal #42-14J is situated in the SE quarter of the NE quarter of
Section 14, Township 9 South, Range 16 East SLBM, together with ca. 0.6 miles of access route
(see Map 2).

Balcron Monument Federal #24-25 is situated in the SE quarter of the SW quarter of
Section 25, Township 8 South, Range 17 East SLBM, together with ca. 0.1 miles of access route
(see Map 3).

Balcron Monument Federal #34-25 is situated in the SW quarter of the SE quarter of
Section 25, Township 8 South, Range 17 East SLBM, together with ca. 0.4 miles of access route
(see Map 3).

Balcron Monument Federal #43-26 is situated in the NE quarter of the SE quarter of
Section 26, Township 8 South, Range 17 East SLBM, together with ca. 0.2 miles of access route
(see Map 3).

Balcron Monument Federal #14-26 is situated in the SW quarter of the SW quarter of
Section 26, Township 8 South, Range 16 East SLBM, together with ca. 0.2 miles of access route
(see Map 4).

Environmental Description

The project area is within the 5000 to 5500 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project localities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,

Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus spp. Atriplex canescens,
and a variety of grasses.

The geological associations within the project area consist of fluvial lake deposits which
correlate with the Uinta Formation which is of Tertiary age.



PREVIOUS RESEARCH IN THE LOCALITY
File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on December 19, 1994. A similar search
was conducted in the Vernal District Office of the BLM on December 15, 1994. The National
Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments. :

A variety of known cultural sites are situated in the Monument Buttes / Castle Peak
Draw/ Eight Mile Flat/ Pariette Draw localities. Many of these prehistoric resources were
identified and recorded by AERC during the Mapco River Bend survey (Hauck and Norman
1980). Other sites have been located and recorded by AERC and other archaeologists and
consultants during oil and gas exploration inventories (cf. Fike and Phillips 1984, Hauck and
Weder 1989).

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --
1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage - with the exception of the Late
Prehistoric hunting and gathering Shoshonean bands - features a more complex life-way and
social order than occurred during the earlier stage of development (Hauck 1991:53). For a
more comprehensive treatment of the prehistory and history of this region see Archaeological
Evaluations in the Northern Colorado Platean Cultural Area (Hauck 1991).

Site Potential in the Project Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenient pastures for the Ute



horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
rangeland environment but is common within the Green River and White River canyons and their
primary tributary canyons.

Site density in certain portions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluations indicate that the site densities may reach 8 to 12 sites per section in certain localities
on the upper benches which were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associated with water
courses and aeolian deposits.

FIFLD EVALUATIONS
Methodology

Intensive evaluations consisted of the archaeologists walking a series of 10 to 20 meter-
wide transects across a 10 acre area associated with each ten acre well pad area. Access routes
are evaluated by the archaeologists walking a pair of 10 to 15 meter-wide transects on either side
of the flagged access route rights of way. Thus, a 30 meter-wide or 100 foot-wide corridor (ca.
35.15 acres) was examined for the various proposed access roads, in addition to the 100 acres
inventoried on the well pads.

Observation of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activity locus). The analysis of each specific cultural site results in
its subsequently being sketched, photographed, and appropriately recorded on standard IMACS
forms. Cultural sites are then evaluated for significance utilizing the standards described below
and mitigation recommendations are considered as a means of preserving significant resources
which may be situated within the development zone.

Site Significance Criteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register’s Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of significance in American ... archaeology ... and culture is
present in ... sites ... that possess integrity of location, design, seiting, materials,
workmanship, feeling, and association and:

a. That are associated with events that have made a significant contribution to the
broad patterns of our history, or

b. that are associated with the lives of persons significant in our past; or

c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or

d. that have yielded, or may be likely to yield, information important in prehistory
or history.



In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site’s cultural significance, the site must possess integrity and at
least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.

Results of the Inventor

No prehistoric or historic cultural resource activity loci were observed and recorded
during the archaeological evaluations.

No previously identified and recorded significant or National Register sites were noted
or recorded during the survey.

One diagnostic isolated artifact was collected during the evaluation. Isolate 1461G/x1 is
a Rose Spring style projectile point (see Figure 1) collected from the disturbance zone of well
# 43-26 (see Map 3). A detailed evaluation of the locality failed to yield any identifiable features
or cultural contexts that would demonstrate the presence of an archaeological locus. A single
non-diagnostic tool was noted in the area of well 42-12J. This tool was a simple chopper
constructed by bifacially removing several flakes from one end of a hand-sized cobble. The
occurrence of this tool fits a previously noted pattern (Hauck and Hadden 1994d), and may be
related to the ambush hunting and subsequent butchering of large game animals, possibly during
the Archaic period. A detailed evaluation of the locality failed to yield any identifiable features
or cultural contexts that would demonstrate the presence of an archaeological locus.

FIGURE 1
Isolate 1461G/x1
(Actual Size)



CONCLUSION AND RECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of the Balcron Well Units as evaluated during this AERC project.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Company
relative to the development of these proposed drilling locations and the associated access routes
based upon adherence to the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface

deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the exploration area.

{ . @Mééué

F. Richard Hauck, Ph.D.
President and Principal Investigator
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Report prepared for Balcron Oil Company, BLCR-93-10, Archaeological-
Environmental Research Corporation, Bountiful.

1993e Cultural Resource Evaluation of Seven Proposed Wells in the Monument Buttes
and Pleasant Valley Localities of Duchesne and Uintah Counties, Utah. Report
prepared for Balcron Oil Company, BLCR-93-11, Archaeological-Environmental
Research Corporation, Bountiful.

1994a Cultural Resource Evaluation of Eight Proposed Wells in the Pleasant Valley
Locality of Uintah County, Utah. Report prepared for Balcron Oil Company,
BLCR-94-3 Archaeological-Environmental Research Corporation, Bountiful.

1994b Cultural Resource Evaluation of Proposed Water Injection Line Lateral Segments
in the Monument Buttes Locality of Duchesne County, Utah. Report prepared for
Balcron Oil Company, BLCR-94-4, Archaeological-Environmental Research
Corporation, Bountiful.

1994c Cultural Resource Evaluation of Proposed Well Locations and Access Routes in
the Pariette Draw - Castle Peak Draw - Eight Mile Flat Localities of Duchesne
and Uintah Counties, Utah. Report prepared for Balcron Qil Company, BLCR-94-
9, Archaeological-Environmental Research Corporation, Bountiful.

1994d Cultural Resource Evaluation of Proposed Well Locations and Access Routes in
the Castle Peak Draw and Eightmile Flat Localities of Duchesne and Uintah
Counties, Utah. Report Prepared for Balcron Oil Company, BLCR-94-10,
Archaeological-Environmental Research Corporation, Bountiful.

Hauck, F. Richard and Norman, V. Garth
1980 Final Report on the Mapco River Bend Cultural Mitigation Study. AERC Paper
No. 18, of the Archeological-Environmental Research Corporation, Bountiful.

Hauck, F. Richard and Dennis Weder
1989 Pariette Overlook -- A Paleo-Indian Quarry Site in the Pariette Draw Locality of
Uintah County, Utah. AERC Paper No, 42, of the Archeological-Environmental
Research Corporation, Bountiful.

Stokes, W. L.
1977 Physiographic Subdivisions of Utah. Map 43, Utah Geological and Mineral
Survey, Salt Lake.
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BALCRON OIL
L2 0 ) P-TF/LTA
Bajcron Monument Federal #11-7J
NW NW Section 7, T9S, R17E, SLB&M

CONFIDENTIAL

PALEONTOLOGY REPORT

WELLPAD LOCATION AND ACCESS ROAD

BY

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL, UTAH 84078

DECEMBER 29, 1994



RESULTS OF PALEONTOLOGY SURVEY AT BALCRON MONUMENT FEDERAL #11-7J, NW, NW,
Section 7, T9S, R17E, SLB&R, DUCHESNE COUNTY, UTAH.

Description of Geology and Topography-

This well location is approximately 10 miles south of Myton, Utah. It is
located in Castle Peak Draw. The proposed access road leaves a dry hole and
runs south .3 mile to the proposed wellpad. Rocks in the area are made up of
layers of mudstone and sandstone. The wellpad sits on the east side on a
small ridge between this ridge and Castle Peak Wash.

A11 rock outcrops in the area are of the Upper Eocene Uinta Formation, known

for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions. .

Paleontological material found -

Two turtle sites were found along the proposed access road. One (A) is off
the road alignment enough to be missed. The other (B) is around a small mound
of reddish sandstone and mudstone in the flat area northwest of the well
location. The road alignment as staked passes through this mound.

Only one small turtle shell fragment was found on the well Tocation.

Recommendations-

It is recommended that the road be curved enough to the east as it approaches
the mound with turtle shell material (B) so that it will pass it.

No other recommendations are made far this location and road.

L 5, AP vate_tlecermeblt. 23, 1995




[ 3 N 3

| Page 1 of 1 plus map
PALEONTOLOGY LOCALITY State Local. No. 42 DC201V
Data Sheet Agency No. BALCRON MONUMENT BUTTE
Temp. No  FEDERAL #11-7J
1. Type of locality Other
. Invertebrate Plant Vertebrate | X | Trace
2. Formation: UINTA Horizon: Lower (B) Geologic Age: Late Eocene

3. Description of Geology and Topography: the well is located in Castle Peak Draw. The
proposed access road leaves a dry hole and runs sputh .3 mile to the proposed wellpad. Rocks in the area
are made up of layers of mudstone and sandstone. The wellpad sits on the east side on a small ridge
between this ridge and Castle Peak Wash.

Al11 rock outcrops in the area are of the Upper Eocene Uinta Formation, known for its fossil vertebrate
fauna of mammais, turtles, crocodilians, and occasional fish remains and plant impressions,

4. Location of OQutcrop: 10 miles south of Myton, Utah,

5. Map Ref. | USGS Quad | Myton SE, Utah Scale | 7.5 Min | Edition 1964

SW1/4& | of | SWi/4 | of | SWi/4 { of Sectn 6 T 9S)|R | 16E Meridn SLB
NW1/4 | of | NW1/4 | of | NW1/4 | of Sectn 7 .

6. State: UTAH County: DUCHESNE COUNTY | BLM/FS District: VERNAL- DIAMOND MT.

7. Specimens Collected and Field Accession No. wone

8. Repository:

9. Specimens Observed and Di SpOS’it'iOl’l: Two turtle sites were found along the proposed access
road. One (A) is off the road alignment enough to be missed. The other (B) is around a small mound of
reddish sandstone and mudstone in the flat area northwest of the well location. The road alignment as
staked passes through this mound.

10.0wner: us
Private State BIM | X | FS NPS IND MIL OTHR

11.Recommendations for Further Work or Mitigation:it is recommended that the road be curved
enough to the east as it approaches the mound with turtle shell material (B) so that it will pass it.

12.Type of Map Made by Recorder:

13.Disposition of Photo Negatives:

14.Published References: Hamblin, A. H., 1992, Paleontology Report on the Monument Butte EA Study
Area, for Mariah Associates, lLaramie, Wyoming.

Hamblin, A. H., 1994, Paleontology Report on the Monument Butte Expansion EA Study area, for Mariah
Associates, Laramie, Wyoming.

Hamblin, A. H., 1987, Paleogeography and paleontology of the Myton Pocket, Uinta Basin, Utah (Uinta
Formation - Upper Eocene): BYU Geology Studies vol. 34, no. 1, p. 33-60.

15.Remarks:
16.Sensitivity: Critical Significant Important | X | Insignificant
17.Recorded by: Alden Hamblin, Date: December 10, 1994

Paleontologist
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Y Q FQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION

1601 Lewis Avenue
Billings, MT 59102

August 10, 1995

Mr. Dan Jarvis

State of Utah

Division of 0il, Gas and Mining
3 Triad Center, Suite 350

Salt Lake City, UT 84180

Dear Mr. Jarvis:

RE: Balcron Monument Federal #11-7J
NW NW Section 7, T9S, R17E

Duchesne County, Utah

Office: (406) 259-7860
FAX: (406) 245-1365 [
FAX: (406) 245-1361 [&

Enclosed is our Application to convert the referenced well
to injection. The Affidavit of mailing to other operators

and interest owners will be sent to you shortly.

If you have questions or need additional information, please
give either me or John Zellitti a call at (406) 259-7860.

Sincerely,

4Zjéﬁﬁéﬁcé/,Qﬂé;@aaﬁiift/

Bobbie Schuman

Regulatory and
Environmental Specialist

/hs

Enclosures
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STATE OF UTAH

DIVISION OF QIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - uIC FORM 1

Equitable Resources Energy Company,
OPERATOR Balcron 0il Division

ADDRESS 160] lLewis Avenue
Billings, MT 59102

Well name and number: Balcron Monument Federal #11-7J

Field or Unit name: Monument Butte Field/Jonah Unit Lease no, U-44426

Well Tocation: QQ NW NW section 7 township _9S_ range L7E_ county Duchesne

Is this application for expansion of an existing project? . . Yes [d No (3
Will the pfoposed well be used for: Enhanced Recovery? . . Yés bd No [1
Disposal? . . . . .. Yes [] No [R
Storage? . . . . . .. Yes [ No [A
Is this application for a new well to be drilled? . . . . . . Yes []1 No [

If this application is for an existing well,
has a casing test been performed on the well? . . . . . . Yes []1 No 04
Date of test:
API number: _43-013-31492

Proposed injection interval: from _4784' KB to 5114° KB

Proposed maximum injection: rate __300 STBPD pressure _2000 psig

Proposed injection zone contains &I oil, [1 gas, and/or [] fresh water within 4%
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments:

I certify that this report is true and complete to the best of my knowledge.

Name Bobbie Schuman S1gnat%{2
Title _Regulatory and Environmental SpecialistDate ;ww/ 10, (995

Phone No. ( 406) 259-7860

(State use only)

Application approved by Title
Approval Date = e

. [P s b I
Comments: LT , S

(3/89)
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) EQUITABLE RESOURCES

BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 [J
Billings, MT 59102 FAX: (406) 245-1361 [J
United States Environmental Protection Agency 8-7-95
Region VI

999 18th Street - Suite 500
Denver, CO 80202-2466
Attn: Chuck Williams

RE: Underground Injection Control (UIC)
Jonah Unit Waterflood
EPA Area Permit No. UT2642-0000
Duchesne County, Utah

Dear Mr. Williams,

Equitable Resources Energy Company, Balcron Qil Division received final permit approval
for the Jonah Unit Section-6 Waterflood (EPA Area Permit No. UT2642-0000) located in
Duchesne County, Utah in January, 1993. Balcron Qil Division is now proposing to convert
the following oil production well to water injection:

Balcron Monument Federal #11-74  NW NW Section 7, T9S, R17E

This well falls within the initial area of review investigated under the EPA Area Permit No.
UT2642-0000. As stated in Part Il Specific Permit Conditions, Section A(2) of the

subject permit, the permittee may convert and/or construct additional wells within the permitted
area, provided that all additional wells meet all conditions as set forth in the permit. With this
letter and the accompanying attachments, Balcron Oil Division is requesting the EPA's approval
to convert the above listed well to water injection for secondary oil recovery purposes.

This well will be converted to a water injection well according to the attached injection well
completion diagram and the EPA Region VI office will be notified in order that the mechanical
integrity test (MIT) can be preformed and witnessed by EPA personnel.

Supporting documents are enclosed which include a well data sheet, a current wellbore
completion schematic, a proposed injection well completion diagram, and a proposed
plugging and abandonment diagram for the above listed well. The conversion work will be
performed as soon as possible and the EPA will be contacted once this work is completed



in order for a date be set up to witness the MIT prior to commencement of injection operations.
As outlined in Permit No. UT2642-0000, injection volumes will only be limited by the injection
pressure of 2000 psig; however, actual volumes will only be in the 100 - 250 BWPD range.
Please don't hesitate to contact me at (406)259-7860 if you have any questions or require
additional information.

Respectfully,

S Jll

John Zellitti
Senior Production Engineer

Attachments
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] . UNITED STATES ENVIRONMENTAL PROTECIEN AGENC\”
o WASHINGTON, OC 20460 *
\__/
\IE PA PLUGGING AND ABANDONMENT PLAN
NAIME AND ADDRESS OF FA‘\(EIUTY Yer g s NAME AND ADDRESS \'«QF OWNER/ CPERATOR
Aonatn U~ Wa X e §\oo év.m;-\'a.b\e_ esomrees, EV\UGS Com?M
O mies HSW o‘?*"’\“‘\'m yUtaln o\ o OQ E‘J\\\waf\ h ) L
i 1V e. (ownn Ut al \bo\ Lewi s Ve
'} Duwchesa 1 0 pNna . MY, SAvo 2
STATE COUNTY > PERMIT NUMBER
LOCATE WELL AND QUTUINE UNIT ON : . )
SECTION PLAT — 640 ACRES Jran Duchesne 50%‘\"'( UT 2642 - 0000
SURFACE LOCATION DESCRIPTION
N NwW  wor  NW %OF va SECTION TOWNSHIP 4 S RaNGE \1\ E
I : J| { { { LOCATE WELL IN TWO DIRECTIONS FROM NEAREST LINES OF QUARTER SECTION AND DRILLING UNIT
r X X ! y Surface ’ '
' ' l l ' ' - Location 681 ft. from (N/S) _N_ Line of quarter section
{ { { { L ! ' and 441 1, from (E/W) W Line of quarter section
i i i i i i TYPE OF AUTHORIZATION WELL ACTIVITY
w 3 L 1 -7 1 ! 3 O Individual Permit gcuassi
I L A A B Xy Area Parmit Xcuassi
L L1 1 O Rul. O Brine Disposal
X Enhanced Recovery
! ! ! ! ! ! Number of Walis 2_7_ O Hydrocarbon Storage
| | | | | ] 0O CLASS it
L1 | I
I (I Boleron M omurme
S Lease Name oo e (FUURES, o Well Number szdesz.\ # \\-"1 3
CASING AND TUBING RECORD AFTER PLUGGING METHOD OF EMPLACEMENT OF CEMENT PLUGS
The Balance Method
SIZE WTILB/FT)  {TO BE PUT IN WELL (FT) [TO BE LEFT IN WELL [FT) HOLE SIZE The Dump Bailer Method
2 5/g 24 205’ 265 2 YAt (7 The Two-Plug Method
) i ’
g2 5.5 5661\ G6b)’ 17/8’ 0 other
CEMENTING TO PLUG AND ABANDON DATA: PLUG #1 PLUG #2 PLUG 43 PLUG #4 PLUG #5 |- PLUG #6 PLUG 57
Size of Hole or Pipe in which Plug Will Ba Placed (inches) P Glla "
Depth to Bottom of Tubing or Drill Pipe (ft.} 5611 K8
Sacks of Cament To Bs Used (each plug) 260 {00
Slurry Volume To Be Pumped (cu. f.) 200 4—\-" wg 547
Calculated Top of Plug {ft.) 3{’(?,6’ KB | S face
Measured Top of Plug (if tagged f.)
Slurry Wi, {Lb./Gal.) \$.8 V5. 8
Type Camant or Other Material (Class 1li) c\ass - & | C\ass - o
UIST ALL OPEN HOLE AND/OR PERFORATED INTERVALS AND INTERVALS WHERE CASING WILL BE VARIED (if any)
From To From To
flaga  ¥8 N vh 5015’ B S0 ¢S
4190 ' ¥6 N6 Yo 5089' kK& 2094 ¥ &
4920 " KB 4924 ¥ 112 Kb A I S - )

Estimated Cost to Plug Waells

kloco C?n’o) wor & KQ/VV\M'\'>

CERTIFICATION

I certify under the penalty of law that | have personally examined and am familiar with the information

submitted in this document and all attachments and that, based on my inquiry of those individuals

immediately responsible for obtaining the information, | believe that the information is true, accurate,
‘ and complete. | am aware that there are significant penalties for submitting false information, including
the possibility of fine and imprisonment. (Ref. 40 CFR 144.32)

NAME AND OFFICIAL TITLE (Please fype or print} SIGNATURE DATE SIGNED

“<ohn Zel\\ 4y,
Gemioe Produ N oA Enayinees™ %M E-94-99%
e

'IPA Form 7620-14 (3-84)




EQUITABLE RQSOU RCES

BALCRON OIL DIVISION

&
ENERGY COMPANY

WELL NAME:
FIELD:

FEDERAL LEASE NO.:
LOCATION:

COUNTYISTATE:
WORKING INTEREST:

PRODUCING FORMATION:

COMPLETION DATE:
INITIAL PRODUCTION:
PRESENT PROD STATUS:

WATER INJECTION RATE:
ELEVATIONS - GROUND:

Balcron Monument Federal #11-7J
Monument Butte

U-44426

NWNW Sec.7, T9S, R17E

681' FNL & 447' FWL

Duchesne County, Utah
0.805079506

Green River

6-14-95

Not Tested

‘Waiting Conversion To Injection.

5345

TOTAL DEPTH: 5697' KB
SURFACE CASING
SIZE: 8-5/8"
GRADE: J-565
WEIGHT: 24#
LENGTH: 265' (6 jts)
DEPTH LANDED: 275' KB
HOLE SIZE: 12-1/4"
CEMENT DATA: 160 sxs class "G" + 2% CCl +
1/4#/sk celloflake
TUBING RECORD
Length Setting Depth
w/ 10' KB
149 jnts 2 7/8", J-65, 6.5# Tubing  4668.33' 4678.33'
2 7/8" Seating Nipple 1.10 4679.43'
2 3/8'x 2 7/8" Cross Over 0.758' 4680.18'
Arrow Set-1 Packer 6.20' 4686.38'
Total String Length: 4676.38'
Packer Landed: 4686.38' KB

Arrow Set-1 Packer set w/13" tension on 6-14-95.

Packer Fluid : 55 gals Champion Coriron-2383 mixed w/ 75 STB 2 % KCl| water.

SN@27/8"x2.25"ID

Logs: Dual Laterolog, Compensated Neutron Litho-Density,

Cement Bond Log.

DATE

API NO.

NET REVENUE INTEREST:

OIL. GRAVITY:
SPUD DATE

KB
PLUG BACK TD:!

PRODUCTION CASING

: 8-8-95JZ

: 43-013-31492

: 0.73831617 Oil
0.66359285 Gas

: 34 deg

: 5-24-95

: 5355' (10'KB)
. 5671' KB

SIZE

GRADE
WEIGHT
LENGTH
DEPTH LANDED
HOLE SIZE
CEMENT DATA!

CEMENT TOP AT:

PERFORATION RECORD

: 5-1/2"

: J-85

: 15.54

: 5660.72 (143 jts) N

: 5671' KB

: 7-7/8"

. 383 sxs super class "G" + (47THG + 20#Poz A +
17# CSE)/sk +3%salt + 2%gel +1/4 #/sk celloseal,
tail w/ 232 sk 50-50 POZ + 2%gel + 1/4 #/sk
celloseal + 2 #/sk HiSeal 2

: 110" KB from CBL.

6-12-95 Schlumberger

4784'-87' 2 SPF (.38") 3ft 6 holes
4790-96' 2 SPF (.38") 6t 12 holes
4926'-28' 2 SPF (.38") 2ft 4 holes

6-8-95  Schlumberger 5075-79' 4 SPF (.38") 4t 16 holes
5089'-94' 4 SPF (.38") 5t 20 holes
5112-14' 4 SPF(.38") 2ft 8holes

ACID JOB / BREAKDOWN JOB

6-8-95  BJWestern 5075'- 5114' : 2982 gals 2% KCI wir w/ 100 balls,

6-12-95 BJ/Westemn

6-12-95 BJMWestern

FRAC JOB

ATR 4.0 bpm, ATP 2600 psig, ISIP 1850 psig.

4784'- 4796' : 2058 gals 2% KC| wir w/ 2 balls/bbl,
ATR 4.5 bpm, ATP 2200 psig, ISIP 1350 psig.

4926 4928 : 1596 gals 2% KCI wir w/ 2 balis/bb,
ATR 3.1 bpm, ATP 4000 psig, iSIP 1950 psig.

8-8-05  BJWestern

6-12-95 BJ/Westem

5075 - 5114' : 12,684 gals 2% KCl wir w/ 27,660 Ibs
16-30 mesh sand, ATR 34.5 bpm, ATP 2400 psig,
ISIP 2300 psig, 15 min 2060 psig.

4784’ - 4928' : 15,162 gals 2% KCl wir w/ 22,200 lbs
16-30 mesh sand, ATR 35.1 bpm, ATP 3400 psig,
ISIP 2150 psig, 15 min 1660 psig.



EQUITABLE RE&U RCES
ENERGY COMPANY

BALCRON OIL DIVISION

?

. Balcron Monument Federal #11-7J
681" FNL & 447' FWL

NW NW Sec.7, T9S, R17E
Lease No. U-44426
Monument Butte Field

Duchesne County, Utah
Elev. - 5345' GL
Elev. - 56355' KB WELLBORE DIAGRAM
DATE: 8-8-95JZ
SURFACE CASING ACID JOB / BREAKDOWN JOB
SIZE: 8-5/8" 6-8-95 BJWestern 5075'-5114' . 2982 gals 2% KC| wir w/ 100 balls,
GRADE: J-55 ATR 4.0 bpm, ATP 2600 psig, ISIP 1850 psig.
WEIGHT: 24# :
LENGTH: 265 (6 jts) 6-12-95 BJ/Western 4784'- 4796' . 2058 gals 2% KCl wtr w/ 2 balls/bbl,
- DEPTH LANDED: 275' KB ATR 4.5 bpm, ATP 2200 psig, ISIP 1350 psig.
HOLE SIZE: 12-1/4"
CEMENT DATA: 160 sxs class "G" + 2% CCl + 6-12-05 BJ/MWestern 4926'- 4928' 1 1596 gals 2% KCI wir w/ 2 balls/bb,
1/4#/sk celioflake ATR 3.1 bpm, ATP 4000 psig, ISIP 1950 psig.
275' KB
FRAC JOB
PRODUCTION CASING
6-8-95 BJ/MWestern 5075' - 5114' : 12,684 gals 2% KCl wir w/ 27,660 Ibs
SIZE: 512" 16-30 mesh sand, ATR 34.5 bpm, ATP 2400 psig,
GRADE: J-55 ISIP 2300 psig, 15 min 2060 psig.
WEIGHT: 15.5#

LENGTH: 5660.72 (143 jts}
DEPTH LANDED: 5671' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 383 sxs super class "G" + (47T#G + 20#Poz A +
17# CSE)/sk +3%salt + 2%gel +1/4 #/sk celloseal,
tail w/ 232 sk 50-50 POZ + 2%gel + 1/4 #isk
colloseal + 2 #/sk HiSeal 2

CEMENT TOP AT: 110' KB from CBL.

TUBING RECORD
Length Setting Depth
wl 10' KB
149 jnts 2 7/8", J-55, 6.5# Tbg 4668.33' 4678.33'
2 7/8" Seating Nipple 1.10' 4679.43'
2 3/8'x 2 7/8" Cross Over 0.758' 4680.18'
Arrow Set-1 Packer 6.20' 4686.38'

Total String Length: 4676.38'
Packer Landed: 4686.38' KB

Arrow Set-1 Packer set w/13" tension on 6-14-95.

Packer Fluid : 55 gals Champion Cortron-2383 mixed
wi 75 STB 2 % KCl water.

SN@27/8"x225"ID

Logs: Dual Laterolog, Compensated Neutron Litho-Density,
Cement Bond Log.

6-12-95 BJ/Western 4784' - 4928 : 15,162 gals 2% KCl wir w/ 22,200 Ibs
16-30 mesh sand, ATR 35.1 bpm, ATP 3400 psig,

ISIP 2150 psig, 15 min 1660 psig.

PERFORATION RECORD

6-12-05 Schiumberger ~ 478487 2 SPF (38") 3ft 6 holes
4790-96' 2 SPF (.38") 6t 12 holes
4926-28' 2 SPF(.38") 21t 4 holes
6895 Schlumberger  5075-79' 4 SPF(.38") 41t 16 holes
5089-94' 4 SPF (38" 5 20 holes
5112-14' 4SPF(:38") 21t 8 holes

L Retrievable Casing Packer @ 4686' KB

1H 4784-4928' KB

77 5075'-5114' KB

PBTD @ 5734' KB

TD@ 5800 KB



ENERGY COMPANY

BALCRON OIL DiVISION

@

EQUITABLE RE&)U RCES

PROPOSED INJECTION WELL COMPLETION DIAGRAM

Elev. - 5345' GL
Elev. - 5355' KB (10' KB)

SURFACE CASING

SIZE: 8-5/8"
GRADE: J-65
WEIGHT: 24#
LENGTH: 265' (6 jts)
DEPTH LANDED: 275' KB
HOLE SIZE: 12-1/4"
CEMENT DATA: 180 sxs class "G" + 2% CCl +
1/4#isk celloflake
275'KB

PRODUCTION CASING

SIZE: 5-1/2"
GRADE: J-55
WEIGHT: 15.5#
LENGTH: 5660.72 (143 jts)
DEPTH LANDED: 5671' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 383 sxs super class "G" + (47#G + 20#Poz A +
17# CSE)/sk +3%salt + 2%gel +1/4 #/sk celloseal,
tail wf 232 sk 50-50 POZ + 2%gel + 1/4 #isk
celloseal + 2 #/sk HiSeal 2

CEMENT TOP AT: 110' KB from CBL.

TUBING RECORD

SIZE / GRADE / WEIGHT : 2-7/8", J-55 , 6.5#
SEAT NIPPLE : 2-7/8" X 1.1'
SN LANDED @ 4679' KB
RETRIEVABLE CSG PACKER
MODEL : Arrow Set-1
PACKER LANDED @ 4686' KB

PERFORATION RECORD

Balcron Monument Federal #11-7J
NW NW Sec.7, T9S, R17E
684' FNL & 447 FWL

Lease No. U-44426
Monument Butte Field
Duchesne County, Utah

DATE: 8-8-95JZ

6-12-95  Schlumberger

6-8-95  Schlumberger

- Uinta Formation @ Surface to 1400'

- Green River Formation @ 1400'- 4100

- Douglas Creek Member @ 4100'- 5350'

4784'-87' 2 SPF (.38") 3ft 6 holes
4790- 96' 2 SPF (.38") 6t 12 holes
4926'-28' 2 SPF (.38") 2ft 4 holes

5075'- 79'
5089'- 94'
5112-14

4 SPF (.38") 41t 16 holes
4 SPF (.38") 5ft 20 holes
4 SPF (.38") 2ft 8 holes

a

RETRIEVABLBE CASING PACKER @ 4686' KB

4784’ - 4928' KB

5075' - 56114' KB

- Wasatch Formation Transition @ 5350'- 6000

PBTD @ 5671' KB
D@ 5697 KB

- Wasatch Formation @ 6000'
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EQUITABLE RESOURCES

ENERGY COMPANY

+
JL BALCRON OIL DIVISION

Elev. - 6345' GL
Elev. - 5355'KB (10' KB)

Balcron Monument Federal #11-7J
NW NW Sec.7, T8S, R17E
881" FNL & 447 FWL

Lease No. U-44426
Monument Butte Field
Duchesne County, Utah

PROPOSED PLUGGING & ABANDONMENT DIAGRAM

Permanent P&A marker identifying well information

DATE: 8-8-95JZ

SURFACE CASING
SIZE: 8-5/8"
GRADE: J-55
WEIGHT: 24#
LENGTH: 265’ (6 jts) PLUG #2 SURFACE to 350 ft
DEPTH LANDED: 275'KB Perforate csg at 100 ft below
HOLE SIZE: 12-1/4" the surface csg shoe & circulate
CEMENT DATA: 160 sxs class "G" + 2% CCl + 275'KB 100 sx of Class-G Cement to surface.
114#/sk celloflake
- Uinta Formation @ Surface to 1400’
PRODUCTION CASING
SIZE: 5-1/2" - Green River Formation @ 1400'- 4100'
GRADE: J-55
WEIGHT: 15.5#
LENGTH: 5660.72 (143 jts)
DEPTH LANDED: §671' KB
HOLE SIZE: 7-7/8" PERFORATION RECORD
CEMENT DATA: 383 sxs super class "G" + (47#G + 20#Poz A +
17# CSE)/sk +3%salt + 2%gel +1/4 #/sk celloseal, 6-12-95 Schlumberger 4784-87' 2 SPF(.38") 3ft 6 holes
tail w/ 232 sk 50-50 POZ + 2%gel + 1/4 #/sk 4790'-96' 2 SPF(.38") 6t 12 holes
celioseal + 2 #/sk HiSeal 2 4926"-28' 2 8PF(.38") 2ft 4 holes
CEMENT TOP AT: 110’ KB from CBL.
6-8-95 Schlumberger 5076'-79' 4 SPF (.38") 4ft 16 holes
5089-94' 4 SPF(.38") & 20 holes
6112'-14' 4 SPF(.38") 2ft 8holes
- Douglas Creek Member @ 4100'- 5350'
PLUGGING PROCEDURE

PLUG #1 TD to 3800 ft

Enter the well w/ tbg and wash to TD. If the well is not dead,
circufate mud with sufficient weight to kill the well. Pump a
balanced cement plug using 260 sacks across the Douglas
Cresk Member of the Green River Formation from TD to at
least 300 ft above the upper most perfs. The production csg
will be perforated for two feet using 4 SPF at a point 100 ft
below the suface casing shoe. Circulation will be established
to surface and cement will be circulated to fill the production
casing and the annulus from the perforations to surface using
100 sacks class-G cement. The top of the second cement
plug will be at the surface.

260 sx of Class-G Cement

4784' - 4928' KB

5075' - 5114' KB

- Wasatch Formation Transition @ 5350'- 6000’

PBTD @ 5671'KB
TO@ 5697'KB

- Wasatch Formation @ 6000
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EQUITABLE RESOURCES
ENERGY COMPANY |

BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 [J
Billings, MT 59102 FAX: (406) 245-1361 (I

August 18, 1995

Bureau of Land Management [yE—
’ P.0. Box 45155 ,
|

324 South State Street, Suite 301 ;
Salt Lake City, Utah 84145-0155 ’ :
MG 181D

Attention: Mr. Robert Henricks
Chief, Bureau of Fluid Minerals

Re: Application for Injection Well (UIC Form I)

Dear Mr. Henricks:

Equitable Resources Energy Company, Balcron Oil Division, as operator of the Balcron Monument Federal #11-7J
well, is required to send a copy of UIC form I to all operators, owners and surface owners within a one-half mile
radius of the proposed injection well.

Attached is a copy of our Application for Injection well (UIC Form I) . The Utah Bureau of Land Management has
an interest in the federal leases situated within the confines of the Jonah Unit, as indicated on the plat that
accompanies this letter. This letter will serve as notification of our intentions to use the Balcron Monument Federal
# 11-7] as an injection well within the confines of the Jonah Unit.

Please contact the undersigned if you have any comments or questions about this notification.

Sincerely,

D

D. abeary ACPL/ESA
Senter'Landméin

Enclosure

cc: Bobbie Schuman
Jonah Unit File

1




STATE OF UTAH

DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - uIC FORM 1

Equitable Resources Energy Company,
OPERATOR Balcron 0il Division

ADDRESS __1601 lewis Avenue
Billings, MT 59102

Hell name and number: . Balcron Monument Federal #11-7J

Monument Butte Field/Jonah Unit Lease no. U-44426

Field or Unit name:

Well Tocation: QQ NW NW section 7 _ township _95 range 17E_ county Duchesne

Is this application for expansion of an existing project? . . Yes 14 No []

Will the pfoposed well be used for: Enhanced Recovery? . . Yéé bd No [1

Disposal? . . . . .. Yes [] No [X
Storage? . . . . . .. Yes [] No ¥
Is this application for a new well to be drilled? . . . . . . Yes [1 No [4

If this application is for an existing well,
has a casing test been performed on the well? . . . . .. Yes [J No [4
Date of test:
API number: _43-013-31492

Proposed injection interval: from _4784' KB to 5114' KB

Proposed maximum injection: rate __300 STBPD pressure __2000 psig

Proposed injection zone contalns k] oil, [J gas, and/or [] fresh water within %
mile of the well. ; .

IMPORTANT: Additional information as required by R615:5-2 should
accompany this form.

List of Attachments:

I certify that this report is true and complete to the best of my knowledge.
Name Bobbie Schuman Signature K

Title _Regulatory and Environmental SpecialistDate qued [0, (995
Phone No. ( 406) 259-7860 4

(State use only)

Application approved by Title
Approval Date

Comments:

(3/89)
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4 Q EQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION Office: (406) 259-7860
FAX: (406) 245-1365 [J

1601 Lewis Avenue
FAX: (406) 245-1361 I

Billings, MT 59102

August 21, 1995 Coatn AU RS

Mr. Dan Jarvis

State of Utah

Division of 0il, Gas and Mining
355 West North Temple

Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is the Affidavit of mailing notice regarding our
notice of intent to convert the Balcron Monument Federal
#11-7J to injection. This was sent to all operators,
owners, and surface owners within a one-half mile radius. A
copy of the letter is also enclosed.

Sincerely,

/)(," /‘(‘( ¢ (f(‘/tc ANl
Bobbie Schuman

Regulatory and
Environmental Specialist

/hs

Enclosure



AFFIDAVIT

COUNTY OF YELLOWSTONE )

STATE OF MONTANA )

D. Gary Kabeary, Senior Landman for Equitable Resources Energy
Company, Balcron Oil Division, being first duly sworn on oath,
deposes and says that on the 18th day of August 1995, he did cause
to be mailed to all operators, owners and surface owners within a
one-half mile radius of the proposed injection wells listed below,
a copy of the State Application for Injection Well (UIC Form 1).

Balcron Monument Federal #11-70 NWNW of 7, T9S-R17E
Duchesne County, Utah

Further affiant saith not.

Subscribed and sworn to before me on this ggéﬁ day of

C "92,{ o7, 1995.

-
My Commission Expires: (/i>f24[g21142/ézi9C34

Lynda W¥lson o
/) -18-9F Residing in Billings, MT 59105

S E AL
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FQUITABLE RESOURCES
ENERGY COMPANY MmE CRIVE

BALCRON OIL DIVISION ' rC‘ 91995 °

1601 Lewis Avenue i
Billings, MT 59102 ]

(406) 245-1365 [
(406) 245-1361 ¥4

FAX
FAX:

T OlL GAS & MINING

1(406)2597860

A
September 28, 1995

-- CERTIFIED, RETURN RECEIPT REQUESTED --

Mr. Chuck Williams (8WM-DW)

U.§. Environmental Protection Agency
Region VIII

999 - 18th Street, Suite 500

Denver, CO 80202-2466

Dear Mr. Williams:

RE: Balcron Monument Federal #11-7J 4]4 0/]_ .7/(/%2'
NW NW Section 7, T39S, R17E

Duchegne Countv, Utah

Our Application to convert the referenced well to injection
under the Jonah Unit Section 6 Waterflood EPA Area Permit
#UT2642-0000 was submitted to you August 10, 1995. That was
more than 30 days ago and to date we have not had a response
to that request.

In the past, it has taken as little as two weeks to approve
such an action under an existing permit. I would appreciate
it if you would please give us an indication of when we
might receive approval of this Application.

Thank you.

Sincerely,

é;%/ouz X Cluindin

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

cc: R.J. Firth, Utah Division of 0il, Gas and Mining
Dan Jarvis, Utah Division of 0il, Gas and Mining (UIC)
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EQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION - E @ E “ N\ L D Offie: (406) 259-7860
=

1601 Lewis Avenue FAX: (406) 245- 1365 J
9 1995

Billings, MT 59102 AX: (406) 245-1361 ]

September 28, 1995

-- CERTIFIED, RETURN RECEIPT REQUESTED --

Mr. Chuck Williams (8WM-DW)

U.S. Environmental Protection Agency
Region VIII

999 - 18th Street, Suite 500

Denver, CO 80202-2466

Dear Mr. Williams:
RE: i 2 W I i A i i

Our Application to Permit the Section 2 Waterflood was
submitted to your office July 26, 1995, with additional
information being supplied on August 3 and August 7.

I would appreciate it if you would please give us an
indication of when we might receive approval of this
Application.

Thank you.

Sincerely,

‘)

«/929[4/%( )/ Odecrr (5&4 ~

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

ce: R.J. Firth, Utah Division of 0il, Gas and Mining
Dan Jarvig, Utah Division of 0il, Gas and Mining (UIC)



\ EQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION

1601 Lewis Avenue {
Billings, MT 59102

Office: (406) 259-7860
FAX: (406) 245-1365 O
FAX: (406) 245-1361 ¥

September 28, 1995

-- CERTIFIED, RETURN RECEIPT REQUESTED --

Mr. Chuck Williams (8WM-DW)

U.8§. Environmental Protection Agency
Region VIII

999 - 18th Street, Suite 500

Denver, CO 80202-2466

Dear Mr. Williams:

RE: Balcron Monument Federal #11-7J
NW NW Section 7, T9S8, R17E
Duchesne County, Utah

Our Application to convert the referenced well to injection
under the Jonah Unit Section 6 Waterflood EPA Area Permit
#UT2642-0000 was submitted to you August 10, 1995. That was
more than 30 days ago and to date we have not had a response
to that request.

In the past, it has taken as little as two weeks to approve
such an action under an existing permit. I would appreciate
it if you would please give us an indication of when we
might receive approval of this Application.

Thank you.

Sincerely,

g/)ﬁé/m )oy Chuinan_
Bobbie Schuman

Regulatory and
Environmental Specialist

/hs

ce: R.J. Firth, Utah Division of 0il, Gas and Mining
Dan Jarvig, Utah Division of 0il, Gas and Mining (UIC)



EQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION

1601 Lewis Avenue
Billings, MT 53102

Office: (406) 259-7860
FAX: (406) 245-1365 [
FAX: (406) 245-1361

September 28, 1995

-- CERTIFIED, RETURN RECEIPT REQUESTED --

Mr. Chuck Williams (8WM-DW)

U.S. Environmental Protection Agency
Region VIII

999 - 18th Street, Suite 500

Denver, CO 80202-2466

Dear Mr. Williams:
RE: ion 2 Permi i

Our Application to Permit the Section 2 Waterflood was
gubmitted to your office July 26, 1995, with additional
information being supplied on August 3 and August 7.

I would appreciate it 1f you would please give us an
indication of when we might receive approval of this
Application.

Thank you.

Sincerely,

”n

ol cledurmar

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

cc: R.J. Firth, Utah Division of 0il, Gas and Mining
Dan Jarvis, Utah Division of 0il, Gas and Mining (UIC)
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES
STATE OF UTAH

---00000---

IN THE MATTER OF THE APPLICATION :
OF EQUITABLE RESOURCES ENERGY NOTICE OF AGENCY ACTION
COMPANY FOR ADMINISTRATIVE :
APPROVAL OF THE MONUMENT FEDERAL CAUSE NO. UIC-165
11-7J WELL LOCATED IN SECTION 7, :
TOWNSHIP 9 SOUTH, RANGE 17 EAST,
S.L.M., DUCHESNE COUNTY, UTAH, AS
A CLASS Il INJECTION WELL
---00000---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division is commencing an informal adjudicative
proceeding to consider the application of Equitable Resources Energy Company for
administrative approval of the Monument Federal 11-7J well, located in Section 7, Township
9 South, Range 17 East, Duchesne County, Utah, for conversion to a Class Il injection well.
The proceeding will be conducted in accordance with Utah Admin. R.649-10, Administrative

Procedures.

‘The interval from 4784 feet to 5114 feet (Green River Formation) will be selectively
perforated for water injection. The maximum requested injection pressure will be limited to
2000 psig with a maximum rate of 300 BWPD. '

Any person desiring to object to the application or otherwise intervene in the
proceeding, must file a written protest or notice of intervention with the Division within fifteen
days following publication of this notice. If such a protest or notice of intervention is
received, a hearing will be scheduled before the Board of Qil, Gas and Mining. Protestants
and/or intervenors should be prepared to demonstrate at the hearing how this matter affects

their interests.

DATED this 21st day of September, 1995.

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

Associate Director, Oil & Gas




kF" State of Utah

| DEPARTMENT OF NATURAL RESOURCES
P | DIVISION OF OIL, GAS AND MINING

. . 355 West North Temple
Michael O'G];f:;:;:. 3 Triad Center, Suite 350
Ted Stewart, | Salt Lake City, Utah 84180-1203
Executive Director 801-538-5340
James W. Carter J| 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD) September 21 1995
3

Newspaper Agency Corporation
Legal Advertising

Tribune Building, Front Counter
143 South Main

Salt Lake City, Utah 84111

Re: Notice of Agency Action - Cause No. UIC-165

Gentlemen:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to the
Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350, Salt Lake
City, Utah 84180-1203.

Sincerely,

o

Lisha Cordova
Administrative Analyst

Enclosure




O

Michael O. Leavitt

Governor

|
|

Ted Stewart
Executive Director

James W. Carter
Division Director

® ®
State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple

3 Triad Center, Suite 350

Salt Lake City, Utah 84180-1203
801-538-5340

801-359-3940 (Fax)

801-538-5319 (T0D) September 21, 1995

Uintah Basin Standard

268 South 200 East
Roosevelt, Utah 84066

Re: Notice of Agency Action - Cause No. UIC-165

Gentlemen:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to the
Division of Qil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350, Salt Lake
City, Utah 84180-1203.

Enclosure

Sincerely,

AR/

Lisha Cordova
Administrative Analyst




® > o

Equitable Resources Energy Company
Monument Federal 11-7J Well
Cause No. UIC-165

Publication Notices were sent to the following:

Newspaper Agency Corporation
Legal Advertising

Tribune Building, Front Counter
143 South Main

Salt Lake City, Utah 84111

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Bureau of Land Management
170 South 500 East
Vernal, Utah 84078

Equitable Resources Energy Company
P. O. Box 21017
Billings, Montana 59104

U.8. Environmental Protection Agency
Region VI

Attn. Tom Pike

999 18th Street

Denver, Colorado 80202-2466

Lisha Cordova
Administrative Analyst
September 21, 1995




DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
DECISION DOCUMENT

Applicant: _Equitable Oil Location:  Jonah Unit

Wells: Federal 11-7J

Ownership Issues: The proposed well is located in section 7, township 9 south, range
17 east, Duchesne County, Utah. Surface ownership within the 1/2 mile area is held by
the BLM and the State of Utah. The well is located on federal land. Mineral interests are
held by private individuals, the State of Utah, and the federal government. Balcron Oil
has submitted an affidavit stating that a copy of UIC form 1 was sent as notice to all
surface owners and operators within a 1/2 mile radius of each of the proposed injection
wells.

Well Integrity: The well proposed for conversion to injection has surface casing set at
275 feet, and was cemented to surface. Production casing was set at a depth of 5671
feet, and has a cement top at 110 feet, verified by a cement bond log. The interval from
4784-5114 feet (Green River Formation) will be perforated for water injection. A 2 7/8 inch
tubing with a packer will be set above the perforations for injection of water. There are
4 producing wells and 4 injection wells in the 1/2 mile area of review. All wells in the AOR
have sufficient cement behind the production string and have adequate surface casing
to prevent migration of fluid up the hole. At the time of conversion the casing will be
pressure tested. Casing/tubing annulus pressure will be monitored on a daily basis and
reported on a monthly basis thereafter. Additional casing pressure tests shall be run
every five years or whenever the tubing and packer assemblies are pulled for workover

purposes.

Ground Water Protection: The base of moderately saline water in the area of the project
is at a depth of approximately 300-500 feet. The injection well and offset producing wells
have adequate surface casing and sufficient cement on the production casing to protect
fresh water. The submitted fracture pressure for the field is .861 psi/ft resulting in a
maximum allowed surface pressure of 2000 psi. Injection pressures for each of the
injectors will be maintained below the fracture pressure so as not to initiate fractures in
the overlying strata. The confining intervals above and below the injection zone consists
of tight shales, siltstones and limestones of the Green River Formation. Water analysis
indicate that the TDS of injection zone is greater than 10,000 TDS.

Oil/Gas & Other Mineral Resources Protection: Balcron is the operator of the Jonah
Unit. A unit agreement was previously formed, correlative rights issues were addressed
before the Board of Qil, Gas and Mining when the matter was heard.
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Bonding: Balcron is the operator of all wells within the project and is bonded by the
Federal Government.

Actions Taken and Further Approvals Needed: This application is for a well in an
existing waterflood unit, previously supplied data and information along with newly
submitted data supports a decision to approve the wells for conversion to injection. A
public notice will be published in both the Salt Lake Tribune and the Uinta Basin
Standard. The applications for the injection wells are technically complete. A casing
pressure test needs to be conducted when the well is converted and a casing\tubing
pressure test run prior to injection. The casing tubing annulas needs to be pressured to
1000 psi. Following the 15 day comment period if no objections are received it is
recommended to issue both an approval to convert the well and an injection permit.
There are no special conditions or stipulations and the permit should be granted in
accordance with the conditions set forth in the application.

DJJ 09-25-95
Reviewers Date
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Ted Stewart
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State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple

3 Triad Center, Suite 350

Salt Lake City, Utah 84180-1203
801-538-5340

801-359-3940 (Fax)

801-538-5319 (TDD) October 24. 1995

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102 -

Re: Monument Federal 11-7J Well, Section 7. Township 9 South, Range 17 East,

Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining
(the "Division") issues its administrative approval for conversion of the referenced well to
a Class II injection well. Accordingly, the following stipulations shall apply for full
compliance with this approval:

1.

Compliance with all applicable requirements for the operation, maintenance
and reporting for Underground Injection Control ("UIC") Class II injection
wells pursuant to Utah Admin. Code R649-1 et seq.

Conformance with all conditions and requirements of the complete
application submitted by Equitable Resources Energy Company

("Equitable").

If you have any questions regarding this approval or the necessary requirements,
please contact Dan Jarvis at this office.

Sincerely, %
RYJ.

Associate Director

cc:  Debra G. Ehlert, Environmental Protection Agency
Bureau of Land Management, Vernal
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@ State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple
Governor 3 Triad Center, Suite 350
Ted Stewart Sait Lake City, Utah 84180-1203
Executive Director § 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

Michael O. Leavitt

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-165

Operator: Equitable Resources Energy Company
Well: Monument Federal 11-7J
Location: Section 7, Township 9 South, Range 17 East,

Duchesne County
API No.: 43-013~-31492

Well Type: Enhanced Recovery (waterflood)

gtipulations of Permit Approval

1. Approval for conversion to 1njectlon well issued on
October 24, 1995.

2. Maximum Allowable Injection Pressure: 2000 psig.
3. Maximum Allowable Injection Rate: 300 bwpd.

4, Injection Interval: 4,784 feet to 5114 feet (Green
River Formation)

Approved by: \%\/ //;/ﬂ ’ Mﬁ/‘f /ﬂ/é
R.J. F rt

Associate Director, 0il and CGas
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UNITED STATES {
DEPARTMENT OF THE INT
‘BUREAU OF LAND MANAGE ENT

Form 3160-5
(June 1990)

SUNDRY NOTICES AND REPORTS{ON

Use “APPLICATION FOR PERMIT—" for suCh p oposals

W

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31,1993

U-44426

"@ eyt ?\m‘i\a i\ C
-Do not use this form for proposals to drill or to deepen o E&\ﬂft &mggenuesewe‘fr’"“

F
\
%
E Lease Designation and Serial No.
6.

If Indian, Allottee or Tribe Name
n/a

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation

Jonah Unit

1. Type of Well
Qil Gas
Well D Well

x] omer 1NJjection
2. Name of Operator

8. Well Name and No.

Balcron Monument Fed. #11-7J

9. API Well No.

Equitable Resources Energy. Company, Balcron 0il1 Division
3. Address and Telephone No. ’

1601 Lewis Avenue; Billings, MT 59102 (406) 259-7860

43-013-31492

10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

NW NW Section 7, T9S, R17E
681' FNL, 447' FWL

Monument Butte/Green River

11. County or Parish, State

Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

D Abandonment

Recompletion

D Notice of Intent
B] Subsequent Report Plugging Back
Casing Repair

D Final Abandonment Notice Altering Casing

[]omu_arnhylpalen,nepnnis__

D Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection
D Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, includifg estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached are copies of the archaeological and paleontological reports which were

prepared for the water line for this well.

Bureau of Land Management (Vernal, UT)
Utah Division of 0i1, Gas and Mining

ORIGINAL:
COoPY:

Regulatory and
Environmental Specialist

Date/O&'&/'€4 O?% / 77 5'

14. 1 hcrebyb%-y/mal the foregojng is true and correct
Signed L//LCU ;'ﬁ LM an Title
————BOPBBIE-DCRHN

(This space for Federal or Statc' ‘ofﬁce use)

Approved by ) Title _

Date

Conditions of approval if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

of representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side



BALCRON OIL
MONUMENT BUTTE

LATERAL WATER LINE TO

BALCRON MONUMENT FEDERAL #11-7J

NWNW SECTION 11, 95, R16E,
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DUCHESNE COUNTY, UTAH

PALEONTOLOGY REPORT

- BY

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL, UTAH 84078

OCTOBER 16, 1995 . ' ‘
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RESULTS OF A PALEONTOLOGY SURVEY CN.THE LATERAL WATER LINE TO BALCRON MONUMENT
'FEDERAL 11-7J, NWNW SECTION 11, T9§k¢51qg' DUCHESNE COUNTY, UTAH. .

Description of Geology and Topography

The geological formation exposed at the surface in the study area is the
Upper Eocene Uinta Formation. Environments of deposition vary from lacustrian
to fluvial. The Uinta Formation is ranked number one on the vertebrate fossil
1ist of pa1eontologica1 sensitive strata in Utah by the State Paleontologist.
It is also listed number 15 on the invertebrate list and number 4 on the trace
fossil 1ist. More than 70 genera of fish, reptiles and mammals are known from
the Uinta Formation. The mammalian fauna from the Uinta Formation is the
basis for the designation of the Uintan_North American Land Mammal Age.

The most common vertebrate fossils from the Uinta Formation are turtles.
In some areas numerous turtles can be seen eroding out of the formation.
Because they are soO numerous, their protection is not quite as critical as
protection of fossil mammals when they are encountered in the formation.
However, the presence of turtles indicates that the environment was right for
fossilization, and quite often, fossil mammal material is found associated
with fossil turtle shells. Thereforegﬁthe-potentia1 for finding fossil mammal
bones is fairly high where there are abundant turtles. ,

. Balcron Monument Federal #11-73 is located in Castle Peak Draw
“approximately 10 miles south of Myton, Utah. Rocks in the area.are made up of
layers of mudstone and sandstone. The proposed pipeline runs northwest up out
of Castle peak Draw from 11-7J, then west to 41-12J.

Pa1eonto1§gica1 material found -

No new fossils were found during the current survey. However a fossil
site (42DC201V) was identified during the survey of the access road to well
11-7J. Originally, the road to #11-7J was moved slightly east to avoid this
site. Subsequently, it appears that a caterpillar was unloaded there and the
site was partially damaged. : '

Recommnendations

It is recommended that after the trench has been opened through this site.
that the trench and spoil pile be examined by a paleontologist for fossil

material.

A

: ‘ There is always the possibiTity of encountering significant fossil.
material when ever working in the Uinta Formation. 1f significant looking
fossil bone material js found dUhihgﬁ¢6hStruction, a paleontologist should be
‘called to evaluate it. S e Co

W— oo e 26, 1995
‘PALEONTOLOGIST DATE .




AREAS FOR EXAMINING OPEN.
S FOR FOSSILS

JONAH UNIT * e
MONUMENT BUTTE FIELD
DUCHESNE COUNTY, UTAH’

PROPOSED WATER RETURN LINES
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PALEONTOLOGY LOCALITY : State Local. No. 42 DC201V

i_ Data Sheet : Agency No. BALCRON MONUMENT BUTTE
' Temp. No  FEDERAL #11-7J
1. Type of locality . | Other
. Invertebrate Plant Vertebrate | X | Trace
2. Formation: UINTA Horizon: Lower (B) Geologic Age: Laté Eocene

3. Description of Geology and Topography: The well is located in Castle Peak Draw. The
proposed access road leaves a dry_ hole and runs south .3 mile to the proposed wellpad. Rocks in the area
are made up of layers of mudstone and sandstone. The wellipad sits on the east side on a small ridge
between this ridge and Castle Peak Wash. .

A1l rock outcrops in the area are of the Upper Eocene Uinta Formation, known for its fossil vertebrate
fauna of mammals, turtles, crocodilians, and occasional fish remains and plant impressions.

4. Location of Outcrop: 10 miles south of Myton, Utah.

5. Map Ref. | USGS Quad | Myton SE, Utah scale | 7.5 Min | Edition | 1964

SWi/4a& | of swi/4 | of | Swi/4 of Sectn 6. lT| 9s!|R| 16E Meridn SLB.
NW1/4 | of NWi/4 | of | NW1/4 of Sectn 7 ' .

6. State: UTAH County: DUCHESNE COUNTY BLM/FS District: VERNAL- DIAMOND MT.

7. Specimens'Co11ected and Field Accession No. NONE

8. Repository:

9. Specimens Observed and D'iSpOS'it'i on: Two turtle sites were found along the proposed access
road. One (A) is off the road alignment enough to be missed. The other (B) is around a small mound of
reddish sandstone and mudstone in the flat area northwest of the well Jocation. The road alignment as
staked passes through this mound.

10.0wner: | Us
Private State BLM | X | FS NPS .| IND MIL OTHR

11.Recommendations for Further Work or Mitigation:iit is recommended that the road be curved
enough to the east as it approaches the mound with turtle shell material (B) so that it will pass it.

12.Type of Map Made by Recorder:

13.Disposition of Photo Negativés:

14.Pub11‘shed‘References: Hamblin, A. H., 1992, Paleontology Report on the Monument Qutte EA Study

Area, for Mariah Associates, Laramie, Wyoming.
Hamblin, A. H.» 1994, Paleontology Report on the Monument Butte Expansion EA study area, for Mgriah

Associates, Laramie, Wyoming.
Hamblin, A. H.s 1987, Paleogeography and paleontology of the Myton Pocket, uinta Basin, yUtah . (Uinta

Formation - Upper Eocene): BYU Geology studies vol. 34, no. 1, P. 33-60.

15.Remarks:
16.Sensiti9ity: Critical Significant Important | X "Insignificant
17.Recorded by: Alden Hamblin, Date: December 10, 1994

: paleontologist
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CULTURAL RESOURCE EVALUATION

OF A PROPOSED WATER RETURN PIPELINE ROUTE
IN THE CASTLE PEAK DRAW LOCALITY

OF DUCHESNE COUNTY, UTAH

Report Prepared for Balcron Oil Division

Dept. of Interior Permit No.; UT-95-54937
AERC Project 1503 (BLCR-95-7B)

Utah State Project No.: UT-95-AF-0560b

Principal Investigator
F. Richard Hauck, Ph.D.

Author of the Report
F. Richard Hauck

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
P.O. Box 853
Bountiful, Utah 84011-0853

October 16, 1995
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ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Qil Division of
a water return pipeline route for Unit 11-7J situated on [ederally administered lands located in
the Castle Peak Draw locality of Duchesne County, Utah. This evaluation involved a total of
2.4 acres. These evaluations were conducted by F. Richard Hauck and Michael Hauck of AERC
on September 27-29, 1995.

No previously recorded significant or National Register cligible cultural resources will be
adversely affected by the proposed developments.

No newly identified prehistoric cultural resource activity loci were discovered and
recorded during the examinations.

No isolated artifacts were noted dur'mg the investigations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this report.

ii
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GENERAL INFORMATION

On September 27 through 29, 1995, AERC archaeologists F. Richard Hauck and Michael
Hauck conducted an intensive cultural resource evaluation for Balcron Oil Division of Billings
Montana. This examination involved the proposed 1100 foot-long water return pipeline route for
Unit 11-7J in the Castle Peak Draw locality south east of Myton, Utah (see Map 1). A total of
2.4 acres was examined on federal lands administered by the Vernal District of the Bureau of
Land Management, Diamond Mountain Resource Area, Vernal, Utah.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these pipeline routes requires an
archaeological evaluation in compliance with U.C.A. 9-8-404, the Federal Antiquities Act of
1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section 106 of the National
Historic Preservation Act of 1966-as amended, the National Environmental Policy Act of 1969,
the Federal Land Policy and Management Act of 1979, the Archaeological Resources Prolection
Act of 1979, the Native American Religious Freedom Act of 1978, the Historic Preservation Act
of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Project Location

The project location is in the Castle Peak Draw locality of Duchesne County, Utah. The
evaluated .2 mile-long pipeline corridor is situated on the Myton SE 7.5 minule topographic quad
(see Map 2).

Environmental Description

The project area is at the 5350 to 5450 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project localities.

The vegetation in the project area includes Chrysothamnus spp., Artemisia spp.,
Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus spp. Atriplex canescens, and a variety of
grasses.

The geblogica] associations within the project area consist of fluvial lake deposits
which correlate with the Uinta Formation which is of Tertiary age.
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PREVIOUS RESEARCH IN THE LOCALITY

File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake Cily was conducted on June 16, 1995. A similar search was
conducted in the Vernal District Office of the BLM on Scplember 28, 1995. The National
Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments.

A variety of known cultural sites are situated in the Monument Buttes / Castle Peak Draw
locality. Many of these prehistoric resources were identified and recorded by AERC during the
Mapco River Bend survey (Hauck and Norman 1980). Other sites have been located and
recorded by AERC and other archaeologists and consultants during oil and gas exploration
inventories (cf. Fike and Phillips 1984, Hauck and Weder 1989, Hauck and Hadden 1993, 1994).

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 -- 1100)
Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude in the
Historic-Modern period which was initiated with the incursion of the Euro-American trappers,
explorers, and settlers. Basically, each cultural stage -- with the exception of the Late Prehistoric
hunting and gathering Shoshonean bands -- fealures a more complex life-way and social order
than occurred during the earlier stage of development (Hauck 1991:53). For a more
comprehensive treatment of the prehistory and history of this region see Archaeological
Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Project Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource siles having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenient pastures for the Ute

4
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horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
rangeland environment but is common within the Green River and White River canyons and their
primary tributary canyons.

Site density in certain portions of the region appears o range from one to six sites per
section. These densities increase in the canyon botloms due to Ute rock art loci. Recent
evaluations indicate that the site densities may reach 8 to 12 sites per section in certain localities
on the upper benches which were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associated with water
courses and aeolian deposits. o

FIELD EVALUATIONS

Methodology

Intensive evaluations consisted of the archaeologist walking a series of 10 to 20 meter-
wide transects associated with the flagged pipeline corridor examined to a 100’ or 30 meter width.

Observation of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activity locus). The analysis of each specific cultural site results in
its subsequently being sketched, photographed, and appropriately recorded on standard IMACS
forms. Cultural sites are then evaluated for significance utilizing the standards described below
and mitigation recommendations are considered as a means of preserving significant resources
which may be situated within the development zone.

Site Significance Criteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of significance in American ... archaeology ... and culture is
present in ... sites ... that possess integrity of location, design, setting, materials,
workmanship, feeling, and association and:

a. That are associated with events that have made a significant contribution to the
broad patterns of our history; or

b. that are associated with the lives of persons significant in our past; or

c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or

d. that have yielded, or may be likely to yield, information important in prehistory
or history.



In addition to salisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's cultural significance, the site must possess integrity and at

least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.

Results of the Inventory

No newly identified prehistoric cultural resource activily loci were observed and recorded
during the archaeological evaluation.

No previously identified and recorded significant or National Register sites were noted
during the survey; Balcron's proposed development of the water return pipeline for Unit 11-7J
will not have any adverse effect on existing known cultural resources situated in this locality.

No diagnostic or non-diagnostic isolated artifacts were observed or recorded during the
evaluation.

CONCLUSION AND RECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of Balcron's water return pipeline for Unit 11-7J as identified in this
report. :

AERC recommends that a cultural resource clearance be granted to Balcron Oil Division
relative to the development of this proposed water return pipeline based upon adherence 10 the
following stipulations: :

1. all vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or otherwise
alter the location of the exploration area.

&/\@J@m =

F. Richard Hauck, Ph.D.
President and Principal Investigator
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Research Corporation, Bountiful.

Cultural Resource Evaluation of a Pipeline Corridor Situated in the Castle Peak
Draw Locality of Duchesne County, Utah. Report prepared for Balcron Oil
Company, BLCR-93-3, Archeological-Environmental Research Corporation,
Bountiful.

Hauck, F. Ri_chard and Glade V Hadden

1993a

Cultural Resource Evaluation of Seven Proposed Well Locations in the Monument
Buttes Locality of Duchesne County, Utah. Report prepared for Balcron Oil
Company, BLCR-93-4, Archaeological-Environmental Research Corporation,
Bountiful.

1993b Cultural Resource Evaluation of Four Proposed Well Locations in the Monument

Buttes Locality of Duchesne County, Utah. Report prepared for Balcron Oil
Company, BLCR-93-5, Archaeological-Environmental Research Corporation,
Bountiful.



1993¢

1993d

1993¢

1994a

1994b

1994¢

1994d

1994¢

1994f

Cultural Resource Evaluation of Eight Proposed Well Locations in the Monument
Buttes Locality of Duchesne County, Utah. Report prepared for Balcron Oil
Company, BLCR-93-9, Archaeological-Environmental Research Corporation,
Bountiful.

Cultural Resource Evaluation of Four Proposed Well Locations in the Monument
Buttes and Pleasant Valley Localities of Duchesne and Uintah Counties, Ulah.
Report prepared for Balcron Oil Company, BLCR-93-10, Archaeological-
Environmental Research Corporation, Bountiful.

Cultural Resource Evaluation of Seven Proposed Wells in the Monument Buttes
and Pleasant Valley Localities of Duchesne and Uintah Counties, Utah. Report
prepared for Balcron Oil Company, BLCR-93-11, Archacological-Environmental
Research Corporation, Bountiful.

Cultural Resource Evaluation of Eight Proposed Wells in the Pleasant Valley
Locality of Uintah County, Utah. Report prepared for Balcron Oil Company,
BLCR-94-3 Archaeological—Environmental Research Corporation, Bountiful.

Cultural Resource Evaluation of Proposed Waler Injection Line Lateral Segments
in the Monument Buttes Locality of Duchesne County, Utah. Report prepared for
Balcron Oil Company, BLCR-94-4, Archacological-Environmental Research
Corporation, Bountiful.

Cultural Resource Evaluation of Proposed Well Locations and Access Roules in
the Parietic Draw - Castle Peak Draw - Eight Mile Flat Localities of Duchesne
and Uintah Counties, Utah. Report prepared for Balcron Oil Company, BLCR-94-
9, Archacological-Environmental Research Corporation, Bountiful.

Cultural Resource Evaluation of Proposed Well Locations and Access Routes in
the Castle Peak Draw and Eight Mile Flat Localities of Duchesne and Uintah
Counties, Utah. Report Prepared for Balcron Oil Company, BLCR-94-10,
Archaeological-Environmental Research Corporation, Bountiful.

Cultural Resource Evaluation of Two Proposed Balcron Monument State Well
Locations and Access Routes in the Castle Peak Draw Locality of Uintah County,
Utah. Report Prepared for Balcron 0il Company, BLCR-94-10b, Archaeological-
Environmental Research Corporation, Bountiful.

Cultural Resource Evaluation of Proposed Well Locations and Access Routes in
the Monument Buttes and Pleasant Valley Localities of Duchesne and Uintah
Counties, Utah. Report Prepared for Balcron Oil Company, BLCR-94-11,
Archaeological-Environmental Research Corporation, Bountiful.
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Hauck, F. Richard and Norman, V. Garth

1980 Final Report on the Mapco River Bend Cultural Mitigation Study. AERC Paper
No. 18, of the Archeological-Environmental Research Corporation, Bountiful.

Hauck, F. Richard and Dennis Weder
1989 Pariette Overlook -- A Paleo-Indian Quarry Site in the Pariette Draw Locality of

Uintah County, Utah. AERC Paper No. 42, of the Archeological-Environmental
Research Corporation, Bountiful. -

Stokes, W. L.

1977 Physiographic Subdivisions of Utah. Map 43, Utah Geological and Mineral
Survey, Salt Lake.
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UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

Form 3160-5
(June 1990)

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to driif or to deepen or reentry to a different reservolir.
Use “APPLICATION FOR PERMIT—" for such proposals

FORM APPROVED
Budget Burcau No. 1004-0135
Expires: March 31,1993
5. Lease Designation and Serial No.

U-44426

6. If Indian, Allottee or Tribe Name
n/a

SUBMIT IN TRIPLICATE

7. H Unit or CA, Agreemcnt Designation

Jonah Unit

. Type of Well

Oil Gas . .
wei [ Jwear X omer Injection

8. Well Name and No.

2. Name of Operator

Equitable Resources Energy Company, Balcron 0il Division

Morument Fed, #11-7J

3. Address and Telephone No.

1601 Lewis Avenue, Billings,MT 59102 (406) 259-7860

9. API Weli No.

43-013-31492

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)
NW NW Section 7, T9S, RL7E
681" FNL & 447' FWL

10. Field and Pool, or Exploratory Area

Mximent Butte/Green River

11, Couniy o Parish, Suate

Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

D Abandonment

Recompietion

D Notice of Intent

@ Subsequent Report Plugging Back

Casing Repair
D Final Abandonment Notice Altering Casing

X ome: Started Injection

D Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection

Dispose Water
{Note: Reportresults of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Operator started injecting water into this well at an injection rate of 130 barrels of

water per day at 10:00 a.m. 2-26-96.

14. I hereby certify that the foregging is true and correct

Signed W\O LLK/‘/ kC)/Y\/\/CK, Title Operations Secretary Date 3-1-96
il

(This space for Federal o State office usc) ’

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side



Form 3160-5 UNITED STATES FORM APPROVED
J 1990 Budget Bu No. 1004-0135
(June 1950) DEPARTMENT OF THE INTERIOR Expires: March 31, 1993
BUREAU OF LAND MANAGEMENT 5. Leasc Designation and Serial No.
U-44426

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use “APPLICATION FOR PERMIT—" for such proposals

6. If Indian, Allottee or Tribe Name

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE Jonah Unit

1. Type of Well
%l” D g,:s“ Other Injection 8. Well Name and No.
2. Name of Operator Mounent Fed. #1-7J
Equitable Resources Energy Company, Balcron 0il Division 9. APl Well No.
3. Address and Telephone No. 43—013"31492
1601 Lewis Avenue, Bllllngs ,MT 59102 (406) 259"‘7860 10. Field and Pool, or Explotatory Area
4. Location of Well (Footage. Scc., T., R.. M., or Survey Description) Maaament Butte/Gteen River
NW NW Section 7, T9S, R17E 11. County or Parish, State

681" FNL & 447' FWL

Duchesre Canty, Utah

12, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment [:] Change of Plans
1 D Recompletion New Construction
[E Subsequent Report Plugging Back D Non-Routine Fracturing
Casing Repair D Water Shut-Off
D Final Abandonment Notice Altering Casing D Conversion to Injection
omer_Started Injection (] Dispose water
(Note: Reportresults of multiple completionon Well
Completion or Recompletion Repert and Log form,)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurf{ace locations and measured end true vertical depths for all markers and zones pertinent to this work.)*

Operator started injecting water into this well at an injection rate of 130 barrels of
water per day at 10:00 a.m. 2-26-96.

14. I hereby certify that the foregaing is true and correct

Signed Moty O@Y\A/C\, e __Operations Secretary pae __3=1-96

(This space for Federal ot State office usc)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.5.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departnent or agency of the United States any falsc, fictitious or fraudulent statements
or representations as 10 any matter within its jurisdiction.

*See Instruction on Raverse Side
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ENERGY COMPANY ;

BALCRON OIL DIVISION . Ty e —
1601 Lewis Avenue T e P 365 []
Billings, MT 59102 FAX: (406) 245-1361 [

March 1, 1996

Bureau of Land Management
Vernal District Office

170 Soutb 500 East

Vernal, UT 84078

Gentlemen:

RE:  Balcron Monument Federal #11-7]
NW NW Section 7, T9S, R17E
Duchesne County, Utah

Enclosed is our sundry reporting that Equitable Resources Energy Company,
Balcron Oil Division started injecting water into this well on 2-26-96. I have
also included a copy of the Well Rework Record and MIT that was submitted to
the Environmental Protection Agency.

Please feel free to contact me if you require any additional information.

Sincerely,

o LMA;C@«M&
Molly Conrrad
Operations Secretary

/mce
Enclosures

cc:  Utah Division of Oil, Gas, & Mining
Bobbie Schuman



S ogepee v e Crreae sl .

" ' ’ UNITED STATES ENVIRONMENTAL PROTECTION AGEN e
o’ WASHINGTON, DC 20460 ‘
Y EPA * . WELL REWORK RECORD
‘| NAME AND ADDRESS OF PERMITTEE . T NAME AND ADDRESS OF CONTRACTQR
Eairi Yable. Resources Ef\erv)j o Pamy larnn o e\\ Sesruvtce
Bl Ol D‘\)\Lz_\o'\ -_ o B \3395 ' " '
\goy Leuis fc{rMsmo'a_ Vemal | Utah  g4078.
' STATE COUNTY PERMIT NUMBER
IOCAEWELMDOUIEWITON  yta\y | Duchesne. Coumdy  |[VT2e42- oo
SURFACE LOCATION DESCRIPTION
N_ - NW %0oF NW woF v SECTION 7] TOWNSHP @ © nance \1 €
jl( i E } } l LOCATE WELL IN TWO DIRECTIONS FROM NEAREST LINES OF QUARTER SECTION AND DRILLING UNIT
. i ! i : X Surface
I I l ' I l l Locationéi\ﬂ. from (N/S) _.N_Une of quarter section
I ! } N l ! I andﬁ ft. from {E/W] _W_Llne of quarter section , .
=T =" WELL ACTIVITY Total Depth Before Rework TYPE OF PERMIT
e |1 |1 .| Dprine Disposal 61\ ¥& Dl
! ! ! | I Enhanced Recovery Total Depth After Rework Area
. _ [J Hydrocarbon Storage P ) Number of Wells
R kst Ser 21
! Vol ' Pt Lease Name Date Rewnrk Commenced Waeli Number
| | B ‘ b-1- 45 X
P 11 I X - Bolcam Monurmens
:foM\f\ Ui Date Rework Completed # i :
T T G\ S Federn\ * W\ -TS
WELL CASING RECORD — BEFORE REWORK
Casing Cemant . Perforgtions Acid or Fracture
Size Depth Sacks Type From To Treatment Record
T : "
% %8 219 WP | Yoo |dass-G | 4184 4781 |4184-4928 Fral wl 15,162, qalg]
g " 1t W& | 383 lclase- 4190 419G |aed KC) win & 22 200 \bg
232 140-60 PoZ|] 442.( 4922 1\6-20 mesh  samd .
2019 9019 5015 - 5114 Fral w/ 12,684 g\d
q089 5094 lag) Kol Wi & 21,660 e
' 5112, G4 (\o-30 wmesW Samd,
WELL CASING RECORD — AFTER REWORK (/ndicate Additions and Changes Only)
Casing © Cement Perforations Acid or Fracture
Size Depth Sacks Type From To Treatment Record
DESCRIBE REWORK OPERATIONS IN DETAIL WIRE LINE LOGS, LIST EACH TYPE
USE ADDITIONAL SHEETS IF NECESSABY Log Types Logged Intarvals
(ewrolete ndicated Zones set Ascow! Duwal \.o.'\'u-o\ocx TO Yo Susrfmee
- a ! Neouteom ' .
ide we W a Litho - Dws'rhg
Nana 94 coa- 2383 PRR £lwid d _Loa
Mixed W/ 19 T8 2% Wel W ofer.
CERTIFICATION .
| certify under the penalty of law that | have personally examined and am familiar with the mformauan
submitted in this document and all attachments and that, based on my inquiry of those individuals
immediately responsible for obtaining the information, | believe that the information is true, accurate,
and complete. | am aware that there are significant penalties for submitting false /nformat/on including
the possibility of fine and lmpnsonment {Ref. 40 CFR 144.32).
NAME AND OFFICIAL TI{LE\(\IiIsasc type or print} SIGNATURE A DATE SIGNED
o Zel\\i ) _
Seato ™ Sroduwction E‘“S‘m"‘r 2-26-16

EPA Form 7620-12 (2-84)




EQuiTABLE MESOURCES é
ENERGY COMPANY

@

BALCRON OIL DIVISION
WELL NAME: Balcron Monument Federal #11-7J DATE: 8-8-95 JZ
FIELD: Monument Bulle ‘
FEDERAL LEASE NO.: U-44426 APINO.: 43-013-31492

LOCATION: NW NW Sec.7, T8S, R17E
681' FNL & 447' FWL
COUNTY/STATE: Duchesne County, Utah

WORKING INTEREST: 0.805079508 NET REVENUE INTEREST: 0.73831617 Oll
PRODUCING FORMATION: Green River 0.66359285 Gas
COMPLETION DATE: 6-14-95 OIL GRAVITY: 34 deg
INITIAL PRODUCTION: Not Tested SPUD DATE: 5-24-95

PRESENT PROD STATUS: Wailing Converslon To Injection.

WATER INJECTION RATE:

ELEVATIONS - GROUND: 5345' KB: 5355 (10' KB)
TOTAL DEPTH: 5697' KB PLUG BACK TD: 5671' KB
SURFACE CASING PRODUCTION CASING
SIZE: B-5/8" : SIZE: 5-1/2"
GRADE: J-55 GRADE: J-55
WEIGHT: 24# - WEIGHT: 15.5#
LENGTH: 265' (6 Jts) ‘ LENGTH: 5660.72 (143 Jis)
DEPTH LANDED: 275' KB DEPTH LANDED: 5671' KB
HOLE SIZE: 12-1/4* HOLE SIZE: 7-7/8"
CEMENT DATA: 160 sxs class "G" + 2% CCl + CEMENT DATA: 383 sxs super class "G" + (47#G + 20#Poz A +
1/4#/sk celloflake 17# CSE)/sk +3%sall + 2%gel +1/4 #/sk celloseal,

tall w/ 232 sk 50-50 POZ + 2%gel + 1/4 #isk
celloseal + 2 #/sk HiSeal 2
CEMENT TOP AT: 110' KB from CBL.

TUBING RECORD PERFORATION RECORD
Length Setling Depth
4 : . wi 10'KB 6-12-95  Schlumberger 4784- 87" 2 SPF (.38") 31t 6 holes
149 nls 2 7/8", 4-55. 6.5# Tublng 4668.33" 4678.3% 4790-96' 2 SPF(.38") 61t 12 holes
2 7/8":Sealing Nipple 1.10' 4679.43' 4926-28' 2 SPF (.38") 2ft 4 holes
23/8'x 2 7/8" Cross Over 0.75' 4660.18'
Arrow Sel-1 Packer 8200 - 4688.38 6-8-95  Schlumberger 5076-79' 4 SPF (.38") 41t 16 holes
5089'-94' 4 SPF (.38") 51t 20 holes
Total Siring Length: 4676.38' §112-14' 4 SPF(.38") 21t 8 holes
Packer Landed: 4686.38' KB .
ACID JOB / BREAKDOWN JOB
Arrow Set-1 Packer sel w/13" tenslon on 6-14-95,
) ) 6-8-95 BJ/Weslern 5075 5114': 2982 gals 2% KCI wir w/ 100 balls,
Packer Fluld : 55 gals Champlon chmn-zaasf mixed w/ 75 STB 2 % KCl water, ATR 4.0 bpm, ATP 2600 pslg, 1SIP 1850 psig,
SN@27/8"x2.25"ID : 6-12-95 BJWestern 4784'- 4796': 2058 gals 2% KCI wir w/ 2 balls/bh!,
ATR 4.5 bpm, ATP 2200 psig, ISIP 1350 psig.
! 6-12-85 BJ/VWeslern 4926'- 4928': 1596 gals 2% KCl wir w/ 2 balls/bb],
ATR 3.1 bpm, ATP 4000 psig, ISIP 1850 psig.
FRAC JOB

Logs: Dual Laterolog, Compensated Neutron Litho-Density,
Cement Bond Log. 6-8-95 BJ/Waestern 5075' - 5114' : 12,684 gals 2% KClwtr w/ 27,660 Ibs
: 16-30 mesh sand, ATR 34.5 bpm, ATP 2400 pslg,
ISIP 2300 psig, 15 min 2060 psig.

6-12-95 BJ/Western 4784 - 4828' : 15,162 gals 2% KCl wir w/ 22,200 lbs
16-30 mesh sand, ATR 35.1 bpm, ATP 3400 psig,
ISIP 2150 pslg, 15 min 1660 pslg.



ENERGY COMPANY

| %Ll‘l' cQuTABLE RBOURCES

Balcron Monument Federal #11-7J
881" FNL & 447" FWL

NW NW Sec.7, T9S, R17TE
Lease No. U-44426

Monument Butte Fleld
BALCRON OIL DIVISION Duchasne County, Utah
Elov. - 5345' GL
Elev, - 5355' KB WELLBORE DIAGRAM
DATE: 8-8-95JZ
SURFACE CASING ACID JOB | BREAKDOWN JoB
SIZE: 8-6/8" 6-8-95 BJ/Western 5075"- 5114' 1 2982 gals 2% KCI wir w/ 100 balls,
GRADE: J-55 ATR 4.0 bpm, ATP 2600 pslg, ISIP 1850 psig.
WEIGHT: 24# .
LENGTH: 265' (6 Jts) 6-12-95 BJ/Western 4784'- 4796' © 2058 gals 2% KCI wir w/ 2 balls/bbl,
DEPTH LANDED: 275" KB ATR 4.5 bpm, ATP 2200 pslg, I1SIP 1350 psig.
HOLE SIZE: 12-1/4"
CEMENT DATA: 160 sxs class "G" + 2% CCl + 6-12-95 BJWeslern 4926'- 49208': 1596 gals 2% KCI wir w/ 2 balls/bb,
1/4#isk cellofiake ATR 3,1 bpm, ATP 4000 psig, ISIP 1950 psig.
[ 275" KB
. i FRAC JOB
propucTioN CASING :
— 6-8-95 BJ/Westem 5075 - 5114' 1 12,684 gals 2% KCl wir wf 27,660 Ibs
% S1ZE: §-112" 16-30 mesh sand, ATR 34,5 bpm, ATP 2400 psig,
P GRADE: J-85 1SIP 2300 psig, 15 min 2060 pslg.
1 WEIGHT: 15.5#

LENGTH: §660.72 (143 jls)
DEPTH LANDED: §671' KB

. HOLE SIZE: 7-7/8"

' CEMENT DATA: 383 sxs super class "G" + (47#G + 20#Poz A +
17# CSE)/sk +3%salt + 2%gel +1/4 #/sk celloseal,
tall wl 232 ek 50-50 POZ + 2%gel + 1/4 #isk
colloseal + 2 #/sk HiSeal 2

CEMENT TOP AT: 110’ KB from CBL.

TUBING RECORD
Length Selling Depth
wi 10' KB
149 nls 2 718", J-55, 6.5# Tbg 4668.33' 4676.33'
27/8" Sealing Nipple 110 4679.43'
23/8'x 2 7/8" Cross Over 0.76' 4660.18'
Arrow Set-1 Packer 6.20' 4606.36'

Tolal String Length: 4676.38'
Packer Landed; 4686.38' KB

Asrow Set-1 Packer set w/13" lension on 6-14-85.

Packer Fluld : 65 gals Champlon Corlron-2383 mixed
wil 75 STB 2 % KCl waler,

SN@27/8"x2.25"1D

Logs: Dual Lalerolog, Compensated Neulron Litho-Density,
Cement Bond Log.

6-12-85 BJ/Weslern '4784' - 4928': 15,162 gals 2% KCi wir wi 22,200 Ibs
16-30 mesh sand, ATR 35.1 bpm, ATP 3400 psig,

ISIP 2150 psig, 15 min 1660 psig.

PERFORATION RECORD

6-12-85  Schlumberger 4704'-87' 2 SPF (.38") 31l 6 holes
4790'- 96" 2 SPF (368" 61t 12 holes
4926'-28' 2 SPF (.38") 2t 4 holes

6-8-95  Schlumberger §075'-79' 4 SPF (.38") 41t 16 holes
5089'-94' 4 SPF (.38") 6ft 20 holes
5112'-14' 4 SPF (38" 21l 8B holes

J - Relrievable Casing Packer @ 4686' KB

i ATB4- 4928 KB

Y B075-6114' KB

PBTD @ 6734' KB
TO@ 5600'KB



. . 7 iy
est Date: c;/ 93, FE  Well Owner/Operator: _EQQLM SoUACE S EAEHGY

Disposal Well:

API No.: 43- 0/3-3/% 92 Well Name/Number: /JWMumENT F b 4( #// - 77
Township: __() 9\3 Range: /7

Section: 7

Initial Conditions:

Tubing - Rate:

» -

STATE OF UTAH
Division of Oil, Gas and Mining
355 West North Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

INJECTION WELL - PRESSURE TEST

Enhanced Recovery Well: U /W CGiher:

ﬁg—' Pressure: Yoo /? Ly psi

Casing/Tubing Annulus - Pressure: O psi

Conditions During Test:

Time (Minutes)

0

5
10
15
20
25
30

Results: Pass/Fail

Conditions After Test:

Tubing Pressure:

Annulus Pressure
—

o

a3 —L ;_f;
L 0

S Y00 £ST
/00 o0 3T
(000 PST yo O LsE

/000 psi

Casing/Tubing Annulus Pressure: yod psi

REMARKS:

Mo Leak OFF.

7:‘:75,0 Fom 20 Am UvT7C /‘/aa,d /

A TnaeA)

perator\Reﬁresentative

/]
Yo 2

DOGM Witness



Page No. 4
03/07/96

OPERATOR
Y 2 I LR 2 R
CROSS CREEK
CROSS CREEK
ENSERCH EXPL
ENSERCH EXPL
ENSERCH EXPL
ENSERCH EXPL
ENSERCH EXPL
ENSERCH EXPL
ENSERCH EXPL
ENSERCH
ENSERCH
ENSERCH
ENSERCH
ENSERCH
ENSERCH
ENSERCH
ENSERCH

EXPL
EXPL
EXPL
EXPL
EXPL
EXPL
EXPL

ENSERCH ' EXPLs

ENSERCH EXPL
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE

FovrraeLE

EXPL .

API NO.
kkkkhkhkkkkhkkkk
43-037-20117
43-037-20164
43-013-31240
43-013-31269
43-013-31229
43-013-31225
43-013-31272
43-013-30670
43-013-31205
43-047-32248
43-013-30913
43-013-30678
43-013-31457
43-013-30679
43-013-31049

1 43-013-30682

43-013-30887
43-013-31108
43-013-30656
43-013-31362
43-013-31361
43-013-31363
43-013-31364
43-013-30919
43-013-15779
43-013-30918
43-047-15681
43-013-31404
43-013-31415
43-013-30702
43-013-30735
43-013-30701
43-013-31384
43-013-31416
43-013-31002
43-013-31369
43-013-31417
43-013-31386
43-013-31003
43-013-31374
43-013-31410
43-013-31411
43-013-30742
43-013-31419
43-013-31408

43-013-31421"

43-013-31367
43-013-31373
43-013-31368
43-013-31375
43-013-31370
43-013-31195
43-013-31405

Y3.013-314 49

STATE OF UTAH
INVENTORY OF INJECTION WELLS

WELL
kkkkhkhhhkhkhkhkk
NAVAJO A #1
NAVAJO A #3
FEDERAL 43-3
FEDERAL 34-3
FEDERAL 14-3
FEDERAL 14-3
FEDERAL 21-4
FEDERAL 32-5
FEDERAL 41-5
1-26B
44-5H
42-8H
22-8H
31-8H
22-9H
24-9H
11-9H
33-9H
13-9H
FEDERAL
FEDERAL
FEDERAL
FEDERAL
FEDERAL
FEDERAL 1-6
FEDERAL 13-6
PARIETTE BEN
42-1J

44-1J
FEDERAL 1-13
FEDERAL 1-33
1-24

22-5

34-10J
43-11J
23-11J
12-11J
32-11J
FEDERAL 34-1
14-11J
12-12J
14-12J7

GOVT C&0 #4
32-12J
41-14J
21-14J
41-15J3
23-15J
32-15J

24-5

FEDERAL 13-5
ALLEN FEDERA
31-7J

I1-79

11-6
33-6
24-6
42-6
22-6

TNS
* k%
418
418
08S
08s
08s
08s
09s
09s
09Ss
09s
09s
09s
098
09s
09s
09s
09s
09s
09s
09s
098
09s
09s
09s
09s
09s
09s
09s
09s
09s
09s
09s
09S
09s
09s
098
09s
09s
09s
09s
09s
089S
09s
09S
09s
09s
09s
098
098
09s
09s
09s
09s

9s

RGE
* %k
26E
26E

"16E

16E
16E
16E
16E
16E
16E
19E
17E
17E
17E
17E
17E
17E
17E
17E
17E
17E
17E
17E
17E
17E
17E
17E
19E
16E
16E
16E
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’J Q FQUIABERESOURCES ' 4% |
ENERGY COMPANY e

BALCRON OIL DIVISION T e oo Office: (406) 259-7860

1601 Lewis Avenue ' FAX: (406) 245-1365 [
Bilings, MT 59102 FAX: (406) 245-1361 Y1

B
w

April 1, 1996

Mr. Dan Jarvis

utal Division of 0il, Gas and Mining
UIC Program

355 West North Temple

Salt Lake City, UT 84180

Dear Dan:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron 0il Division to Equitable Resources Energy
Company. Attached is a 1listing of permits which we have with your
Agency. This change will apply to those. If you note that I have
missed some or if you have any questions, please do not hesitate to give
me a call at (406) 259-7860, extension 240 to discuss this.

This change affects opnly our company name. The physical locations of
our offices and the personnel remain the same.

If you have any questions, please do not hesitate to give me a call.
| Sincerely,

1 v,é/#d ,\%/&MM n

Bobbie Schuman
Regulatory and
‘ Environmental Specialist

/hs

! Enclosures
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’JJ[% FQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION )
DI Office: (406) 259-7860

1601 Lewis Avenue » FAX:  (406) 245-1365 [

Bilings, MT 59102 FAX: (406) 245-1361 Bl

March 22, 1996

Utah Division of 0il, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Cowpany, Balcron 0il Division to Equitéble Resources Energy
Company . Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of 0il and

- Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our:.company name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.
Sincerely,

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

Enclosures



UTAH - ALL

lBalcron Coyote Fed. #42-6X Coyote Basin SE NE 6| 88 | 25E |Uintah Ut Josi Green River U-017439-8 43-047-32346 11987 FNL, 682' FEL  {Vemal |Coyote Basin
LBaleron Coyote Fed. #44-6 Coyote Basin SE SE 6 8S 25E {Uintah UT |PND Green River U-0174398 43-047-32421 |560' FSL, 760" FEL Vemal |Coyote Basin
lBalemn Federal #12-20Y 8 Mile Flat N. SWNwW 20 9S 18E |Uintah UT |oil Green River U-64917 43-047-32617 [1980° FNL, 660' FWL  [Vemal

IBa]aon Federal #12-22Y 8 Mile Flat N. SWANW 22| 88 17E jDuchense Ut |Oil Green River U-66191 43-013-31476 j2105' FNL, 660' FWL Vemal/Priv.sfc.
IBak:ron Federal #21-13Y Monument Butte NE NW 13) 98 16E ]Duchesne Ut |Oil Green River U-64805 43-013-31400 |703'FNL, 1831' FWL.  |{Vemat

Balcron Federal #21-25Y M Butte NE NW 25| 9S | 16E (Duchesne ut |oi Green River U-64380 43-013-31994 [500' FNL, 1980' FWL  [Vemal

Balcron Federal #21-9Y |Monument Butte NE NW 9| 88 16E |Duchesne Ut |Oil Green River U-65207 43-013-31396 |476' FNL, 2051' FWL Vernal

Balcron Federal #22-10Y Monument Butte SE NW 10 9s 17E |Duchesne UT [Oif Green River U-65210 43-013-31395 |1980° FNL, 1980' FWL |Vemal

Balcron Federal #24-3Y Monument Butte SE SW 31 98 17E |Duchesne Ut |0l Green River U-64381 43-013-31397 |562' FSL, 1887 FWL  |Vemal ﬁ{
|Baicron Federal #31-14Y Undesignated NW NE 141 88 19E |Vintah JUT |PND WASATCH U-66193 500° FNL, 2740' FWL Vernal/Priv.sfc.
|Balcron Federal #31-19Y 8 Mile Flat N. NW NE 19) 9s 18E |Duchesne Ut |oil Green River U-65635 43-047-32614 |660' FNL, 1880° FEL Vernal

Balcron Federal #31-5Y 8 Mile Flat N. NW NE 5| 8 18E |Uintah uT |oit Green River U-65970 43-047-32503 [660' FNL, 1980’ FEL Vernal

Balcron Federal #32-19Y 8 Mile Flat N. SWNE 19| 9S 18E [Uintah UT |Oil Green River U-65635 43-047-32615 |1980' FNL, 1980' FEL  {Vernal

. Baicron Federal #41-19Y IMonument Butte NE NE 19| 98 | 17E |Duchesne Ut |oi Green River U-65967 43-047-32504 [660' FSL, 660' FEL  [Vemnal

Baicron Federal #41-21Y Monument Butte NE NE 21| 8S 16E |Duchesne uT |oil Green River U-64379 43-013-31392 970" FNL., 894' FEL 'Vernal

Balcron Fedaral #42-19Y 8 Mile Flat N, SE NE 19| 9S 18E |Uintah UT |Oil Green River U-65635 43-047-32616 ]2100' FNL, 500" FEL Vernal

Balcron Federal #44-14Y Monument Butte SE SE 14| 9S 17E |Uintah Ut |oil Green River U-64806 43-047-32438 |1008' FSL, 832' FEL Vernal

Balcron Federal #44-4Y 8 Mile Flat N. SE SE 4| 9S 17E |Duchesne UT |Oil Green River U-65635 43-013-31452 |660' FNL, 660' FEL Vernal

Balcron Monument Fed. #11-10-9-17Y NW NW 10| 8S | 17E |Duchesne UT . [PND Green River Vemal

Balcron Monument Fed. #11-20-9-18Y  [Monument Butte NW NW 20| 9S 18E |Uintah uT [OIL Green River U-64917 43-047-32712 |500" FNI, 500° FWL Vemal

|Balcron Monument Fed. #11-22-8-17Y Monument Butte NWNW 22| 8S 17E |Duchesne utr ol Green River U-66191 43-013-31539 635’ FNL, 658 FWL Vermal

Baicron Monument Fed. #11-25 Monument Butte NW NW 25 88 17E |Uintah uT |oil Green River U-67845 43-047-32455 [739' FNL, 648' FWL Vemal

Balcron Monument Fed. #11-6 Monument Butte NW NW 6| 9S 17E |[Duchesne Ut jwiw Green River U-020252-A 43-013-31362 |804' FNL, 696' FWL Vemal {Jonah
Balcron Monument Fed. #11-74 Monument Butte NW NW 7! 88 17E |[Duchesne UT [COMPL-WIW |Green River U-44426 43-013-31492 |681' FNL, 447 FWL Vemal |Jonah
Balcron Monument Fed. #12-10-9-17Y  [Monument Butte SWNW 10| ¢S 17E [Duchesne uT |compL Green River U-65210 43-013-31536 [1994' FNL, 618' FWL  |Vemal
|Balcron Monument Fed. #12-11J Monument Butte SWNW 11| 9S 16E [Duchesne UT jwiw Green River U-096550 43-013-31417 [2128' FNL, 689' FWL Vemal {Jonah
Balcron Monument Fed. #12-12J |Monument Butte SWNW 127 ¢S 16E |Duchesne UT |wiw Green River U-096550 43-013-31410 (739" FNL, 648" FWL Vemal |Jonah
Igalcron Monument Fed. #12-14J [Monument Butte SWANW 14 95 | 16E |Duchesne UT |PND Green River U-096547 43-013-31488 |2004' FNL, 658' FWL  |Vemal [Jonah
Balcron Monument Fed. #12-17 Monument Butte SWNwW 17| 8s 17E |Duchesne UT |Oil Green River UTU-72106 43-013-31431 ]1980' FNL, 660' FWL  [Vernal Beluga
[Balcron Monument Fed. #12-25 Undesignated SWNW 25| 8s 17E |Uintah ut 10il Green River U-67845 43-047-32526 |1486' FNL, 875.7' FWL |Vemnal

Balcron Monument Fed. #12-7J Monument Butte SWNW 7| 98 17E |Duchesne Ut |Oil Green River U-44426 43-013-31493 [1965' FNL, 620' FWL.  |Vemal |Jonah
Balcron Monument Fed. #13-11J Monument Butte NW sw 11| ¢S 16E [Duchesne UT [Oit Green River U-096547 43-013-15790 [1819'FSL, 658' FWL  |Vemal |Jonah
Balcron Monument Fed. #13-5 Monument Butte NW sSw 5| g8 17E |Duchesne ut jwiw Green River U-020252 43-013-31370 [1980' FSL, 660' FWL  |Vemal |Jonah

. Balcron Monument Fed. #13-8 Monument Butte NwW sSw 8| 9s 17E |Duchesne uT |oil Green River UTU-74108 43-013-31382 |2060' FSL, 694' FWL  |Vemal |Beluga
Balcron Monument Fed. #14-11 IMonument Butte SW sSW 11| 9S 16E |Duchesne Ut jwiw Green River U-096547 43-013-31374 [1048' FSL, 446' FWL  |Vernal |Jonah
Page 2



. FORM®, S OF UTAH .
' DIVISION OF OIL, GAS AND MINING
o, 5, Loasa Designation and Serial Number:
See attached listing
8. # Indian, Allottee of Tribe Name:
SUNDRY NOTICES AND REPORTS ON WELLS n/a
: . Unit Agreement Name; . .
D DL o D e v Do B o o s sbanconed el ee attached Tisting
1. Type of Well: dlL D GAS D OTHER: . . 8., Well Name and Number:
" See attached listing See attached listing
2. Name of Operator: €. APl Well Number;

Equitable Resources Enerqy Company. Balcron 0il Division

See attached listing

3. Address and Telephone Number:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860

10. Field and Pool, or Wildcat:
See attached listing

4. Location of Well . .
Footages: See attached listing county: See attached list
QQ, Sec. T.AM.: swe:  |JTAH

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) {Submht Original Form Only)
[ Abandon [ New Construction [ Abandon * [ New Construction

[ Repair Casing

[ Change of Plans

1 Convert to Injection

[ Fracture Treat or Acidize

[3 Pull or Alter Casing
[ Recomplete

[0 Repetforate

[ Vent or Flare

[ Repair Casing

[0 Change of Plans

[ Convert to Injection

O Fracture Treat or Acidize

[ Pull or Alter Casing
[0 Reperforate

[ Vent or Flare

1 Water Shut-Off

Operator name change

3 Water Shut-Off [ Cther

{0 Muttiple Completion
[ Other

Date of work completion

and R plet} to different reservoirs on WELL

Approximate date work will start Report results of Multiple Complet}

COMPLETION OR RECOMPLETION REPORT AND LOG form.
* Must be accompanied by a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detalls, and give pertinent dates. H well is directionally drilled, give subsurface locations and measured and true

vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change

its name from Equitable Resources

Energy Companyz Balcron 0i1 Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102

(406) 259-7860, FAX: (406) 145-1361.
only. It affects the wells on the attached listing.

3

This is to report the operator name change

i

13, .
Name & Signature: m .W’Z’(”Ld "o
Bobbie Schuman

Regulatory and
me:_Environmental Spedalist oae:_March 27, 1996

(This space for State uee only)

(4\84) (See Instructions on Reverse Side)
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Bivision of 0il, Gas and Mining Rout i

OPERATOR CHANGE HORKSHEET

1 7-SJ
Attach all documentation received by the division regarding this change. 2 : >8-FI
Initial each listed item when completed. Write N/A if item is not applicable. 3VLDAGT
4 Vd
O Change of Operator (well sold) . O Designation of Agent _ 3 L
T Designation of Qperator REKOpenatoriNamaaChantyesonly SFILM

4~1-96 )

The operator of the well(s) listed below has changed (EFFECTIVE DATE:

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM (former operator) EQUITABLE RESOURCES ENERGY C(

(address) 1601 LEWIS AVE : (address) BALCRON OIL DIVISION
BILLINGS MT 59102-4126 1601 LEWIS AVE
. BILLINGS MT 59102-4126
phone (406 )259-7860 phone (406 )259-7860
account no. _N9890 account no.—N9890

Hell(s) (attach additional page if needed):

Name : **SEE_ATTACHED** APIJ)VS’:SILVaZfEntity: Sec___Twp___Rng Lease Type:_

Name: API:_ . Entity: Sec___Twp__ _Rng___ Lease Type:

Name : API: Entity: Sec___ _Twp___ Rng Lease Type:__
~ Name: -~ API: Entity: Sec___Twp__Rng___ Lease Type:

Name: API: Entity: _ Sec___Twp___Rng Lease Type:__

Name : API: _ Entity: Sec___Twp__Rng Lease Type:

Name: API: __ | Entity: Sec___Twp__ Rng Lease Type:

OPERATOR CHANGE DOCUMENTATION

_Eé;,l. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form). qp, 4/ 4449 ‘//3"727

1&£ 2. (Rule R615-8-10) Sundry or other legal documentation has been received from pew operator
(Attach to this form). .

,&22'3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If

yes, show company file number:

A 4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below. : '

. Cpanges have been entered in the Oil and Gas Information System (Hang/IBM) -for—each—weH
Hsted-above. gyyb4¢7

. Cardex file has been updated for each well listed above.(’%ﬁLﬂ£7
. Hell file labels have been updated for each well listed above.g’%ﬁb7z7

. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (49@4M9

jé;/Q. A folder has been set up for the Operator Change file, and a copy of this page has been
~ placed there for reference during routing and processing of the original documents.

— OVER -



® e | ‘

OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEH

entity changes made? (yes/ (If entity assignments were changed, attach copies of

1. (Rule R615-8-7) Entity asiéf;ments have been reviewed for all wells listed above. Were
Form 6, Entity Action Form)~

_A%é 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

' # " r < ‘ ,&. yo
BZ/D VERIFICATION (Fee wells only) 557831 (4 50,00) Seteto T, b (bind Kiden T frogress)
]

. (Rule R615-3-1) The new operator of any fee lease well listed above_ has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

‘ L%£_3 The former operator has requested a release of liability from their bond (yes/no) ___
| Today's date 19 . If yes, division response was made by letter

dated __ 19

- LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

2?4-1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such .

| L,l/u/ﬂ notification has been requested.

15
pT1J 2. ngjg§~of dggumsats have bqgg sspt(tgﬂ;tate Lands for changes involving State Teases.

61—.,\(,,.. — ”~~e)

FILMING
\___ 1. A1l attachments to this form have been microfilmed. Date: YtQLZ 2213 19 67(9.
: ;laudg LR »
FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS
&
?4/)6///) Bl [B14 _Favmed alplprm/ mnl-"/u&ggfr/z/ iy

WE71/34-35




»

Form 3160-5 Ur’D STATES . IIFORM APPROVED

(June l990) DEPARTMENT OF THE INTERIOR ) . Bugget Bureau No. 1004-0135
. : ires: March 31, 1993
: BUREAU OF LAND MANAGEMENT e Z%éflm’fn S o

: SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to. drill or to deepen or reentry to a different reservoir.

6. If Indian, Allottee or Tribe Name

.Use “APPLICATION FOR PERMIT—" for such proposals n/a
| SUBMIT IN TRIPLICA TE' . 7. If Upit or CA, Agreement Designation -
1. Type D.fWell - Jonah' Un]t
Qi O% X one WY 8. Well Name and No.

2. Nameof?pcrator ’ - Balc. Mon. Fed. #11-7J

Equitable Resources Energy Company 9. AP Well No.
3. Address and Telephone No. i 43-013-31 492

1601 Lewis Avenue; Billings, MT 59102  (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte/Gr‘een River
NW NW Section 7, T9S, R17E e Comy S
1 1
681' FNL, 447' FWL Duchesne County, UTAH

2. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION ' TYPE OF ACTION
E] Notice of Intent D Abandonment D Change of Plans
Recompletion D New Construction
E Subsequent Report Plugging Back D Noa-Routine Fracturing
D ' Casing Repair ’ % Water Shut-Off
Final Abandonment Notice Altering Casil . Conversion to Injection
ot fe%uest variance ] bispose Water
(Note: Reportresults of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true ventical depths for all markers and zones pestinent to this work.)*

Operator has an approved sundry notice to lay a water injection Tine. In the.Condjtions
of Approval to that sundry notice, it is specified that the seed for reclamation will

be drilled, broadcasted, and hydromulched. Operator requests that the Condition for
hydromulching be waived. The area to be reclaimed is very similar to @he rest of the
area where Operator has just drilled and broadcasted, and the reclamation has been
successful in those areas without hydromulching. Operator does not see that .
hydromulching will add value to the area and the cost of adding the hydromulching 1s

. DECEIVE]

M

ORIGINAL: Bureau of Land Management (Vernal, Utah)

! \
Ul AN 06 a7 &
COPY: Utah Division of 0i1, Gas and Mining _

DIV, OF OIL, GAS & MINING

14. 1 hereby ceftify that the forcgofng is true and correct Regulatory and
' N — e ___ENvironmental Specialist Date

Sign&: :
(This space ior Eederal or émc oﬁl'c'e use) ¢

Approved by Tide __Aeeopted_by—ihaw

January 2, 1997

Conditions of approval, if any: Y e
* Utah Division of
) 2a_oncd Minin
Tite 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departm®it otgel Por the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.




WESTERN REGION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 (]
Billings, MT 59102 FAX: (406) 245-1361 (A

February 10, 1997

Mr. Dan Jarvis

State of Utah

UIC Program

Division of Oil, Gas and Mining
1594 West North Temple

Suite 1210

Salt Lake City, UT 84114-5801

Dear Mr. Jarvis:

Attached are copies of the results of Mechanical Integrity Tests (MIT)
recently run on the following wells:

Balcron Monument Federal #41-14J
Monument State #14-2

Monument State #22-2

Monument Federal #11-7J

Sincerely,

/) D @EHVE
EB

%Z)f“ /L/‘ (] ‘yﬁfC Jeeeptaane
‘Bobbie Schuman FEB 20 1997
Regulatory and

Environmental Specialist DIV. OF OIL, GAS & M\NlNG 1
N
/hs
Attachments

cc: Bureau of Land Management (Vernal, UT)
U.S. Environmental Protection Agency (MAIL CODE: 8 WM- DW)



STATE OF UTAH
Division of Oil, Gas and Mining !
355 West North Temple !
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

INJECTION WELL - PRESSURE TEST

7

[Test Date: <9/ >3 /6 Well Owner/Operator:

: Disposal Well: Enhanced Recovery Well: /\) /W Other:
API No.: 43- 0/3"3/ 9‘72' Well Name/Numbesi: /WJA/[//?)[A/f 72”%4‘( #// - 7]

Section: 7 Township: __(J 9\3 Range: _/7Z

Initial Conditions:

Tubing - Rate: %’ Pressure: Yoo ﬂ S/ psi

Casing/Tubing Annulus - Pressure: o psi
Conditions During Test:
Time (Minutes) Annulus Pregsure Tubing Pressure
0 Pl
5
10 S,
15 & 02“2 é&%
20 Yo S
25 00 3L
30 [000 @ QST

Results: Pass/Fail

Conditions After Test:

Tubing Pressure: /000 psi

Casing/Tubing Annulus Pressure: __ & 09 psi

REMARKS:
TEsTED  Flom ([ F9 Am T C /\/oau/

perator\Re{resentative DOGM Witness




Page No. 5
06/16/97

OPERATOR
R A R R XXX R E R TS
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
EQUITABLE RE
GIANT EXPLOR
GIANT EXPLOR
GIANT EXPLOR
HAY HOT OIL
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU
INLAND PRODU

API NO.
khkhkhhkhkhkhkhhkikx
v43-013-31410
w43-013-31408°
j§3§013?3¥4zk
43-013-31373¢
“43-013-31368
43401331367
“A3%013=31370
«“43-013-31375
A35013+31382
v43-013-31195
\V43-013-31492-
435013+31405
43-047-20252
“43-047-20261
*43-047-32346
43-047-20245
43-013-30666
43-013-31382
43-013-31427
43-013-30675
43-013-30643
43-013-31580
43-013-30616
43-013-31145
43-013-30518
43-013-30499
43-013-30516
43-013+31428
'43-013-31581
43-013-31429
43-013-31467
43-047-32610
43-013-31425
43-037-15042
43-037-20292
43-037-16452
43-037-30521
43-013-30843
43-013-31559
43-013-30693
43-013-30808
43-013-30686
43-013-30606
43-013-30745
43-013-31514
43-013-30605
43-013-31264
43-013-30608
43-013-30624
43-013-30592
43-013-30787
43-013-30779
43-013-31372

STATE OF UTAH
INVENTORY OF INJECTION WELLS

WELL
Fhkkkhkkk kK ok
12-123
41-14J
21-143
23-15J
32-15J
41-15J
FEDERAL 13-5
24-5
22-5
ALLEN FEDERA
11-7J
31-73
E. RED WASH
ERW 4-6
42-6X
AMERADA GUIN
44 -7
13-8
33-8
24-8
44-8-17B
13-16-9-17B
11-16-9-17B
22-16-9-17B
11-17
POMCO 5
11-17
31-17
33-17-9-17B
22-17
42-17
22-2
14-2
GOTHIC MESA
SENTINEL PEA
©-24
MCCRAKEN PT
MONUMENT BUT
15-25
FEDERAL 3-33
FED 1-34
FEDERAIL 5-35
MONUMENT BUT
MONUMENT BUT
1A-35
MONUMENT BUT
MONUMENT FED
MONUMENT BUT
STATE 5-36
STATE 1-36
12-32
FED 15-28
14A-28
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09S
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09s
09S
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09s
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08s
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08S
08S
08S
088
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17E
17E
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17E
17E
17E
17E
17E
17E
17E
17E
17E
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23E
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16E
16E
16E
16E
16E
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17E
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16E
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INJW
INJW
INJW
INJW
INJW
INJW
INJW
INJW
INJW
INJW
INJW
INJW
INJW
INJIW
INJW
INJW

INJW

INJD
INJD
INJTI
INJI
INJW
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Forme STATE OF UTAH
. DIVISION OF OIL, GAS AND MINING

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, deepen nxﬁﬁng wolls, of to reentet plugged and abandoned wells,
Use APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals,

n/a

5. Lease Designation and Serial Number:

See Attached

6. i indian, Aliottee or Tribe Nama;

7. Unit Agreement Narma:

See Attachegd

LlypeotWel: o Y GAS[] OTHER:
O INE T

8. Well Name and Number:

See Attached

2. Name of Operator:
Inland Production Company O0T 1.3 1997

9. APi Well Number:

See Attached

3. Address and Telephone Number:
475 ~ 17th Street, Suite 1500, Denver, CO 80202

10. Fleid and Pool, or Wildcat:

See Attached

4. Location of Well
Footages: See Attached Exhibit

QQ, Sec.,,T.R M.:

County:

Stats:

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit ln Dupticate) (Submlt Orlginal Form Onty)
[ Abandon [ New Construction [ Abandon * O New Construction

[J Repair Casing [0 Puli or Alter Casing [ Repair Casing [ Pull or Alter Casing
[ Change of Plans {1 Recomplete [J Change of Plans [J Reperforate
[ Convett to Injection {3 Reperiorate [ Convert to Injection [3 Vent or Flare
[J Fracture Treat or Acidize 3 Vent or Flare [] Fracture Treat or Acidize 3 Water Shut-Off
[ Multiple Completion [J Water Shut-Off X Cther __Change of Operator
[ Other ___Change of Operator
Date of work completion 9-30-97!
Approximate date work will start Roport results of Muttiple Comphetions and Recompletions to different reservolrs on WELL

COMPLETION OR RECOMPLETION REPORT AND LOG form.
* Must be accompanied by a cement verification repoit.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Cloarty state all pertinant detalls, and give padinent dates. H well is dlrectionally drilied, pive subsurlace locations and measured and true

vertical dopths for all markers and zones pertinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of the

wells on the attached list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased 1dnds 6r7a 'portion

0CT 171997

thereof under State of Utah Statewide Bond No. 4471291.

13. )
N ( /@/Mf CHRIS A. POTTER, ATTORNEY-IN-FACT

Date:

G/30/57

(This space for State use only)

{4\04) (See Instructions on Reverse Side)




STATE OF UTAH S R OF =l A

DIVISION OF OIL, GAS AND MINING ’ )
0CT 101997
PEOENED

TRANSFER OF AUTHORITY TO INJECT - UIC FORM S
0CT 1.3 1997

*%*JONAH (GREEN RIVER) UNIT

Hell name and number: See Attached
Field or Unit name: See Attached APl no. See Attached
Hell location: QQ section ___ township ___ range ____ county
See Attached
Effective Date of Transfer: September 30, 1997
CURRENT OPERATOR
Transfer approved by:
Name David M. Mc(Coskery Company Equitable Resources Epnergy. Co.,
Signatu:g422:2:;4%3322%;2%?i;&fé§: Address 1601 Lewis Avenue
Title Director of Operations & Engineering Billings, MT 59102
Date 9-30-97 Phone ( 406 ) 259-7860'
Comments:
NEW OPERATOR ‘
Transfer approved by:
Name /Lﬁlzgéa 0;&79;f Company Inland Production Company
Signature \_/;/ 7 Address 475 - 17th Street, Suite 1500
title ___ CHRISA. POTTER, ATTORNEY-IN-FACT Denver, CO_ 80202
Date 9-30-97 Phone ( 303 ) 292-0900
Comments:

(State use only) gsggii;::]éZ———’ v ) ‘Bazq
Transfer approved by,,& { { Tltle%:/lfﬁfl« Ao 7 —

Approval Date /— 2O~ 7( NS Z%'\

(3/89) N
L R




{

Injection wells

Injection Wells for Inland Change of Operator ! o ___1_* R

WELL NAME B __JLOCATION ~~ "JCOUNTY ST IFIELDNAME API NUMBER _ |LEASE NO. AGREEMENT NO.
“TAMERADA GUINAND #1 SWNW 78S 25E |UINTAH ' UT [COYOTE BASIN 43-047-20245-00 |UTUD16271V UTU72085A
JCOYOTE BASIN #42-6X SENE 68S 25E  |UINTA . UT |COYOTEBASIN 43-047-32346-00 |UTU017439B UTU72085A
JEAST RED WASH FED. #4-6 SWSE 68S 25E  |UINTAH UT [COYOTE BASIN 43-047-20261-00 |UTU020309D UTU72085A
JEAST RED WASH #2-5 NWNW 58S 25E |UINTA "~ UT |[COYOTE BASIN 43-047-20252-00 |UTUOB3597A UTU72085A
{ALLEN FEDERAL #1 __/SESE 69S 17E  |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-15779-00  |UTU020252A UTU72086A
VALLEN FEDERAL#13-6 ~ ~~ ~ 'NWSW 695 17E |DUCHESNE | UT |MONUMENT BUTTE (J) | 43-013-30818-00 |UTU020252A UTU72086A
ALLEN FEDERAL #22-6 - |SENW 69S 17E - [DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-30919-00 |UTU020252A UTU72086A
ALLEN FEDERAL #31-6 ‘LOT2 89S 17E  |DUCHESNE . UT |[MONUMENT BUTTE (J) | 43-013-31195-00 |UTU020252A UTU72086A
JMONUMENT BUTTE FED. #11-6 INWNW 69S 17E |DUCHESNE | UT |[MONUMENT BUTTE (J) | 43-013-31362-00 UTU020252A ~ UTU72086A |
“MONUMENT FEDERAL #11-7J° NWNW 79§ 17E |DUCHESNE | UT MONUMENT BUTTE (J) 43-013-31492-00  |UTU44426 UTU72086A
“{MONUMENT BUTTE #13-5 - _INWSW 59S 17E |DUCHESNE | UT |[MONUMENT BUTTE (J) | 43-013-31370-00 ] UTU72086A
JIMONUMENT BUTTE #22-5 SENW 59S 17E  |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31384-00 |UTUQ020252 UTU72086A
UMONUMENT BUTTE #24-5 SESW 59S 17E  [DUCHESNE | UT /MONUMENT BUTTE (J) 43-013-31375-00 |UTU020252 UTU72086A
“IMONUMENT BUTTE FED. #24-6 SESW 69S 17E  |DUCHESNE | UT IMONUMENT BUTTE (J) 43-013-31363-00 |UTUOG20252A UTU72086A
~“IMONUMENT BUTTE #31-7 NWNE 79S 17E  [DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31405-00 |UTU72106 UTU72086A
“IMONUMENT BUTTE FED. #33-6 NWSE 69S 17E |BUCHESNE | UT |MONUMENT BUTTE (J) 43-013-31361-00 |UTUO20252A UTU72086A
~MONUMENT BUTTE FED. #42-6 SENE 69S 17E  |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31364-00 |UTU020252A UTU72086A
[MONUMENT BUTTE FED. #12-11 SWNW 119S 16E |DUCHESNE | UT |[MONUMENT BUTTE (J) 43-013-31417-00 |UTU096550 UTU72086A
AMONUMENT BUTTE FED. #14-11 SWSW 119S 16E [DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31374-00 |UTU096547 UTU72086A
~{MONUMENT BUTTE #12-12. SWNW 129S 16E |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31410-00 |UTU096550 UTU72086A
\fMONUMENT BUTTE #14-12 SWSW 129S 16E |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31411-00 UTU72086A
{MONUMENT BUTTE #21-14 . NENW 149S 16E |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31421-00 UTU72086A
-IMONUMENT BUTTE #23-11 . NESW 119S 16E |DUCHESNE | UT |MONUMENT BUTTE (J) 43-013-31369-00 UTU096550 T UTU72086A
-IMONUMENT BUTTE FED. #23-15.°  [NESW 159S 17E |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31373-00 |UTUO17985 UTU72086A
“{MONUMENT BUTTE #32-11 SWNE 119S 16E [DUCHESNE | UT |[MONUMENT BUTTE (J) 43-013-31386-00 UTU72086A
fMONUMENT BUTTE #32-12 SWNE 129S 16E |DUCHESNE | UT |MONUMENT BUTTE (J) 43-013-31419-00 UTU72086A
“[MONUMENT BUTTE #41-14 NENE 149S 16E |DUCHESNE | UT |MONUMENT BUTTE (J) 43-013-31408-00 |UTU096550 UTU72086A
“IMONUMENT BUTTE #43-11 . NESE 119S 16E [DUCHESNE | UT IMONUMENT BUTTE (J) 43-013-31002-00 |UTU096550 UTU72086A
{MONUMENT BUTTE FED. #32-15 SWNE 1598 16E |DUCHESNE | UT IMONUMENT BUTTE (J) 43-013-31368-00 |UTUO17985 UTU72086A
“{MONUMENT BUTTE FED. #34-10.  |SWSE 109S 16E |DUCHESNE | UT |[MONUMENT BUTTE (J) | 43-013-31416-00 |UTUO17985 UTU72086A
“{MONUMENT BUTTE FED. #41-15 __|NENE 1595 16E | DUCHESNE | UT |MONUMENT BUTTE (J) 43-013-31367-00 |UTUO17985 UTU72086A
“IMONUMENT BUTTE FED.#42-1  |SENE 19S 16E__ |DUCHESNE | UT MONUMENT BUTTE (J) 43-013-31404-00 [UTU40852 |  UTU72086A |
“[MONUMENT BUTTE FED. #44-1J SESE 19S 16E  |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-31415-00 |UTU44426 UTU72086A
|C&O GOVT #4 NESW 1295 16E [DUCHESNE | UT MONUMENT BUTTE (J) 43-013-30742-00 |UTUO35521A UTU72086A
+IMONUMENT BUTTE FED, #1-13 NWSW 19S 16E |DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-30702-00 |UTU18399 UTU72086A
|MONUMENT BUTTE FED, #1-33 NWSE 19S 16E |DUCHESNE | UT |MONUMENT BUTTE (J) 43-013-30735-00 |UTU52013 UTU72086A
IMONUMENT BUTTE #1-24° SESW 19S 16E |[DUCHESNE | UT [MONUMENT BUTTE (J) 43-013-30701-00 |UTU18399 UTU72086A
JWWALTON FEDERAL #34-11 SWSE 119S 16E_ |DUCHESNE | UT |MONUMENT BUTTE (J) 43-013-31003-00 |UTU096550 UTU72086A

MONUMENT STATE #11-2-9-17CD_ [NW NW 29S 17E  |[DUCHESNE | UT |[MONUMENT BUTTE (CD) 43-013-42685  |ML 45555

Page 1
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Al EQUITABLE RESOURCES
ENERGY COMPANY -

WESTERN RECION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801

Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah
properties 10 Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

e

Agent for Equitable Resources
Energy Company

mc
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Crazy Mountain Oxl & (as Services
P.O. Box 577

Laurel, MT 59044

(406) 628-4164

(406) 628-4165

TO: w
Sk of Wah.

FROM. Molly Conrad
Crazy Mountain Qil & Gas Services
(406) 628-4164

Pages Attached - Including Cover Sheet (;2 .

O %W e L Maestad)
oot Sy
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United States Department of the Interiqr i g

BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155
Salt Lake City, UT 84145-0155

FIO S T ST T Y
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L2
L0

IN REPLY REFER TO
UT-931

January 13, 1998
Inland Production Company
475 17th Street, Suite 1500
Denver, Colorado 80202

Re: Jonah (Green River) Unit

Duchesne County, Utah

Gentlemen:

On January 13, 1998, we received an indenture dated November 17, 1997, whereby
Equitable Resources Energy Company resigned as Unit Operator and Inland Production
Company was designated as Successor Unit Operator for the Jonah (Green River) Unit,
Duchesne County, Utah.

This indenture was executed by all required parties and the signatory parties have complied
with Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective
January 13, 1998. In approving this designation, the Authorized Officer neither warrants
nor certifies that the designated party has obtained all required approval that would entitle
it to conduct operations under Jonah (Green River) Unit Agreement.

Your statewide (Utah) oil and gas bond No. 0056 will be used to cover all operations
within the Jonah (Green River) Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies
of the approved instruments are being distributed to the appropriate federal offices, with
one copy returned herewith.

Sincerely,
/s/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid Minerals
Enclosure
bcec:  District Manager - Vernal (w/enclosure)
Bivision:0f:Bjl-Gas. & Mining /
Minerals Adjudication Group U-932
File - Jonah (Green River) Unit (w/enclosure)
MMS - Data Management Division
Agr. Sec. Chron
Fluid Chron
U-931:TAThompson:tt:1/13/98



Page No. 1
01/13/98

INSPECTION ITEM

API NO.

** INSPECTION ITEM UTU72086A

UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A

UTU72086A

UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A

4301315111001
430131578000S1
430131577900S1
430131578900S1
430131579200S1
430133070200S1
430133070300S1
430133064600S1
4301330701001
43013307350051
430133073600s1
430133073400s1
43013313620051
43013314920081
430133088900s1
430133141700s1
43013314100051
4301330611001
430133058200s1
43013314930081
430131579000S1
430133137000s1
43013309180051
430133137400S1
4301331411001
430133138500S1
43013151120081
4301315793008 1
43013306030081

430133142100s1
430133061200s1
430133058400S1
430131579600s2
43013306340081
4301331384001
4301330919001
43013313690081
430133137300s1
430133138300s1
430133055800s1
43013314090081
430133063100s1
43013313750081
4301331363001
430131579100s1
430133061300S1

WELL STATUS REPORTS
UTAH STATE OFFICE

WELL QTQT SEC TWN RNG  WELL LEASE NAME

NUMBER STATUS

JONAH (GR) SECONDARY RECOVERY UNIT
1 NWSW 12 9s 16E  POW UTU035521A
1 NWNW 5 9§ 17E POW uTU020252
1 SESE 6 9S 176 WIW UTu020252A
1 SESW 11 9s 16E  POW UTUD096547
1 SESE 11 9s 16E  POW UTU096550
1-13 NWSW 1 9§ 16E  WIW uTu18399
1-14 SWSW 1 9s 16E  POW UTu18399
1-23 NESW 1 9s 16E  POW uTu18399
1-24 SESW 1 98 16E  WIW UTU18399
1-33 NWSE 1 9s 16E  WIW uTu52013
1-34 SWSE 1 9s 16E  POW UTu52013
1-43 NESE 1 9S 16E  POW uTu52013
11-6 L4 6 9s 17E WIW UTU020252A
11-74 NWNW 7 9s 17 WIW UTU44426
12-1 NWNE 12 9s 16 POW UTUL4426
12-114 SWNW 11 9S 16E  WIW UTU096550
12-124 SWNW 12 95 16E  WIW UTU096550
12-5 SWNW 5 95 17 POW uTu020252
12-6 SWNW 6 9 17E POW UTU020252A
12-74 SWNW 7 98 17 POW UTU44426
13-114 NWsSW 11 9s 16E  POW UTu096547
13-5 NWSW 5 9s 7€ WIW uTU020252
13-6 NWSW 6 9S 17 WIW UTU020252A
14-11 sWsW 11 9s 16E  WIW UTu096547
14-124 SWSW 12 9s 16E  WIW UTUG35521A
14-5 SWSW 5 9S 17 POM UTU020252
2 NWSE 12 9s 16E  POW UTU035521
2 NWNE 14 9S 16E  POW UTu096550
2-1 L1 19s 16E  POW uTU33992
21-144 NENW 14 9 16E  WIW UTUO96547
21-5 NENW 5 9s 17 POW uTu020252
21-6 L3 6 9s 17 POM UTU020252A
22-124 SENW 12 9S 16E  POW UTU096550
22-15 SENW 15 9s 16E  POW UTu017985
22-5 SENW 5 98 17E WIW uTu020252
22-6 SENW 6 95 176 WIW UTU020252A
23-11 NESW 11 98 16E  WIW UTU096550
23-15 NESW 15 9s 16E  WIW uTu017985
23-5 NESW 5 9§ 17 POW UTu020252
23-6 NESW 6 9s 17 POM UTu020252A
24-12J SESW 12 95 16E  POW UTU035521A
24-15 SESW 15 95 16E  POM uTu017985
24-5 SESW 5 9S 7€ WIW UTu020252
24-6 SESW 6 95 176 WIW UTU020252A
3 NWNW 14 95 16E  POM UTU096547
31-15 NWNE 15 9§ 16E  POW uTu017985

OPERATOR

EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE

EQUITABLE.

EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE

EQUITABLE

EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE

RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG

RESOURCES

ENERG

RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG




Page No. 2
01/13/98

INSPECTION ITEM

UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A

API NO.

430133141300s1
430133119500s1
4301331405008 1
430133138600s1
4301331419001
430133136800s1
43013314140081
430133055900s1
430133145100s1
430133063200s1
4301331361001
430133141600s1
430133100300s1
430133058600s1
43013307420081
43013157950081
4301331487001
430133140800S1
430133136700S1
430133058100s1
430133006600S1
430133148600s1
43013306330081
43013314040081
430133136400s1
430133100200s1
430133058300s1
430133063000s1
4301331415001
43013309260081
430133096100s1

WELL
NUMBER

31-14
31-6
31-7J
32-11
32-124
32-15
32-14
32-6
33-14
33-15
33-6
34-104
34-11
34-6

41-124
41-144
41-15
41-6
42-114
42-124
42-15
42-1J
42-6
43-114
43-6
44-10
44-1J
7-A
7-C

WELL STATUS REPORTS
UTAH STATE OFFICE

QTQT SEC TWN

L2 19s
L2 6 9s
NWNE 7 9S
SWNE 11 9S
SWNE 12 9S
SWNE 15 9s
SWNE 1 9s
SWNE 6 98
NWSE 11 98
NWSE 15 9S
NWSE 6 9S
SWSE 10 9s
SWSE 11 9s
SWSE 6 98
NESW 12 9s
SENW 11 9
NENE 12 9§
NENE 14 95
NENE 15 98
NENE 6 9S
SENE 11 9S
SENE 12 9S
SENE 15 9s
SENE 1 9S
SENE 6 9§
NESE 11 98
NESE 6 98
SESE 10 9s
SESE 1 9S
NENE 7 9S
NENW 7 9S

RNG

16E
17€
17€
16E
16€
16€
16E
17e
16E
16E
17¢
16E
16E
17E
16E
16E
16€
16E
16E
17€
16E
16E
16E
16E
17€
16€
17E
16E
16€
17€
17€

WELL
STATUS

POW
WIW
Wi
WIW
WiW
WiW
POW
POW
0sI |
POW
WiW
WIW
WIW
POW
WiW
PoW
POW
WIW
WIW
POW
POW
POW
POW
WIW
Wi
Wik
POW
POW
Wik
POW
POW

LEASE NAME

UTU33992
UTU020252A
UTU44426
UTU096550
UTU035521
uTu017985
UTU33992
UTU020252A
UTU096550
UTU017985
UTUG20252A
uTu017985
UTU096550
UTUG20252A
UTU035521A
UTU096550
UTU44426
UTU096550
uTu017985
UTU020252A
UTU096550
uTU035521
uTUG17985
UTU40652
UTU020252A
UTU096550 .
UTU020252A
uTu017985
UTU44426
UTUL4426
UTUL4426

EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE

OPERATOR

RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES
RESOURCES

ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
ENERG
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Division of Oil, Gas and Mining

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change.
Initial each listed item when completed. Write N/A if item is not applicable.

XXX Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: _9-30-97

TO: (new operator) _INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY

(address) PO BOX 1446 (address) PO BOX 577
ROOSEVELT UT 84066 LAUREL MT 59044
. C/0 CRAZY MTN 0&G SVS
Phone: (801)722-5103 Phone: (406)628-4164
Account no. _N5160 Account no. N9890

WELL(S) attach additional page if needed: *JONAH (GREEN RIVER) UNIT

Name: **SEE ATTACHED** APL 430 1D~ Y Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: APIL Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: API: Entity: S T R _ Lease:

OPERATOR CHANGE DOCUMENTATION

¢ 1. (r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). ¢ Lot/ 12-10-97)

1’ 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). SLecid 1p-12.97)

E/,{} 3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4{6 4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordmanly take place prior to the division's approval, and before the completion of steps 5

through 9 below.

Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.
(1-1498) ¥ wie/Quelln Pro 1-14-18 & Wic/DBus. 1-14-98'
Cardex file has been updated for each well listed above.

Well file labels have been updated for each well listed above.

® N o w

Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. /,/4,787

¢ 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

' reference during routing and processing of the original documents,

<:\dons\wpdocs\forms\operchng
- OVER -




OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

(yes(no; If entity assignments were changed, attach copies of Form 6, Entity Action Form.
l Erdidy Y52 " Gonch (62) linif "
N # 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of enti
ty
changes.

7
1(,::./;_& 1. (r6;19Ct§7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?

-BOND VERIFICATION - (FEE WELLS ONLY)

N[%’ /% 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.
L
2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If'yes, division response was made to this request by letter dated _ )

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

I_Vé/ 1. Copies of documents have been sent on to at Trust Lands for changes

‘ﬁa involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

A4 2. (1649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19 __, of their responsibility to notify all interest owners of this change.

FILMING

k 7 1. All attachments to this form have been microfilmed. Today's date: 9‘ ;)) “) g/

FILING

1. Copies of all attachments to this form have been filed in each well file.

— 2. The original of this form, and the original attachments are now being filed in the Operator Change file.

COMMENTS
99011 B /S lprv ol [/3-9%.




\# PRODUCTION COMPANY

A Subsidiary of Inland Resources Inc.

October 1, 2000

State of Utah

Division of O1l, Gas & Mining

Attn: Dan Jarvis

1594 West North Temple - Suite 1210
P.O. Box 145801

Salt Lake City, Utah 84114-5801

RE: Step-Rate Test
Jonah Monument Federal 11-7J-9-17
Permit #: UT04281-2642
f2.01%2149>
sec. 7, 95, |TE

Dear Dan:

Find enclosed the Step-Rate Test (SRT) results for the subject well that was
conducted on September 13, 2000. Attached are the SRT graph and a copy of the test chart.

Inland is requesting that the Maximum Allowable Injection pressure be adjusted from
2200 psi to 2025 psi due to the results of the test. If you have any questions or require further
information you may contact me at (435) 646-3721.

Sincerely,

PR — o i

Michael Guinn
District Engineer

Approvedbythe ~ :

.- Utah Division of

cc:  Roosevelt files ¢~ Oil, Gas and Mining
Denver files .

Inland Production Company Field Office » Route 3, Box 3630 ¢ Myton, UT 84052 » 435-646-3721 ¢ FAX 435-646-303!

Corporate Office ¢ 410 Seventeenth Street, Suite 700 » Denver, CO 80202 » 303-893-0102 « FAX 303-893-0103




@ MONUMENT FeD. 11.7J-9-17 @
JONAH UNIT | ’
Sten Pat~ Tast
Septemuu 13, 2000
7
P4
7
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B |
£ 2000 - ,7/
4
| o ? y 4
- /
1800 - /-
f y 4
1700 - 7 |
—f |
1600 — /4
7
7 !
1500 —® , , ‘ _ , -
0 60 120 180 240 300 360
Rate (BPD)
Start Pressure: 1435  psi
ISIP: 2250  psi Step Rate(bpd) Pressure(psi)
Fracture pressure: 2025 psi 1 15 1510
Top Perforation: 4784 2 30 1610
FG: 0.858 psifit 3 60 1745
4 120 1940
5 180 2085
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DOGM Form 5
May 5, 1987 ’
STATE OF UTAH

DEPARTMENT OF NATURAL RESOQURCES
DIVISION OF OIL, GAS, AND MINING

5. LEASE DESIGNATION AND SERIAL NO.

UTU-44426

1. SUNDRY NOTICES AND REPORTS ON WELLS

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.

Use "APPLICATION FOR PERMIT--" for such proposals.)

6. IF INDIAN, ALLOTTEE OR TRIBAL NAME

N/A

OIL GAS
WELL WELL OTHER

Injection

7. UNIT AGREEMENT NAME

JONAH

~

" NAME OF OPERATOR
INLAND PRODUCTION COMPANY

8. FARM OR LEASE NAME

BALCRON MONUMENT FEDERAL 11-7J-9-17

|

ADDRESS OF OPERATOR
Rt. 3 Box 3630, Myton Utah 84052
435-646-3721

9. WELL NO.

BALCRON MONUMENT FEDERAL 11-7J-9-17

. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*
See also space 17 below.)

ES

At surface
NW/NW Section 7, T09S R17E
681 FNL 447 FWL

10. FIELD AND POOL, OR WILDCAT

MONUMENT BUTTE

1t. 8EC, T.,R., M., OR BLK. AND
SURVEY OR AREA

NW/NW Section 7, T09S R17E

14 APINUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE
43-013-31492 5343 GR DUCHESNE UT
16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO:
TEST WATER SHUT-OFF D
FRACTURE TREAT D MULTIPLE COMPLETE
SHOOT OR ACIDIZE D ABANDON*

REPAIR WELL D

PULL OR ALTER CASING D

[

0
O

SUBSEQUENT REPORT OF:

WATER SHITT-OFF D REPAIRING WELL D
FRACTURE TREATMENT D ALTERING CASING D
SHOOTING QR ACIDIZING D ABANDONMENT* D

(OTHER) Recompletion

(OTHER) D (Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Cleatly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*
The subject well was recompleted in the Green River Formation. One new Green River interval was
perforated, the GB-6 4086'-4101" w/ 4 jspf for a total of 60 shots.
On 06/27/01 Mr. Al Craver w/ EPA and Mr. Dennis Ingram w/ State DOGM was contacted of the intent to
conduct a MIT on the casing. On 06/27/01 the casing was pressured to 1150 psi and charted for 30 minutes

w/ no pressure loss. No governmental agencies were able to witness the test. The well is shut in and

waiting on permission to inject.

18 I hereby certify that the folcgomg is tme and correct

Production Clerk DATE 6/27/01
I\uslm Russell
cc: BLM
(This space for Federal or State oflice nse}
APPROVED BY. TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:




. Mechamcal Integrity TeQ

~ .

“Liing i n.uuulua Prcswre"iqemdmudx njegrity fesi -

S. Environmentat Protection Agency
t Pregram, UIC Direct Impiementation Program 8P-W-GW
2gg 1gm Street, Suite 500 Denver, CO 802022466

Undergroung Injection Ccmro

EPA Witness: s .
Test conducted by: 47, . 5° By A
Others present: ___du e

Date: & / 27 0/

Weil Name: g0 7 /E&m///i— ZI°7/7  Type(ERJSWD
Field:_Jonad , | E
Location: #/%//met/  Sec:_ 7 T g

e O RLZEIW County: Deghegne  Stae 117
Opemor: Z—V () a/ /b?’ﬂ o/«_p?liéw’
lLastmIT: /

——_Maximum Allowable Pressure: _ e PSIG

Status: AC TA UC

Is this aregﬁlariy scheduled test? [ ] Yes [X] No
Infial test for permit? [ ] Yes  [X] No

Test after weil rework?  [X] Yes [ ] No

Well injecting during test? [ ] Yes [X] No If Yes, rate: bpd
Pre-test casing/tubing anmuius pressure: CL’% &0 Couty psig
MIT DATA TABLE || Test #1 | ~ Test #2 Test 43
TUBING PRESS URE ——
Initial Pressure &I peia psig psigl|
En bo¢ : | -
C4SING / TUBING ANNULUS PRESSURE
0 minutes | S85 psig psig psig
5 minutes I psig psig | psig
10 minutes. LS5 psig Jsig psig
15 minutes | LS S5D nsig 4 psig -psig "
20 minutes 5D psig psig psig I
25 mimtes LS 5D esip) _psig psig
30 minutes LLE5D  psio _psig psig
minutes psig _psig psig
. - .1 .
RESULT Pass

: [ jTail Pass [ JFail |[ 1 Pass [ Fail

. ~ r Vﬁ -~ - - A——_——‘——‘——————‘_‘———_l
Does the annuius pressure build back up nfter thaeas @+~ < ¥y e



- | ® )
-eoloanical niegrity Test . 0

- gdditional comments for mec:- nj integrity test

o
LY

\/JM“"{ //._ 7/ "9"‘/7 50’2145 Spn, [/V,/é’i,]zjuzv 4{/’1’ //
»,.Z’;;// .r;j SA7 é -5 7 fﬁé’/,‘— SCme ppriie /é’i/‘ff = v Z«/&,/// s g:/
é}/r&éc,/&‘j 7—7 AELZ /7" & v &Jrﬁ; . 72( é»a/g// 5 J%,/z]l‘ P

iiTong o _permisiiie 2o BB T pesd

{ 1 Data Entry [ ] Compliance Staff [ 1 2nd Data Entry

{ ] Hard Copy Filing

This is the back gide of two s:.des
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United States Department of the Interior Gt —
BUREAU OF LAND MANAGEMENT . TAKE PRIDE"
Utah State Office ' INAMERICA
P.O.Box 45155 |
Salt Lake City, UT 84145-0155

http://www.blm.gov
IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004 -

Memorandum
To: -Vernal Field Office
From: Acting-Chief, Branch of Fluid Minerals
Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004,

Michael Coulthard

Acting Chief, Branch of
Fluid Minerals

Enclosure

1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
: State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson T o
Joe Incardine
‘Connie Seare -



| o
Corporations Section

P.0.Box 13697
Austin, Texas 78711-3697

Qeoffrey S. Connor

. Secretary of State

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by: SOS-WEB



, | | .
ARTICLES OF AMENDMENT PILEL fihe
A e Office ©
| TOTHE secggtg‘w of State of Texas

ARTICLES OF INCORPORATION : ‘

INLAND PRODUCTION COMPANY R
| - Corporations Section

* Pursuant to the provisions of Article 4.04 of the Texas Business Corporation Act (the
“TBCA™), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation: _ - : '

ARTICLE 1 — Name
The name of the corporation is Inland Production Company.
ARTICLE 2 — Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

“ARTICLE ONE ~ The name of the corporation is Newfield Production Compariy.”
ARTICLE 3 - Effective Date of Filing
This document will become effective | ypon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has -
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given. '

~IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1* day of September, 2004.

INLAND RESOURCES INC.

| B) W)ﬁ «)_@'g % |

Susan G. Riggs, Treasurer



UTSL-
071572A

065914

UTU-

02458
103563
03563A
04493
05843
07978
09803
0174398
017985
017991
017992
018073
019222
1020252
0202524
- 020254
020255 -
020309D
022684A
027345
034217A
035521
035521A
038797
058149
063597A
075174
096547
096550

10760
11385
13905
15392

15855
16535

16539

16544
17036
17424
18048
18399
19267
26026A
30096
30103
31260
33992
34173
34346
36442
36846
38411
38428
38429
38431
39713
39714
40026
40652
40894
41377
44210
44426
44430
45431
47171
49092

149430
49950

50376
50385
50376
50750
51081
52013
52018
58546

61052

62848
63073B

63073D

63073E
630730
64917
64379
64380
64381
64805

64806

64917
65207

65210

65635
65967
65969
65970
66184
66185
66191
67168
67170
67208
67549
67586
67845
68105
68548
63618
69060
69061
69744
70821
72103
72104
72105
72106
72107
72108
73086

73087
© 73807

73088
73089
73520A
74108
74805
74806
74807
74808
74389
74390
74391
74392

- 74393

74398
74399
74400
74404
74405
74406
74411
74805
74806
74826
74827
74835
74868
74869

- 74870

74872
74970
75036
75037

75038

75039

75075

75078

75089

75090
75234
75238

76239

76240
76241

- 76560

76561

76787
76808
76813
76954
76956

77233 .
77234

77235

- 77337
77338

77339
77357

77359

77365
77369
77370
77546

77553

77554

78022

79013
79014

- 79015

79016
79017
79831

79832
79833

79831
79834
80450

80915

81000

63073X
63098A
68528A
72086A

72613A

73520X -
74477X
75023X
76189X
76331X
76788X
77098X
77107X
77236X
77376X
78560X
79485X
79641X
80207X

81307X



1

89/28/2084 16:81 : 383382445i

INLAND RESOURCES I . PAGE 82

STATE OF UTAH VIC FORM &
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT

Well Nama and Number APl Number
See Attached List
Location of Weil Fiold or Unit Name
Footage : Gounty : See Attached List
’ ’ Lease Designation and Number
QQ, Section, Township, Range: Siate: UTAB

EFFECTIVE DATE OF TRANSFER: 9/1/2004

CURRENT OPERATOR

Company: Inland PrOdUCﬁon Company

Address; 14071 17th Street Suite 1000

Name: Brian Harris { 4

\
Signature:

Company: Newfield Production Company

gity Denver state CO__zip 80202 Title: _Engineering Tech.
Phone:  (303) 893-0102 Date: 9/15/2004
Comments:
NEW OPERATOR

Address; 1401 17th Sireet Suite 1000

Namg; ?Eﬂfs' Harris '1/

Signature: 2?!!}% #&
Titie: Engineering Teth.

gty Denver state CO_ »ip 80202
Phone: ‘Date: 9/15/2004
Comments:
(This space for State yge only) .
Transfar approved by:ﬁ, W Approval Date: 7 =70~ %

Title; <,

Commenlf%/%; MWZ < WYL»}, wlls  wild f‘%l«l&’—e’ &Y W p

(52000}

RECEIVED
SEP 2 0 2004

DIV.OF OIL, Gas & MINING



Division of Oil, Gas and Mining

OPERATOR CHANGE WORKSHEET

Change of Operator (Well Sold)

X Operator Name Change

ROUTING

1. GLH

2. CDW

3. FILE

Designation of Agent/Operator

Merger

The operator of the well(s) listed below has changed, effective:

9/1/2004

FROM: (0O1d Operator):
IN5160-Inland Production Company
Route 3 Box 3630
Myton, UT 84052

Phone: 1-(435) 646-3721

TO: ( New Operator):
N2695-Newfield Production Company
Route 3 Box 3630
Myton, UT 84052

Phone: 1-(435) 646-3721

CA No. Unit: JONAH (GREEN RIVER)
WELL(S)
NAME SEC TWN RNG|{API NO ENTITY [LEASE WELL |WELL

NO TYPE TYPE STATUS

MONUMENT FED 31-1J 01 [090S}160E 4301331413 11492{Federal |JOW P
MONUMENT FED 32-1J 01 |090S]160E [4301331414 11492|Federal |OW P
MON FED 44-1J 01 [090S}160E |4301331415 11492{Federal |WI A
MON FED 34-10J 10 |090S|160E 4301331416 11492|Federal |WI A
MON FED 12-11J 11 [090S|160E |4301331417 11492|Federal |WI A
MONUMENT FED 33-11J 11 J090S|160E {4301331451 11492|Federal |OW P
MONUMENT FED 24-12J 12 }090S|160E |4301331409 11492|Federal |OW P
MON FED 12-12] 12 1090S{160E |4301331410 11492|Federal [|WI A
MON FED 14-12) 12 |090S|160E |4301331411 11492|Federal |[WI A
MON FED 32-12] 12 {090S|160E |4301331419 11492|Federal |WI A
MON FED 42-12) 12 |090S|160E ]4301331486 11492|Federal |WI A
MONUMENT FED 41-12] 12 1090S|160E [4301331487 11492|Federal |OW P
MON FED 41-14) 14 |090S|160E 14301331408 11492|Federal |WI A
MON FED 21-14] 14 1090S|160E [4301331421 11492{Federal |WI 1A
MONUMENT FED 21-15] 15 |090S|160E {4301331422 11492|Federal [NA PA
MON FED 31-7] 07 [090S}170E [4301331405 11492|Federal |WI A
MON FED 11-7] 07 10908]170E |4301331492 11492|Federal [WI A
MONUMENT FED 12-7) 07 1090S|170E }4301331493 11492{Federal [JOW P
JONAH 6-7 07 |090S|170E (4301331987 11492|Federal [WI A
JONAH 7-7 07 1090S[170E {4301331988 11492{Federal (jOW P
OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on:  9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on:

Is the new operator registered in the State of Utah: YES Business Number:

5. IfNO, the operaitor was contacted contacted on:

2/23/2005
755627-0143

Newfield_Jonah GR 4_FORM_4B.xls 3/7/2005




. '

6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements (""CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ('uIc") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. TFee/State wells attached to bond in RBDMS on: 2/28/2005
5. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_Jonah GR 4_FORM_4B.xis 3/7/2005



STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING UTU44426

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

> not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, 7. UNIT or CA AGREEMENT NAME:
to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. JONAH UNIT

1. TYPE OF WELL: o 8. WELL NAME and NUMBER:
OoiLWELL[]  GASWELL[] OTHER Injection well MON FED 11.7)
2. NAME OF OPERATOR: 9. AP NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331492
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 city Myton state UT zip 84052 435.646.3721 Monument Butte
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 0681 FNL 0447 FWL county: Duchesne
OTR/OTR, SECTION, TOWNSHIP, RANGE. MERIDIAN:  NW/NW, 7, T9S, R17E sTATE: Utah

1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION
[ acize [] oeeeen ] rEPERFORATE CURRENT FORMATION
[C] NOTICE OF INTENT
(Submit in Duplicate) [ Avter casG ] FracTure TREAT ] smwETRACK TOREPAIR WELL
Approximate date work will [0 casinGrepAIR [T] new consTruCTION [] remporARITLY ABANDON
[[] cuanGE To PREVIOUS PLANS [] oreraTor caNGE [] rusiN repar
[ cnance TuBING [ »Luc anp aBaNDON [ ventorrLAR
SUBSEQUENT REPORT ] cHaNGE WELL NAME [ rucsack [] warer pisposaL
Submit Original Form Onl
¢ & " ] cuance weLL sTATUS [] eropucToN (sTART/STOP) [ warer snuT-oFF
Date of Work Completion:
ate of Work Completion [] cOMMINGLE PRODUCING FORMATIONS [ ] RECLAMATION OF WELL SITE [X] oTHER: -5 YearmrT
06/20/2006 ] converT weLL TYPE [C] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 6/20/06 Nahtan Wiser with the EPA was contacted concerning the 5-year MIT on the above listed well. Permission was given at
that time to perform the test on 6/2/06. On 6/2/06 the csg was pressured up to 1140 psig and charted for 30 minutes with no pressure
loss. The well was injecting during the test. The tbg pressure was 2000 psig during the test. There was not an EPA representative
available to witness the test. EPA# UT 20642-04281 AP# 43-013-31492.

bccenterd by the
Utah Division of
0il, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE P N-P Callie Duncan rrrLe Production Clerk

SIGNATURE //M D/ /ﬁUM _ pate_ 06/21/2006

——— e —— —

(This space for State use only) R E C E I VE D
JUN Z 3 2006

DIV. OF OIL, GAS & MINING




EPA Witness:

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program
999 18" Street, Suite 500 Denver, CO 80202.2466

Test conducted by: Iﬁ_ﬁéaag{ S

Others present:

Date: _ 6 | A0 /Zxg

Fie]di_ﬂam_h tanit

Location:

Well Name:_Manument Fedeml) //-2/-9-/7 Type: ER SWD

Status: AC TA UC

Sec.. 7 T 9 N/@ R /2 @&/W County:_Duchesne State:ggf
Operator:__ NewSeld explomtion

Last MIT: / / Maximum Allowable Pressure: 2025~ PSIG

Is this a regularly scheduled test? X1 Yes [ 1 No

Initial test for permit? [ ] Yes [¥] No

Test after well rework? [ 1 Yes [,Y] No

Well injecting during test? [¥] Yes [ ] No  IfYes,rate: /5 bpd

Pre-test casing/tubing annulus pressure: (o) psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE

Initial Pressure 2h0 psig psig psig

End of test pressure 2000 psig psig psig

CASING / TUBING ANNULUS PRESSURE

0 minutes 140 psig psig ps?g

5 rmrfutes 2040 png png ps%g

10 mfnutes 2140 psTg psig psTg

15 minutes 140 psig psig psig

20 minutes 1140 psig psig psig

25 mfnutes /40 png psTg psTg

30 minutes 7. psig psig psig
minutes psig psig psig
minutes psig psig psig

RESULT LY1 Pass [ JFail |[[ ] Pass [ JFail || ] Pass [ ]Fail

Does the annulus pressure build back up afterthetest? [ ] Yes [X] No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of Witness:







STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

S. LEASE DESIGNATION AND SERIAL NUMBER:

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. JONAH UNIT
1. TYPE OF WELL: m D 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER MON 11-7J-9-17
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331492
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 cIty  Myton STATE UT zip 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 681 FNL 447 FWL county: DUCHESNE
OTR/OTR. SECTION. TOWNSHIP, RANGE. MERIDIAN:  NWNW, 7, T9S, R17E STATE.  UT

n CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
[] acmze [ oeeeen [T] REPERFORATE CURRENT FORMATION
0 NOTICE OF INTENT
(Submit in Duplicate) [ Acter casme ] rracTure TREAT ] swerrack ToREPAR WELL
Approximate date work will ] casmcrepar ] wew construcTION [ memporaRITLY ABANDON
[ cuance To PrREVIOUS PLANS [ oreraTor cHanGE [J usmcrerar
[ cuance Tusiv ] rLuc anp aBanbon [ ventorFLam
[X] SUBSEOUENT REPORT [ cuanGE weLL NAME [ rrucsack [[] warer pisposaL
(Submit Original Form Only) [ cuance weLL sTaTUs [ eropucrion sTARTISTOP) [J water saut-orF
Date of Work Completion: [ cOMMINGLE PRODUCING FORMATIONS ] RECLAMATION OF WELL SITE [ ormuer:-
09/26/2006 [ converr weLL TYPE [X] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The subject well was recompleted in the Green River Formation on 9/26/06. The packer is now set at 4018".

On 10/4/06 Nathan Wiser with the EPA was contacted concerning the MIT on the above listed well. Permission was given at that time
to perform the test on 10/10/06. On 10/10/06 the csg was pressured up to 1100 psig and charted for 30 minutes with no pressure
loss. The well was not injecting during the test. The tbg pressure was 1000 psig during the test. There was not an EPA
representative available to witness the test. EPA# UT20642-04281 API# 43-013-31492

by the

tah Division of
Oill{ Gas and Mining

FOR RECOrJ ciy

NAME (PLEASE PRINT)__Callie Duncan e Production Clerk
sionarore_(_A) 0.0 921 )J Iﬂfélﬂ , pat__10/24/2006

(This space for State use only)



Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program
999 18™ Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: _Jg01 I | P&
Test conducted by: 77(";#/(’4'/ T Leire o
Others present: 4

Well Name: Mppome 27 Focl. /]-7.7-7-17 Type: ER SWD Status: AC TA UC
Field: /MO 1 T 13 ¢/ 172

Location: Au/A/ Sec:_ ] T_ G _NISI R jIEIW County [lilv-5ne.  State/];
Operator:__Ale.ii Ficiel

{ Last MIT: / / Maximum Allowable Pressure: PSIG
Is this a regularly scheduled test? [ ] Yes b(] No
Initial test for permit? [ ] Yes [X] No
Test after well rework? BX] Yes [ ]1No
Well injecting during test? [ ]JYes [x]No If Yes, rate: bpd
Pre-test casing/tubing annulus pressure: ﬁ’ psig
MIT DATA TABLE | Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure O psig psig psig
End of test pressure V22 psig psig psig
CASING / TUBING ANNULUS PRESSURE
0 minutes ' i1y psig psig psig
5 minutes 72 psig psig psig
10 minutes _ 7z psig _ psig psig
15 minutes W22 psig psig psig
20 minutes it psig psig psig
25 minutes 777 psig psig psig
30 minutes % psig psig psig
minutes : psig psig psig
minutes psig psig psig
RESULT -1 [. ] Pass [ JFail | [ ] Pass [ JFail || ] Pass [ ]Fail
Does the annulus pressure build back up after thetest ? [ ] Yes [}4 No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of Witness:
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
USA UTU-44426

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:
GMBU

. TYPE OF WELL:

8. WELL NAME and NUMBER:

onwerLk]  casweiL [0 oruer MON FED 11-7)
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331492
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 CITY Myton STATE UT zIp 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 681 FNL 447 FWL

OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN:  NWNW, 7, T9S, R17E

counTy: DUCHESNE

STATE: UT

11

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

[J NOTICE OF INTENT

E{l SUBSEOQOUENT REPORT

D ACIDIZE

[ acter casme

[ oeeeen

(Submit in Duplicate) D FRACTURE TREAT

[ caswe repar [ new construCTION

Approximate date work will

[ cuance To PrEVIOUS PLANS [ operaToR cHANGE

O cuance TusG 1 PLuG anD ABANDON

[ cuance weLL NaME [ rruasack

(Submit Original Form Only)

[ crancE wELL sTATUS 7] rropucTiON (sTART/STOR)
Date of Work Completion:
[C] coMmmNGLE PRODUCING FORMATIONS [T recLamaTION OF WELL SITE

05/16/2011

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION

] reperroRATE CURRENT FORMATION
[ swerrack To REPAR WELL

[ emporariTLY ABANDON

[ Tusine repar

[ ventorFLAR

[[] water pisposaL

] warer suut-orr

K] otHER: - Five Year MiT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 05/02/2011 Nathan Wiser with the EPA was contacted concerning the 5 year MIT on the above listed well. On 05/16/2011 the
casing was pressured up to 1270 psig and charted for 30 minutes with no pressure loss. The well was injecting during the test. The
tubing pressure was 1804 psig during the test. There was not an EPA representative available to witness the test.

EPA# UT20642-04281 API# 43-013-31492

Accepted by the
Utah Division of
Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT)__Lucy Chavez-Naupoto

SIGNATURE

TirLe  Water Services Technician

pate 05/19/2011

(This space for State use only)

RECEIVED

MAY 25 2011
DIV, OF OIL, GAS & MINING



| Mechanical Integrity. Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency

Underground Injection Control Program
999 18" Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 5/ 16 12011
Test conducted by: LZAJ": O

Others present: _JJemes 3.‘!’01,. Alfrado  R;os

Well Name: Vyoemen & Fedoc | Type: ER SWD Status: AC TA UC
Field: Meoucuot-_Badbe

| Operator:

Location:_{1-7,9. Sec._7 T_94 N/S R E/W County: Dwchson, State: [JF-
Aéufj-‘ j

Maximum Allowable Pressure: _20 325 PSIG

| Last MIT: / /
Is this a regularly scheduled test? P9 Yes [ ] No
Initial test for permit? [ JYes T>4Q No
Test after well rework? [ 1Yes [ No
Well injecting during test? PgYes [ ]No If Yes, rate: >3 bpd
Pre-test casing/tubing annulus pressure: _Q psig
MIT DATA TABLE | Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure 1904  psig psig psig |
End of test pressure 1864 psig psig psig
CASING / TUBING ANNULUS PRESSURE
0 minutes ' 1270 psig psig psig
5 minutes 1270 psig psig psig |
10 minutes ) 2. 7D psig psig psig
15 minutes 1270 psig psig psig |
20 minutes ) 270 psig psig psig
25 minutes | A7 psig psig psig
30 minutes 1A70 psig psig psig
' minutes psig psig psig
minutes psig psig psig
RESULT D Pass [ JFail |[ ] Pass [ JFail |] ] Pass [ ]Fail
Does the annulus pressure build back up afterthetest ? [ ] Yes b<I No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of Witness: AL & L2 ¢
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Elex. - 3345 Gl
Flev. - 3333'KH

SURFACE CASING

SIZE: 8-587

GRADE J-55
WENGHT:24=
LENGTH:265 (6 jis)
DEPTH LANDED:275' KB
HOLE SIZE 12-147

CEMENT DATA:T60 sxs class "G° + 2% CCI +1 3+ sk celloflake

PRODUCTION CASING

SIZE:5-12°

GRADLJ-55

WEIGHT |5 5#

LENGTH:3660.72 (143 jis)

DEPTH LANDED: 5671' KB

HOLE SIZE:7-78"

CEMENT DATA:383 sxs super class "G + (470G + 209Poz A +
175 CSE) sk ~3%0sall + 2%agel =1 4 # sk celloseal, tail w232 sk
50-50 POZ + 2®agel + | 4 # skeelloseal + 2 #.gk HiSeal 2
CEMENT FOP AT:110° KB from CBL

TUBING RECORD

128 jnis 2 7 8%, J-85,6.54 Thy (4007577
178" Seating Nipple 1.10° (4008 677}
238'% 278" Cross Over 0,75

Arrow Set-1 Packer 6.20°

Packer Landed: 4012 44°

Total String Lengih: 4016 74°

MIT on 2-23-96, wiltness by Dennis Ingram (LUtak OG&M).

INJECTION DIAGRAM
Wellbore Dhagram

Packer w 40127
EOT wr 4017°

MIT on 627 01, Dennis Ingram (Utah OG&M) & Al Carver (EPA) gave

approval to conduct MIT without a witness,
62206

92606 Re-completion {no new perfs.)

Logs: Dual Laternloy, Compensated Neutron Litho-Density,

Cement Bond Log.

NEWIEHIL LD

Balcron Monument Federal 11-7)-9-17
681 FNL 447 FWL
NWNW Section 7-T9S-RI7E
Duchesne Co, Utah
APl #43-013-31492; Lease #ML-44426

5 Year MIT completed and submitted.

Monument Federal 11-7J-9-17

ACID JOB BREAKDOWN JOB  FRAC JOB

== =

. ]
-— h‘_\—
E,;.—

—
)

A
i

i
'

6-8-95

h-12-85

6-12-93

6-8-53

6-12-95

40564101

A784°-87°

AT50"-94"

4926"-28"

$075°-79°

50897947

511214

S075% 51140 2982 pals 2% KCl wirw 100 balls,
ATR 4.0 bpm, ATP 2600 psig, 1SIP 1850 psig,
4784 4790" - 2058 gals 2% KOl wirw: 2 balls bbl,
ATR 4.5 bpm, ATP 2200 psig. ISIP 1350 psig.

4926 4928°: 1596 gals 2%e KOl wir w 2 balls bol.
ATR 3.1 bpm, ATP 4000 psig. ISIP 1930 psig

S075 - S0 12684 gals 2% KClwir w 27,660 Ibs
16-30 mesh sand, ATR 34.5 bpm, ATP 2400 psig,
ISIP 2300 psig. 15 min 2060 psig.

ATEA" - 4928 : 15,162 gals 2% KO wir we 22,200 Ibs

16-30 mesh sand, ATR 35.1 bpm, ATP 3400 psig,
ISIP 2150 psig, 15 min 1660 psig

PERFORATION RECORD

61205 478487 2SPF(38") 3N Gholes
4700 96" 2SPF (387 6 i 12 holes
A926% 28" 2SPFA8") 2@t d holes
S075'-79° 4SPF(38°) 401 16 holes
5089 04" ASPF(.38") 5 20 holes
STI2% 10 4SPF(38%) 2t % holes
40864101 48PF 150 6l holes

6-8-95

62301

PETD @ 5734 KB
TD@ 5800 KB

CD 02406



Sundry Nunber: 71148 APl Well Nunber: 43013314920000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

UTU-44426

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MON FED 11-7J

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013314920000

3. ADDRESS OF OPERATOR: PHONE NUMBER:

9. FIELD and POOL or WILDCAT:

Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0681 FNL 0447 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NWNW Section: 07 Township: 09.0S Range: 17.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT

- . I:‘ CHANGE TUBING
Approximate date work will start:

O

l:‘ CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS

'U‘( SUBSEQUENT REPORT

Date of Work Completion: l:‘ DEEPEN l:‘ FRACTURE TREAT
l:‘ OPERATOR CHANGE l:‘ PLUG AND ABANDON
1 spub rerorT [ propucTion START OR RESUME L recLamaTiON OF WELL SITE
Date of Spud:
l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL
l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

J OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

(]
(]
O
(]
(]

D WATER DISPOSAL

CONVERT WELL TYPE

NEW CONSTRUCTION

PLUG BACK

RECOMPLETE DIFFERENT FORMATION

TEMPORARY ABANDON

|:| APD EXTENSION

OTHER: I5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

5 YR MIT performed on the above listed well. On 04/13/2016 the
casing was pressured up to 1163 psig and charted for 30 minutes with
no pressure loss. The well was not injecting during the test. The tbg
pressure was 1532 psig during the test. There was not an EPA
representative available to witness the test. EPA #UT22197-04281

Accepted by the
Utah Division of
Qil, Gas and Mining

FOR RECORD ONLY

April 18, 2016

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

SIGNATURE
N/A

DATE
4/18/2016

RECE| VED: Apr .

18, 2016




Sundry Nunber: 71148 APl Well Nunber: 43013314920000

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.5. Environmental Protection Agency
Underground Injection Control Program
090 18" Street, Suite 500 Denver, CO B0202-2466

EPA Witness: Date: /3 1/
Test conducted by: 227 WV onTAGUE
Others present:
. : —o 4agt
Well Name:farc@on /¥ priumen Fedeeq,  Type ER SWD  Stats: AC TA UC

Field

(reater MV hnwmenr Burre
Location:_//___8e:7 T T_9 NORLIEW QMWMSmmLﬁ

Operator:; J\,/éwf £4) Exp

Maximum Allowable Pressure:

Is this a regularly scheduled test? <] Yes [ ]No

Initial test for permit? [ ] Yes [ No

Test after well rework? [ 1Yes D<) No

Well injecting during test? [ 1Yes 154 No  IfYes, rate: bpd

Pre-test casing/tubing annulus pressure: (3 ’/ /]to 3 psig

MIT DATA TABLE | Test #1 Test #2 Test #3

TUBING PRESSURE

Initial Pressure /S 32 psig = psig psig

End of test pressure /S 32  psig psig psig

CASING / TUBING  ANNULUS PRESSURE

0 minutes /163 psig psig psig

5 minutes 7% psig psig psig

10 minutes /143 psig psig psig

15 minutes 1/ 6Y psig psig psig

20 minutes /163 psig psig psig

25 minutes //63 psig psig psig

30 minutes /163 psig psig psig
minutes psig psig psig
minutes psig psig psig

RESULT - . ] Pass | [Fail [ ] Pass [ JFail || ] Pass [ JFail

Does the annulus pressure build back up after thetest ? [ ] Yes bd No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of Witness:
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